
from RMA release # 625A, 

May 27, 1949 SYLVANIAV'ELECTRIC 
RMA Registration Data 

TYPE 5637 

HIGH MU TRIODE 

MECHANICAL DATA 

Bulb 

.......................................... 

..... ................................... 

Maximum Diameter 

Maximum Bulb Length 
........................................... 

............................ 

subminiature 

coated, unipotential 

(see Page 2) 

0.400 inch 
1.500 inches 

T-3 
subminiature button, flexible leads 

{see Puge 2) 

Lead Connections: 

Lead 1 .. plate Lead 4 .. heater 
l.ead 2 .. grid Lead 5 .. cathode 
Lead 3 .. heater 

Mounting Position ......... ... .. 0. iiiiiinninonn. any 
Maximum Acceleration (1) ... ... . . ... ... ... ... .... 1,000 G 

ELECTRICAL DATA 

GENERAL 

Direct Interelectrode Capacitances 

without shield with shield(? 
Grid to Plate ......... 1.40 1.30  ppf 
Input ................. 2.60 2.80 puf 
Qutput ................ 0.70 3.20 puf 

Heater Voltage ........... ... ... ... ... ....... 6.3 volts 

Heater Current ........... . iiiiivnrenennn.. 15¢ milliamps 

RATINGS ~ — Design Center Values 

Heater Voltage {(ac or de¢) ................... 6.3 (£10%) volrts 
Maximum Plate Voltage ....................... 150 volts 
Maximum Plate Dissipation ................... 0.3 watt 
Maximum Heater-Cathode Voltage .............. 90 volts 
Maximum Cathode Current .....,................ 2 milliamps 
Maximum Grid Circuit BResistance (self bias).. 1 megohm 

1} Forces applied gradually, as in centrifuge, 
in direction of long axis of tube and such 
that internal structure is in tension. 

(2) External shield of 0.405 inch dianeter con- 
nected to cathode. 
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SYLVANIAS ELECTRIC 

TYPE 5637 

CHARACTERISTICS 

Heater Voltage ......... ... . ... . 0 iirirunnnn. 6.3 ~volts 
Plate Voltage (dc} .......... ... ... ... v vuu... 100 volts 
Self Bias Resastor ........... ... .. .. ..., 820 ohms 
Plate Current ... ... ..ot nvensrneas 1.4 milliamps 
Transconductance ........coi i ernnn. 2,700 umhos 

Amplification Factor .......................... 70 
Plate Resistance ...ttt nenesrens 26,000 ohms 

Grid Voltage for 10 pamps Plate Current ....... -3.6 volts 

—= 400" |e— 
MAX 

Jjum, - 
5 u%m 

018"£002" 
"5,22;( DIA. 

* 
200" , 
* 060 

* % 

urfinJ 400" 
MAX. 

1.250" 
|]| MIN 

* % 
MEASURED FROM BASE SEAT TO BULS- u;:znnsc:ns ARR.ENGED gcgéomm& 

METRICAL PATTERN [N B 

SHOULDER LIHE AS DETERMINED BY RING ARE NUMBERED IN A CLOCKWISE FASHION 
GAUGE OF .210" LD BEGINNING WITH LEAD #! IDENTIFIED 

BY ARROW ON BULB 
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