
~ TECHNICAL DATA 
Sy lva n l a PHYSICAL SPECIFICATIONS 

stylo Sobminiaturo TYFE 5640 ¢ } 73 
BEAM POWER AMPLIFIER Baso ES-10 Floxible Leads 

Dimonnionn Soc outline 

TENTATIVE RATINGS Mounting Popition Any 

Hrgtor Voltege AC or DC £10% 6.3 Volts 
‘Zax. FPlate Voltage 150 Volts LEAD COWNECTIOES 
¥ax. Screon Voliage 140 Volts 
¥ax. Plato Disecipation 3.5 Wabtto 

Max. Screon Digsipation 1.0 Hatto Ag per outlino 

¥ax. Heater-Cathodo Voltage 9% Volts 

Firvoet Intorelecirodo Capacitancos: 

Shiopldcd® Unohi 0ldod 
Grid vo Plato 0.18 0.26 unf. 
Inpog 3.0 9.0 uuf. 
Output 7.0 4.0 uuf. 

-
 

“tiith a 0.40%" diameter shisld connected to cathodo. 

TYPICAL OPERATIEG CONDITIONS 

Hamter Voltage 6.3 YVolts 
Heator Curront 0.450 Ampors Foto 1 

. Plate Voltage 100 YVolts 
Seroen Yoltago 100 Volto 
Grid Voltage®? =9.0 VYoltn 
Cathodo Biag Bosistor 270 Ohmg 
Flato Current {(Zoro Signal) 31 WMa. 2 
Plato Current (Max. Signal) 32.0 HMa. AN 
Seroon Current (Z2ero Siganal) 2.2 Ma. i g 
5¢reoen Current (Mas. Signal) 9.0 HMa. - 
Treagconductanco 5000 umhon = 3 
Piato Reslstance 15,000 Ohagp g © 
Load Resgistanco 3000 Ohms P 0 
Powor Ouiput (Max. Sigaal) 1.25 Watso -t 
Uigtortion 10 

avpaximam grid circult rogletanco chould not excood 0.10 mogohm o d$9é:§°fl 
for fixzod bias operation and 0.50 megohm for solf biag oporation. Toto 3 ° 

CIBCUIT APPLICATION 

Sylvania Typo 5680 is a subminiature begam povor output tubo \-Eoto 2 é‘ 

dogigned for use in compact, light-weight cquipment. %g" 

Totaa: ot 

1. Referenco diametar from vhich tip and bulb longths aro “flflfl é 

dotormined. Baoings 

2. Avold soldering loads closer tham 4% from glaog. 1 - Plate 
3. Arrow indicatos position of platc lead. 1\ 2 - Heator 

. 4, 411 tips 110 within detted outlino. 2 \3 - Seroon 
5. Avoid bending leade cloasor than 0.060" from glass. P Y4 - Hoator 
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