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3 5803 P 
8 MAX 

ELECTROMETER TRIODE 

K\ The 5803 is a subminiature triode de- G 
< signed to replace the ¥X-328 for radiation 

g measuring instrumentation. 

lo Lower plate voltage operation results 

i in smaller grid currents, F- F+ 

Higher transconductance makes increased S Yr;BOt' 

oA sensitivities practical in d.c. ampli- 

( fiers, — RED 

Closer tolerances in plate current re- DoT 

= sult in greater uniformity, 

—lo Improved filament characteristics pro- Fe F 

- vide longer life or reduced weight to 

i portable equipment. s 

Low microphonic design features intro- BASE VIEW 

duced in the VX-328 have been retainad 

in the 5B03. 

CHARACTERISTICS 

MIN. Nom Max . 

FILAMENT VQLTAGE Eg 1.1 1.25 1.5 v 

FALAMENT CURRENT s - 10 ° MA 

FiLAMENT RESISTANCE Rf 112 125 137 OHM 

TovaL CaTHODE CURRENT " - . 500 Ha 

LEAKAGE RESISTANCE Rg . j0t4 . OHM 
(Grid to all other elements) 

PLATE CURRENT (E¢ = 1.25 v | 60 - 120 
Ep = 7.5 v. Ecf= 117 v) P Ha 

TRANSCONDUCTANCE Gm 100 - . MMHO 

AMPLIFICATION H 1.8 2.0 2.2 


