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MECHANICAL DATA QUICK REFERENGE DATA 

e o BuSmieesm The Sylvania Type 5814 is a 
Cathode . . . . . . . . . . . . . . Coaed Unipotential T-6}2, medium mg, double tri- 

Mounting Position . . . . . . . . . . . . . . . . Any ode having separate cathode con- 
nections. Electrically, the 5814 
is similar to the Type 12AU7, 
and, identical to, except for elec- 

ELECTRICAL DATA trode insulation requirements, 

the Type 5814A. 

HEATER CHARACTERISTICS The SylvaniaType 5814 is manu- 
Heater Voltage Series/Parallel . . . . . . . . . 12.6/6.3 Volts factured and inspected to meet 

Heater Current Series/Parallel . . . . . . . . . 175/350 Ma the applicable MIL-E1 specifica- 

tion for reliable operation. 

DIRECT INTERELECTRODE CAPACITANCES (Unshielded) 

Section 1! Section 2 

GridtoPlate . . . . . . . . . . .15 L5 uuf e Bl" ] 
Input. . . . . . . . . . . . . .16 1.6 ppf MAX. 
OQuepue . . . . . . . . . . . . .05 0.35 uuf (/‘\ 

e 
RATINGS (Absolute Maxxmum Values) Each Section MAX 

Plate Voltage . . . . . .. . . . . . . . . . 330 Vols -3 | T63 
Plate Dissipation . . o e e 3.0 Watts Mas 2 
Heater-Cathode Voltage .« . . . . . . . . . . 100 Vohs M‘g 
Cathode Current . . . . . . . . . . . . . . . 22 Ma ' 
Bulb Temperature . . .. . . . . . . . . . 180°C WUUJ-—L_ 
Electrode Insulation (min. ) R 

Grid to All Other Elements® . . . . . . . . . 100 Megohms 
Plate to All Other Elements® . . . . . . . . . 100 Megohms 

TYPICAL OPERATION 

Class A; Amplifier — Each Section 
Plate Voltage . . . . . . . . . . . . . . . . 250 Volts 
Grid Voltage . . . . . . . . . . . . . . . . -85 Volts 
Plate Cutrent . . . . . . . . . . . . . . . . 105 Ma 
Transconductance. . . . . . . . . . . . . . . 2200 pmhos 
Amplification Factor . . . . . . . . . . . . . . 17 
Grid Voltage for 1, = 10pa . . . . . . . . . . . =24 Vol 

NOTES: 

1. Section No. 1 connects to pins 6,7 and 8. 

2. E; = 12.6 volts; E, to all other elements —100 volts D C. 

3. E; = 12.6 volts; L, to all other elements = -300 volts D C. 
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2814 
AVERAGE PLATE CHARACTERISTICS 
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SYLVANIA 

2814 
AVERAGE TRANSFER CHARACTERISTICS 
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