
5946 
POWER TRIODE 

Forced=-Air Cooled, Grounded-Grid Type 

TENTATIVE DATA 

RCA-5946 isa very compact, 

power triode designed for uhf plate—pulsed oscil- 

fcrced-air cooled 

lator and amplifier service. |In such service, 

it has a maximum rated plate dissipation of 250 

watts, and can be operated with full plate volt- 

age at frequencies up to 1300 megacycles per 

second. Operation at higher frequencies 

missibie with reduced ratings. 

is per- 

The 5946 features a coaxial-electrode struc-— 

ture designed especially for use with circuits 

of thecoaxial-cylinder type. Thedesign provides 

low~inductance, large~area, rf electrode terminals 

for insertion into the cylinders, and permits 

Amplification Factor . . . . 27 
Direct interelectrode Capacntances. 

Grid to Plate. . . . . + . . . . . . 6 et 
Grid to Cathode. . . . . . . . . . . 11 wut 
Plate to Cathode®. . . . . . . . . 0.32 max. uuf 

Mechanical: 

Mounting Position. Vertical, with radiator up or down 
Overall tength . . . . . . . . ... .. 3~5/16" % 3/32" 
Greatest Diameter. . . . 1.750* + 0.010" 
Radiator . . . . . . . . . . Integra] part of tube 
Mounting . . . . . . . . o .. ... . Special 
Air Flow: 

The specified air flow for various plate dissipations, 
as indicated inthe tabulation below, shouldbe delivered 
by ablower onto the respective termnnals and seals, and 
through the radiator before and during the application 
of any voltages. Heater power, plate power, and air 
may be removed simultaneously. 

Plate Dissipation 150 200 250 watts 
Min. Air Flow 5.7 10 16 cfm 
Static Pressure 0.16 0.% 0.85 in. of water 

The above flow and pressure values are for cond|t|on 
with radiator temperature held constant at 1350C rise 
above ambient temperature. Theair flow must be adequate 
to 1imit the temperature of the radiator, grid terminal, 
cathode terminal, and seals to their respectlve 
maximum values. 

Radiator Temperature (Measured on core 
at end adjecent to plate ring). . . 180 max. oc 

Grid-Terminal Temperature. . . . . . . . 150 max. o¢ 
Cathode—Termcna] Temperature . . . . . . 150 max. oC 
Seal Temperature (Plate, grid, 

and cathode). . . . 150 max. oc 

PLATE-PULSED OSCILLATOR & AMPLIFIER -Class C 

Maximum Ratings, 4bsolute Values: 

. : Ed . 
For a maximum pulse duration” of 5 microseconds 

PEAK POSITIVE-PULSE 
PLATE-SUPPLY VOLTAGE . . . . . 7500 max, volts 

PEAK NEGATIVE-PULSE 
GRID—-B}AS VOLTAGE., . . . . . . . . 600 max. volts 

PEAK PLATE CURRENT FROM 
PULSE SUPPLY . . Ce e e 4.5 max. amp 

PEAK RECTIFIED GRID CURRENT. . e s . 1.0 max. amp 
DC PLATE CURRENT . . . . . . . . . . 0.045 max. amp 
DC GRID CURRENT. . . . « ¢« 4. . + « . . 0.010 max. amp 
PLATE D!SSIPATION. . . . « « « . « + . 250 max. watts 

Typical Operation with Rectangular Wave Shape 

in Oscilltator Circuit at (250 Mc: 

effective isolation of the plate fromthe cathode. With duty factor™™ of 0.01 

The latter feature makes the 5946 particularly Peak Positive-Pulse 
R . . . te— 1 l1tage . 0 7500 volts 

suitable for grounded-grid circuits. Peak”},;‘gat?igflpfi,‘;g ag 850 5 

Grid-Bias Voltage. . . . . 375 500 volts 
Cathode ResastorA e e e 100 100 O?TS 
Peak RF Grid voltage . . . . . 625 850 volts 

GENERAL DATA Peak P}ate Cur{ent From 
R . Pulse Supply . . . 3.5 4.5 amp 

Electrical: Peak Rectified Grid Current. 0.25 0.5 amp 
Heater, for Unipotential Cathode. DC Plate Current . . . . .« . . 0.035 0.045 amp 

voltage (AC or Dc) .. R 6.3 volts DC Grid current. . . e 0.0025 0.005 amp 
current. e e e e e e 3.4 amperes Useful Power Output at 
Minimum Heatlng Time . . . ... . 1 minute Peak of Pulse® (Approx.) . 8000 14000 watts 
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Characteristics Range Values For Equipment Design: 

Note Min. Max. 

Heater Current , . PN 1 3.08 3.75 amp 
Amp1|f|cat|on Factor . 1,2 20 34 
Grid=Plate Capacntance . - 5.5 6.5 it 
Grid-cathode Capacitance . - 9.6 12.4 gt 
Plate-Cathode capaCltance 3 - 0.32 it 
Plate voltage. . <. 1,4 550 810 volts 
Plate voltage. 1,5 750 1150 volts 
Grid voltage . 1,6 - =125 volts 
Peak Cathode Current 1,7 12 - amp 
Useful Power Output 

at Peak of Pulse . 1,8 12 - kw 

Note 1: With 6.3 voltis on heater. 

Note 2: With dc grid voltage of -15 volts, and dc plate 
voltage adjusted to give dc plate current of 250 
milliamperes. 

Note 3: With external shield connected to grid terminal. 

Note 4: With dc grid voltage of —10 volts, and dc plate 
voltage adjusted to give dc plate current of 250 
mitliamperes. 

Note 5: With dc grid voltage of -20 volts, and dc plate 
voltage adjusted to give dc plate current of 250 
milliamperes. 

Note 6: With dc plate voltage of 1250 volts, and dc grid 
voltage adjusted to give dc plate current of 1.0 
milliampere. 

Note 7: Represents the maximum value of cathode current 
plate current and grid current) for the tube under 

any condition of operation. 

Note 8: With peak positive-pulse plate-supply voltage of 
7500 volts, cathode-bias resistor of 100 10% 
ohms, peak plate current from pulse supply of 4.5 
amperes, peak rectified grid currentof0.5 ampere, 
duty factor of 0.01, and frequency of 1250 Mc. 

Ratings vs Operating Frequency: 

Operating Frequency Maximum Permissible Percentage 
Mc of Maximum Rated Plate Volitage 

1300 100 
2000 75 

O with external shield connected to grid terminal. 

Pulse duration is defined as the time interval between 
the two points on the pulse at which the InStantaneous 
value is 70% of the peak value. The peak value is 
defined as the maximum value of a smooth curve through 
the average of the fluctuations over the top portion 
of the pulse. The magnitude of any spike on the plate 
voltage pulse should not exceed a value of 8500 volts 
with respect to cathode and its duration should not 
fxce$d 0.5 microsecond measured at the peak-pul se-value 
eve 

Duty factor isthe productofpulse duration and repeti- 
tion rate. For variable pulse durations and pulse 
repetltaon rates, the duty factor is defined as the 
ratio of time *"on" to total elapsed time in any 500- 
microsecond interval. 

*% 

A 
It is recommended that the entire bias be obtained from 
a cathode resistor. In certain applications, partial 
grid-resistor bias may be used. 

[ ] The power output at peak of pulse is obtained from the 
average power output using the duty factor of the peak 
power output pulse. This procedure is necessary since 
the power output pulse duty factor may be less than 
the applied voltage pulse duty factor because of a 
delay in the start of rf power output. 

INSTALLATION and APPLICATION 

The maximum ratings shown in the tabulated 
data are limiting values above which the service- 

ability of the 5946 maybe impaired from the view- 

point of life and satisfactory performance. 
Therefore, in order not to exceed these absolute 

ratings, the equipment designer has the responsi- 

bility of determining an average design value for 

each rating below the absolute value of that 

ratingby an amount such that the absolute values 
will never be exceeded under any usual conditions 

of supply-voltage variation, load variation, or 

manufacturing variation in the equipment itself. 

The maximum radiator temperature of 180°C as 
well as the maximum terminal and seal temperatures 

of 1BQ0OC are tube ratings and are to be observed 
in the same manner as other . ratings. The temper-— 

ature of the radiator should be measured on the 

core at the end ad jacent to the plate ring (see 

Qutline Drawing). The temperature may be measured 

either with a thermocouple or with temperature- 

sensitive paint, such as Tempilaq. The latter 
is made by the Tempil Corporation, 132 W. 22nd 

Street, New York ||, N, Y., in the form of liquid 
and stick, and 

accuracy of | 

is.stated by the maker to have an 

per cent. 

In transportation and storage of the 5946, 
care should be taken to protect the tube from 

rough handling that would damage the glass—to- 

metal seals or dent or mar the rf contact surfaces. 

Particuiar care should be taken not to sub ject 

the tube to severe shock which might permanently 
deform the internal elements. It is recommended 

that the tube be tested upon receipt in the equip- 

ment in which it is to be used. 

The mounting should support the 5946 in a 

vertical position with the radiator either up or 
down. The tube may be supported by the plate 

ring or by the radiator in any convenient way, 

but the mounting arrangement used must not sub ject 

the grid, cathode, and heater terminals to undue 

stress. 

AIR-COOLED 
l////‘RAmATOR 

PLATE 
RING 1.600" MIN. 

REMOVABL E 
CLAMP C 

A 
] 

h—LSGO"MWLTfi 

|.aoo"mm.| 

PLATE CONTACT 
SURFACE 

92CS5-6833RI 

Fig.1- Mounting Arrangement for Use with 

Coaxial~Line or Cavity Circuits. 

Because the terminals of the 5946 have pro- 

gressively smaller diameters from plate to grid 
to cathode to heater as shown in the Outline 

Drawing, it is possible to insert the 5946 into 
coaxial and cavity circuits from one end without 

disassembly of the circuit. In such circuits, 

the 5946 is supported by the plate ring as shown 

in Fig.!.



In the design of this mounting, it is to be 

noted that the hole in part A, which limits move- 

ment of the tube in directions paraliel to the 

plate contact surface, is approximately 0.050" 
larger than the maximum diameter of the plate 

ring in order to allow the tube to seek its posi 

tion freely when being inserted into the grid, 

cathode, and heater contacts, and to seat properly 

on the plate contact surface of part B. After 

the tube is in place, the removable clamp C is 

brought into position and ciosed to make the 

plate contact secure and to anchor the tube 

firmly in place. 
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Fig.2~ dverage Characteristics of Type 5946. 

In addition tothe dimensions shown in Fig.l, 

the equipment designer should also observe the 

diameter tolerances on the grid, cathode, and 

heater terminals and the |limits on concentricity 

defined by the gauge (see Outline Drawing) in 

order toprovide for variation from tube to tube. 

Cooling of the 5946 is accomplished by 

delivering a stream of clean air from a blower 

onto the respective terminals and seals, and 

through theradiator before and during the appli- 

cation of any voltages. The air flow through 

the radiator may be in either direction. The 

minimum rate of air flow for various plate dissi- 

pations is shown in the tabulated data. A suit- 

able air filter is required in the air supply. 

Care should be given to cleaning or replacing 

the filter at intervals in order that accumulated 
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92CM- 7557 
HEATER 
SUPPLY 

(SEE TEXT) 

C) C2=PAPER CAPACITOR, 4 lUf, 1000 VOLT (DC WORKING) 

M=DC MILLIAMMETER (PLATE CURRENT) 

M2=DC MILLIAMMETER (GRID CURRENT) 

R = RESISTOR, NON-INDUCTIVE, I00 OHMS (CATHODE BIAS) 

Fig.3 - Diagrammatic Sketch of Pulsed-Oscillator 

Circuit of the Folded-Back Coaxial Type 
Employing the 5946 at 1250 Mc. 

dirt will not obstruct the required flow of air 

through the radiator. When the 5946 is operated 

at full ratings, a flow of |6 cubic feet per 

minute at a pressure of about 0.85 inch of water 

is recommended. 

The cooling system should be properly in- 

stalled to insure safeoperation of the 5946 under 

all conditions and for thisreason should be elec~ 

trically interconnected with the heater and plate 

power supplies. Thisarrangement is necessary to 

make sure that the tube is supplied with air 

before any voltages are applied. Air pressure 

inter locks which open the power transformer pri- 

mary of the heater supply and the pulse supply



are desirable for protecting the tube when the 
air flow is insufficient or ceases. 

The heater is designed to be operated at 6.3 
volts under average |line-voltage conditions. 
Rated heater voltage shouldbe applied for at least 

one minute to allow the cathode to reach normal 
operating temperature before voltagesareapplied 

to the other electrodes. In circuits where the 

plate is grounded and the negative pulse is 

applied to the cathode, the heater supply must 

be insulated to withstand the peak positive~ 

pulse plate-~suppiy voitage, and it should also PLATE 
present a minimum amount of capacitance loading CYUNDéQ\ 
to the pulse-supply source. CONTACT m 

A 

The unipotential cathode is indirectly heated FINGERS ~J A A A S 
by the heater, one terminal of which is common = p==SSS=mm= S fo-=ho 
to the cathode. 

The grid of the 5946 in uhf service is sub— AIR INTARE = RF eome T 
Jected to heating caused not only by the normal - < TEESBACK WINDOWS 

electron bombardment as indicated by the grid L7 x 13, 

current, but also by circuiating rf currents, CYE&%ER s_éEQwQ%D 

For these reasons, more than ordinary care must | RF CHOKE 

be taken during operation to prevent overloading Cgxxgg“‘ ’/1£NGTH=&4 
the grid. CAPACITOR 

L I~GRID- PLATE 
Average characteristics for the 5946 are ‘4 dfi:g% 

shown by the curves in Fig.2. SaTHoDE 

A typical pulsed oscillator circuit of the [ CONTACT FINGERS 
folded-back, coaxial-cylinder type emplioying the ;,\\ 

5946 at 1250 megacycles per second is illustrated 7, GRID-CATHODE 
diagrammatically in Fig.3. The structural arrange~ | ?j PLONNG, 

ment of this circuit is shown in Fig.4a with EZ?Z'/ 7% L 
details of the cathode cylinder given in Fig.4b. 7% % Iflg#gg&f 

In this circuit, theplate is grounded, the nega- 100 -OHM 7 
tive pulse voltage is applied to the %ggagggg;yg 3 

cathode and grid, and a minimum of RESISTOR N 

capacitance loading is presented to (TOPUL;?SUPHJ) ™ #US#&?&@%& 

the pulse-supply source. The heater 

supply must be insulated to withstand HEé??;?;%fi 
the pulsg {oltage ang should a{so FEED-THROUGH 
present minimum capacitance loading BUSHING 

INSULATED FOR 
to the pulse-supply source. PLATE - PULSE 

SUPPLY VOLTAGE 
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XXX INDICATES METALLIC PARTS (ANY METAL MAY BE USED IF 
SURFACES ARE MADE HIGHLY CONDUCTIVE) 

INDICATES INSULATOR (MUST WITHSTAND PULSE SUPPLY 
VOLTAGE) 

Fig.ga- Structural Arrangement of Pulsed-0Oscillator 

Circuit Shown in Fig.3.



N2)12 STRANDEQ(_COPPER WIRE 
AEROGLASSTINSUL ATED 

CATHODE 
BYPASS CAPACITOR 

.008” SHEET MICA 

(-] 

L 5 sons L . TAPfFf’ LiP 48 e sz 
— A L4 % ——‘ o goR T K .300+.005 A A . 

- oIa | ¢ 7 i ) 
Ne 30 B — 4 1 L ,_.] L L ' " 

DRILL 7 Y% Yol i 4-SLOTS ,020 WIDE 
I %y " EQUALLY SPACED 

(NSULATOR TO .029 
WITHSTAND 200°C SPRING 'STEEL WIRE BRASS 

7 /,6 DRILL 
” 19 DEEP 

%2 DIA. Y Yy-20 TAP 5/,6”DEEP TAPER LIP 45 
DRILL ’16"1 

/7 
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l LR ZT270 02022 
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‘2 —_— iy -—————L— ‘/2' 6-SLOTS 020" WIDE 
INSULATOR TO _ EQUALLY SPACED 
WITHSTAND 200C TAPER DIAMETER BRASS 
@ 020°PER INCH @ 

Y~ 20 THREAD 
” l‘—-———LENGTH TO SUIT APPLICATION —01 

SLOT APPROX. Loy 
3’4 WIDE X g DEEP TURN TAPER TO EDGE APPROX. .002-003 THICK 

BRASS TAPER INSIDE DIA..020 PER INCH 
" TYPE'L” COPPER TUBING 

WALL THICKNESS .042” APPROX. 

© 
* 
MADE BY LENZ ELECTRIC MFG. CO. 92CL -7553 

1751 NORTH WESTERN AVE. 
CHICAGO, ILLINOIS 

Fig.4b -~ Details of The Cathode Cylinder Shown 
in Fig. ga.



DIMENSIONAL OUTLINE TERMINAL CONNECTIONS 

1 15"t Vg 4 DIA.——of P 

AIR-COOLED . . 
RADIATOR P: PLATE G K: CATHODE 

~ G: GRID H: HEATER 

1.750"1.010" e 
DIA. i 

PLATE RING 

CONTACT SURFACE € ) /e 
(NOTE 1) 

I
x
 

GRID 
TERMINAL 
(NOTE 1) 

5 ” 

SEE NOTE 3 %6 MIN. - h 

1.375"%.007 "o f— 
DIA. 

\ ", 

Ye MiN. | Y6 NOTE 3.| 72 
MAX. 3 g MIN, 

¥ 
CATHODE AND .| .059"4.002"-.006" DIA. 

HEATER TERMINAL SEE NOTE 2 
(NoTE 1) .375"£.005" DIA. 

HEATER TERMINAL ~| | Vg MAX. DIA.—] 
(NOTE 2) 92CM -6834R1 

/ 
-TT 

NOTE I: WITH THE CYLINDRICAL SURFACES OF ITS GRID AND 

CATHODE TERMINALS CLEAN, SMOOTH, AND FREE OF BURRS, THE é Hy 1.8000"% 0005" 

TUBE WILL ENTER A GAUGE AS SHOWN IN SKETCH Gi. THE FOUR i 

CYLINDRICAL HOLES H1, H2, H3, AND Hy HAVE AXES COINCIDENT ‘ 

WITHIN 0.0005", LENGTHS DETERMINED FROM THE OUTLINE 

DRAWING, AND SUCCESSIVELY SMALLER DIAMETERS AS SHOWN IN 

THE SKETCH. 

THE PLATE RING WILL BE ENTIRELY ENGAGED BY HULE Hy, AND 
THE CONTACT SURFACE OF THE PLATE RING WILL SEAT ON THE 
SHOULDER BETWEEN HOLES Hy AND Hp. THE PLANE SURFACE OF 
THIS SHOULDER IS 900 + 2* TO THE AXES OF THE HOLES. fesc=ot 
SEATING IS DETERMINED BY FAILURE OF A 0.005" THICKNESS Ha ., . 
GAUGE, 1/8" WIDE, TO ENTER MORE THAN 1/16" BETWEEN THE —1  r~———.385071.0005 
SHOULDER SURFACE AND THE PLATE CONTACT SURFACE. WITH 
THE TUBE PROPERLY SEATED AS DESCRIBED ABOVE, THE GRID 
TERMINAL WILL BE ENTIRELY ENGAGED BY HOLE H3, AND THE Sketch 62 
CATHODE TERMINAL WILL BE ENGAGED BY HOLE Hy TO A DEPTH 
OF AT LEAST 1/u". Hs 

NOTE 2: CONCENTRICITY OF THE HEATER TERMINAL W!TH RESPECT He 

TO THE CATHODE TERMINAL IS DETERMINED BY A GAUGE AS SHOWN ‘1 

IN SKETCH G2. THE CYLINDRICAL HOLE Hg AND THE ANNULAR 
HOLE Hg HAVE AXES COINCIDENT WITHIN 0.0005", LENGTHS 

DETERMINED FROM THE OUTLINE DRAWING, AND DIAMETERS AS 
SHOWN IN THE SKETCH. THE CATHODE TERMINAL AND THE 

HEATER TERMINAL WILL ENTER THIS GAUGE TO A DEPTH OF 3/8". 

Sketch Gi 
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Devices and arrangements shown or described herein may 
use patents of RCA or others. Information contained 
herein is furnished without responsibility by RCA for 
its use and without prejudice to RCA's patent rights. 

X
 

NOTE 3: ROUNDED OR BEVELED NOT TO EXCEED 1/16". 


