
. SA/I136A 
Carrier Pentode  (43287) 

5A/136D 
4328A and D (4328D) 

(4328A is for replacement purposes only) 

CATHODE. 

Indirectly heated Oxide-coated. 
Current 0.425 A 
Nominal voltage. 7.5 v 

RATING. 

measured at 
;‘Ict:zl::ll c?ilziductance Va250V Vg, 180V l; mA/V 

grid p Vg0 Vg,~—5.5V 

INTER-ELECTRODE CAPACITIES. 

Grid to Anode 0.03 pF 
Input [ pF 
OQutput 14 pF 

DIMENSIONS. 

4328A 4328D 
Maximum overall length 125 mm. 125 mm. 
Maximum bulb diameter 40 mm. 40 mm. 
Base Smail American International 

6 pin Octal 
Net weight 50 g. 45 g. 

MAXIMUM RATINGS. 

Maximum direct anode voltage 250 v 
Maximum direct anode current 75 mA 
Maximum direct screen voltage 180 v 
Maximum direct screen cyrrent 2.5 mA 

NOTE.—When this valve is used in series with other valves of a 

different type, protection should be provided for the heaters at the 
moment of switching on. 
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(4328A is for replacement purposes only) 

5A/136D 
(4328D) 

Carrier Pentode 

4328A and D 

SA/I36A 
(4328A) 
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Carrier Pentode 

4328A and D 
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(4328A is for replacement purposes only) 
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@4328A)  Carrier Pentode 

(4328D) 4328A, and D 

(4328A is for replacement purposes only) 
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