
Technical Data 129

MAXIMUM CIRCUIT VALUES
Grid-Circuit Resistance:

Grounded-cathode section
Grounded-grid section . . .

1

0.5

megohm
megohm

* The dc component must not exceed 130 volt*.

1 Pins 6, 7, and 8.

• Pins 1, 2, and 3.

Refer to type 6EU8.

Refer to type 6EW6.

Refer to type 6FG7.

Refer to type 6FV8A.

Refer to type 6GH8A.

Refer to type 6GJ7/ECF801.

Refer to type 6GM6.

5EU8
5EW6
5FG7
5FV8
5GH8A
5GJ7
5GM6
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3^^^7?^c2P MEDIUM-MU TRIODE— crC7@jjp™Op SHARP-CUTOFF PENTODE

PT@\yfc/\ |/v5)c3p Miniature type used as frequency changer in vhf tele-

fn^_^-r5) vision tuners. Outlines section, 6B; requires miniature
gt gip 9-contact socket. Heater: volts, 5.4; amperes 0.45;

9GF maximum heater-cathode volts, ±100.

Class A, Amplifier

MAXIMUM RATINGS (Design-Center Values) Triode Unit Pentode Unit
Plate Voltage 125 250 volts
Grid-No.2 Input — 150 volts
Cathode Current 15 18 mA
Plate Dissipation 1.5 2 watts
Grid-No. 2 Input — 0.5 watt
CHARACTERISTICS
Plate Voltage 100 170 volts
Grid-No.2 Voltage — 150 volts
Grid-No.l (Control-Grid) Voltage —3 —1.2 volts
Plate Resistance — 0.35 min megohm
Transconductance 5500 12000 megohm
Plate Current 14 10 mA
Grid-No.2 Current — 3.3 mA
Amplification Factor 17 —
MAXIMUM CIRCUIT VALUES Triode Unit Pentode Unit
Grid-No.l-Circuit Resistance 0.5 — megohm

For fixed-bias operation —• 0.25 megohm
For automatic-bias operation — 0.5 megohm

Refer to chart at end of section. 5GX6
Refer to chart at end of section. 5GX7

DUAL TRIODE 5HA7
4HA7

Duodecar type used as a sync clipper and age amplifier
in television receivers. Outlines section, 8A; requires
duodecar 12-contact socket. Type 4HA7 is identical with
type 5HA7 except for the heater ratings.

Heater Voltage (ac/dc)
Heater Current

4HA7
4.2

0.6

5HA7
5.6 volts

0.45 ampere


