
SHPI, 5HP4 
HIGHVACUUM CATEODE-RAY TJURE 

Primerily for epplications involving cltitudes up to 25000 Jeel 

Heater Coated Unipotential Cathode 
Voltage 6.3 a-c or d-c volts 
Current 0.6 amp. 

Focusing Method Electrostatic 
Deflection Method Electrostatic 

Electrodes OJy and DJo {upper): nearest to screen 
D4 is on same side of tube as pin No.4 
Electrodes DJg and DJy (lower): nearest to base 
DJ3 is on same side of tube as pin No.1 

5HP1 5824 

Phosphor No.1 Ho.4 
Fluorescence Creen White 

Persistence Medium Medium 
Direct Interelectrode Capacitances: 

Control Electrode (Grid) to All Other Electrodes 9.5 uuf 

D, to Dy, 1,2 uuf 

D5 to DIy 0.65 upf 

oy, to All Other Electrodes 9.0 ppf 

DJB to All Other Electrodes 12.0  pyf 

DU} to Atl Other Electrodes Except Dy 8.0 puf 

D, to All Other Electrodes Except DJ 6.5 pypf 

DIy to All Other Electrodes Except DJ, 1.0 wpf 

DU, to Atl Gther Electrodes Except Ny 8.0 upf 

Overall Length 16-3/4" + 3/8" 
Bulb Diameter at Screen End 5-1/4" 130250 
Base Large Micanol-Wafer Medium Magnal 11-Pin,Sleeve 

MANIMEM RATINGS and TYPICAL OPEZRATING CORDITIONS 
Heximum Ratings Are Absolute Volues 

Anode No.2 (High-Voltage Electrode) 
Vol tage 2200 max. volts 

Anode No.1 {Focusing Electrode} Voltage 1100 max. volts 
Grid {Control Electrode) Voltage Never positive 
Peak Voltage Between Anode No.2 and 

Any Deflecting Electrode 550 max. volts 
Grid-Circuit Resistance 1.5 max. megohms 
Impedance of Any Deflecting-Electrode 
Circuit at the Heater-Supply Frequency 1.0 max. megohm 

Typical Operation: 
Anode No.2 Voltage * 1500 2000 volts 
Anode No.1 Voltage for Focus 

at 75% of Grid Voltage for 

Cut-0ff (Approx.)** 310 425 volts 
Grid Voltage for Cut-Off® -30 —40 volts 
Deflection Sengitivity: 

DJg and Do 0.400 0.300 mm/volt d.c. 
DJ3 and Ddj 0.440 0.330 mm/volt d.c. 

Defléction Factor:® 
0Jy and DJy 63.5 84.8 volts d.c./in. 
DUz and DJ o 57.8 77.0 volts d.c./in. 

Bsubject to variation of *=17 +17 per cent 

*, **, 9 see next page. 
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{continued from preceding page) 

* Brilliance and definition decrease with decreasin% anode K0.2 volt— 
ages. in general, the anode Ho.2 voltage should not be less than 

za 1500 volts. . . 
Supply should De adjustabie to +208 of this value. 

© visual extinction of a stationary focused spot. For cut—of? supply 
should be adjustadle to +£50% of this value, 

TYPICAL OSCILLOGRAPH CIRCUIT 
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C3s C4o Cyo Cg = SEE HOTE 2 Ry = 0.05 MEGORM ) 

= SEE NOTES 1 & R, = 0.65 HMEGOHM 5 = 
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NOTE 1; The d—c potential of each deflecting electrode is maintained 
essentially equivalent to that of anode Ho.2 by connecting resis— 
tors havin? values not greater than 10 megohms between each de- 
flecting electrode and anode Ho.2. This arrangement by suitable 
choice of resistor values minimizes pattern distortion and pattern 
drift resulting from unbalanced potentials onthe deflecting elec— 
trodes. The smaller the resistor values, the less the disgortion 
for a given beam current. 

NOTE 2: When the cathode or the negative end of the cathode~ray high- 
voltage supply is grounded, blocking condensers CZ. C3, Cu' and 

Cs should have ahigh voltege rating. When ancde Ho.2 is grounded, 
condensers Cz, 03' Cy» and C5 may be low-voltage condensers. 

For d~c amplifier service, the deflecting electrodes should be 
coupled direct to the output of the amplifier by omitting the 
blocking condensers, In addition, it wil) usually be preferable 
to remave the associated deflecting electrode resistor in order 
to minimize the loading effect of the resistor on the d-c ampli- 
fier. With the resistor remaved, it is essential, in order to 
minimize spot cefocusing, that anode Ho.2 bereturned to some noint 
in the d-c amplifier circuit such that the potential difference 
between anode 0.2 and the average voltage across the deflecting 
electrodes will be as low as possible. 

The license extended to the purchaser of tubes appears in the License 
Kot ice accompanying them, Information contained herein is furnished 
without assuming any obligations. 
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HIGH-VACUUM CATHODE-RAY TUBE 
44| { “ | 11_3 ” 

820 54 T/ % o DIA: 
t&_ G [13] 32 

THE 5HP1 ARD SHPY ARE BASED 
SO THAT THE TRACE PRODUCED 
O THE SCREEM BY DEFLECTING 
ELECTRQDES IJJ3 AND DJy SrL.LL 

HOT DEV!IATE HORE THAX +10° 
FROM A PLANE PASSIHG THROUGH 

10 PIN & AKD THE AXIS OF THE 

MAX. o .o TUBE. 

1 

-, 

“6 
” 

TUBE MOUNTIKG POSITION +3 
) ARY 

" 

6% 
3}1 

) 

3, 
: 167, 

3 Fi s 

tY 

030" AN, 
L [_ SOLRER ALLCWANCE 

L7 
? 

BOTTOM VIEW OF SOCRET CONNECTIOHS 

560 gJi to Zu—joezlecting Electrodes 

= Anode O. 

MAX, Pi = Ancde Ho.1 
G* = Control (Grid) Electrode 
H = Heater 
K = Cathode 

.093" £,003 
" 

35" - ) 
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AVERAGE CHARACTERISTICS 
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