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MAXIMUM CIRCUIT VALUE
Grid-No.l Circuit Resistance, for cathode-bias operation 0.5 megohm

5JL6

7CM

SEMIREMOTE-CUTOFF
PENTODE

Miniature type with frame grid used for age-controlled

if-amplifier applications in television receivers. Out-
lines section, 5C; requires miniature 7-contact socket.

Heater: volts (ac/dc), 4.9; amperes, 0.45; warm-up
time (average), 11 seconds; maximum heater-cathode
volts, ±200 peak, 100 average.

Class Ai Amplifier

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Supply Voltage
Grid-No.2 Voltage
Plate Dissipation
Cathode Current .

Grid-No.2 Input

CHARACTERISTICS
Plate Voltage

276 volts
275 volts
See curve page 98
2.6 watts
22 mA
0.6 watt

125 volts
Grid-No.3 (Suppressor Grid) Connected to cathode at socket
Grid-No.2 Voltage
Cathode-Bias Resistor
Plate Resistance (Approx.)
Transconductance
Plate Current
Grid-No.2 Current
Grid-No.l Voltage (Approx.) for transconductance of 1500 /imhos
Grid-No.l Voltage (Approx.) for transconductance of 160 /imhos

MAXIMUM CIRCUIT VALUE
Grid-No.l-Circuit Resistance, for fixed-bias operation

60
68

120000
15500
12.5

4
—2.7
—5.5

0.5

volts
ohms
ohms
pmhos
mA
mA

volts
volts

megohm

C2p,

9AE

5KD8MEDIUM-MU TRIODE—
SHARP-CUTOFF PENTODE

Miniature type used as combined vhf oscillator and
mixer tube in television receivers. Outlines section,

6B; requires miniature 9-contact socket.

Heater Voltage (ac/dc) 5.6
Heater Current 0.45
Heater Warm-up Time 11
Heater-Cathode Voltage

:

Peak value ±200 max
Average value 100 max

Class Ai Amplifier
MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit
Plate Voltage 330 330
Grid-No.2 (Screen-Grid) Supply Voltage — 330
Grid-No.2 Voltage See curve page 98
Grid-No.l (Control-Grid) Voltage, Positive-bias value 0 0
Plate Dissipation 2.5 3
Grid-No.2 Input:

For grid-No.2 voltages up to 165 volts — 0.55
For grid-No.2 voltages between 165 and 330 volts See curve page 98

CHARACTERISTICS
Plate Voltage 125 125
Grid-No.2 Voltage — 110
Grid-No.l Voltage —1 —

1

volts
ampere
seconds

volts
volts

volts
volts

volts
watts

volts
volts
volt
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Triode Unit Pentode Unit
Amplification Factor 40 —
Plate Resistance (Approx.) — 0.2
Transconductance 7500 6000
Plate Current 13.5 9.5
Grid-No.2 Current — 8.6
Grid-No.l Voltage (Approx.) for plate current of

20 iiA —9 —8
MAXIMUM CIRCUIT VALUES
Grid-No.l-Circ lit Resistance

:

For fixed-bias operation 0.5
For cathode-bias operation 1

5KE8 Refer to type 6KE8.

5K28 Refer to type 6KZ8.

5U8 Refer to type 6LJ8.

5T4 Refer to chart at end of section.

5T8 Refer to type 6T8A.

5U4G Refer to chart at end of section.

megohm
/tmhos
mA
mA

volts

megohm
megohm

5U4GB FULL-WAVE
VACUUM RECTIFIER

Glass octal type used in power supplies of radio and
color and black-and-white television receivers having
high dc requirements. Outlines section, 19E; requires
octal socket. This type may be supplied with pins 3,

5, and 7 omitted. Vertical mounting is preferred, but
horizontal mounting is permissible if pins 1 and 4 are
in vertical plane. The coated filament is designed to
operate from the ac line through a step-down transformer. The voltage at
the filament terminals should be 5 volts at an average line voltage of 117
volts. It is especially important that this tube, like other power-handling
tubes, be adequately ventilated. For discussion of Rating Chart and Opera-
tion Characteristics, refer to Interpretation of Tube Data. Filament: volts
(ac), 5; amperes, 3.

Full-Wave Rectifier

MAXIMUM RATINGS (Design-Maximum Values)
Peak Inverse Plate Voltage
Peak Plate Current (Per Plate)
Hot-Switching Transient Plate Current (Per Plate)
AC Plate Supply Voltage (Per Plate, rms)
Average Output Current (Per Plate)

1550
1

#

volts
ampere

See Rating Chart
See Rating Chart

RATING CHART
1 1

type 5U4-GB
E,-5 VOLTS AC

MAXIMUM OPERATING VALUES WITH:
i-CHOKE-INPUT FILTER

_ _ rCAPACITOR -INPUT FILTER .
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