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MEDIUM 

ocTAL BASE 1 

RAYTHEON 

TWIN DIODE 
FULL WAVE HIGH VACUU} RECTIFIER 
Filement Type Glass Bulb 

The 5U4G is a high vacuum type full 
wave rectifier tube designed for 
service in power supplies delivere 
ing high output currents. The ra=- 
tings and eleotrical characteris- 
tics are identical with those of 
the types 5X4G and 5Z3, 

FULL WAVE RECTIFIER 
Condenser or Choke Input Filter 

Filament Voltage 
Filament Current 
Maximum A-C Voltage per Plate (RNS) 
Maximum Inverse Peak Voltage 
Maximum D=C Cutput Current 

AVERAGE TUBE VOLTAGE DROP 
(At 250 ma, oubput current) 

BOTTOM VIEW OF SOCKET 

5 a=c volts 
3 amp 
500 volts 
1400 volts 
250 ma 

61 volts 

AVERRGE OUTPelT CHRRACTERISTICS 
=5.0 

SU4G AVERAGE PLATE 
SX4G CHARACTERISTIC 

DCPLATE YOLTAGE-VOLTS 

650 - - ———Cy=duf  CURVEX] =S00VPERPLATE (Enc) 5B 3 (EACH PLATE) 
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