
5X4G RAYTHEON 
TWIN DIOIE 

FULL WAVE HIGH VACUUM RECTIFIER 
Filament Type Glass Bulb 

ST/6 BULS 

The 5X4G 1s a high vacuum type full 
wave rectifier tube designed for 
service in power supplies deliver= 
ing high outpub currents. The ra= 
tings and electrical characterls— 
tics are 1dentical with those of the types 5U4G and 523, BOTTOM VIEW OF SOCKET 

'v FULL WAVE RECTIFIER 
8 PRONG Condenser or Choke Input Fllter 
MEPIUM 

OCTAL BRSE Filament Voltage 5 a~c volts 
U Filament Current 3 amp 

U@nj Maximum A-C Voltage per Plate (RNS) 500 volts 
. 1 laximum Inverse Pesk Voltage 1400 volts 

Maximum D=C Output Current 250 ma 

AVERAGE TUBE VOLTAGE DROP 61 volts 
(At 250 ma. output current) 

AVERRGE OUTPUT CHRRACTERISTICS SU4G AVERAGE PLATE 
50 Ep=5.07 5X4G CHARACTERISTIC 

Cy=auf  CURVE¥ =500'PERALATE (Epc) 533 (ERCH PLATE) 
\\ ————e G, Quuf . #2egopV ¢+ M Ep=5.0 
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RAYTHEON ENGINEERING SERVICE


