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RAYTHEON 

TWIN DIODE 
FULL WAVE HIGH VACUUM RECTIFIER 
Fillament Type Glass Bulb 

The 5Y3G is a full wave high vacuum 
type rectifier tube designed for ser- 
vice in power supplies for a-c oper- 
ated recelvers., The ratings and elec- 
trical characteristies are identical 
with those of the type 80. 

FULL WAVE RECTIFIER - CONDENSER INPUT 

Filament Voltage 
Filament Current 
Maximum A-C Voltage per Plate (RMS) 
Maximum Inverse Peak Voltage 
Maximum Peak Plate Current 
Maximum D-C Output Current 

BOTTOM VIEWOF SOCKET 

FILTER 

5 a=c volts 
2 amp 

300 400 volts 
1000 1100  volts 
400 350 ma. 
125 110 ma 

FULL WAVE RECTIFIER ~ CHOKE INPUT FILTER# 

Fllament Voltage 
Fllament Current 
Maximum A-C Voltage per Plate (RMS) 

5 a=c volts 
2 mp 
550 volta 

Maximum Inverse Peak Voltage 1500 volts 
Maximum Peak Plate Current 300 ma 
Maximum D-C Qutput Current 135 ma 

AVERAGE TUBE VOLTAGE DROP 60 volts 
(At 135 ma, output current per plate) 

be at least 20 henrles, An input condenser of not more 
than 0,1 puf, may be used, 

For characteristic curves refer to the type 80. 
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