
6098/6AR6WA 
PREMIUM TUBE 

TUMo•so~ 
BEAM PENTGDE 

r 
~ 116~ 

MAX. 
COATED UNIPOTENTIAL CATHODE 

29' HEATER 
T-II n2iaz 6, 3 VOLTS 1.2 AMP. 

332 AC OR DC 
MAX. 

ANY MOUNTING POSITION 

U ~I U 

GLASS BULB 

BOTTOM VIEW 
INTERMEDIATE SHGRT 
SMELL 6 PIN OCTAL 
LOW LOSS PHENOLIC 

6XG 

THE 6098i6AR6WA IS A RUGGEDIZED SINGLE—ENDED BEAM PENTODE WHICH MAY BE 
USED IN APPLICATIONS REQUIRING RELATIVELY HIGH PEAK PLATE CURRENTS AT 
NEGATIVE GRID POTENTIALS. IT IS ELECtRICALLY EQUIVALENT TO THE 6AR6, BUT 
CONTROLS ON THE PRODUCT AVERAGE FOR SUCH CHARACTERISTICS aS PLATE 
CURRENT, SCREEN CURRENT, AND TRANSCONDUCTANCE ASSURE THAT THESE CRITICAL 
CHARACTERISTICS WILL REMAIN WELL CENTERED. SINCE IT MUST BE ABLE TO 
WITHSTAND SEVERE MECHANICAL TESTS TO MEET TEST SPECIFICATIONS, THE 6098! 
6AR6WA IS ESPECIALLY SUITED FOR USE IN INDUSTRIAL AND MILITARY AIRBORNE 
COMMUNICATIONS EQUIPMENT WHICH MAY BE SUBJECTED TO SEVERE SHOCK AND 
VIBRATIONS. 

DIRECT INTERELECTRODE CAPACITANCES 

GRID N1 TO PLATE (RATED) 
MAXIMUM 
MINUMUM 

1 NPUT (RATED) 
MAXIMUM 
MINIMUM 

OUTPUT (RATED) 
MAXIMUM 
MINIMUM 

RATINGS 
ABSOLUTE MAXIMUM VALUES 

HEATER VOLTAGE 

MAXIMUM DC PLATE VOLTAGE 

MAXIMUM DC GRID k2 VOLTAGE 
MAXIMUM OC GRID M1 CURRENT 

MAXIMUM PI ATE DISSIPATION 

MAXIMUM GRID 82 DISSIPATION 

MAXIMUM HEATER—CATHODE VOLTAGE 

MAXIMUM DC CATHODE CURRENT A 

MA%IMUM BULB TEMPERATURE 

MAXIMUM PEAK FORWARD PLATE VOLTAGE 

wITMOUT 
SHIELD 

0.55 uuf 
9.9 u.0 f 
0.4 µµf 
11.0 uµf 
13..5 µuf 
8.5 uuf 

7.0 µµf 
9.2 µµf 
5.0 uµf 

CLASS A 
AMPLIFIER 

CLASS R 
AMPLIFIER 

6. 3t,1O$ 6. 3f 1O$ 
400 600 
315 315 
O ___ 

21 21 
3.5 3.5 

t2OO t2GO 
i25 60 
225 225 

--- 1250 

CONTI XUEO ON THE FOLLO wI NG PAGE 

VOLTS 

VOLTS 

VOLTS 

mA 
WATTS 

WATTS 

VOLTS 

mA 

°C 

VOLTS 

TUNG-$DL EL ECTgIG INC. EL ECTgON TUBE DI VI SIOM BLOOMFI EI O, MEW JEN SE Y, U. S. A, NO VEXBEN 1, 1955 PLATE •w 5oj 



6098I6AR6WA 
PREMIUM TUBE 

TUNo-:o~ 
CONTINUED FROM PRECEDiMG PAGE 

TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS 
CLASS Al AMPLIFIER 

HEATER VOLTAGE 

HEATER CURRENT 

DC PLATE VOLTAGE 

DC GRID #2 VOLTAGE 

DC GRID 8i VOLTAGE 

MAXIMUM GRID Mi CIRCUIT RESISTANCE 

DC PLATE CURRENT 

GRID #2 CURRENT 

PLATE RESISTANCE (APPROX.) 

DC GRID q1 VOLTAGE 
FOR PLATE CURRENT CUTOFF 

TRANSCONDUC7ANCE 

TRIODE 
CONNECTION 

6.3 
1.2 
200 

TIED TO PLATE 

-12.5 
100 OOO 

90 
TIED TO PLATE 

1 OOO 

6 000 

PENTODE 
CONNECTION 

b.3 
1.2 
25

.1
0
1 250 

—22.5 
100 OOO 

77 
5 

21 OOO 

—65 
5400 

CHARACTERISTICS RANGE VALUES FOR EQUIPMENT DESIGN 
Ef = 6.9 V, Eb = 250 Vdc, E c p =250 Vdc, E c l =-22. SVdc 

E %C EPT AS M001 FI ED BEIOW 

INITIAL 

INDIVIDUAL PROD. 
NIN. MAX. HIM. 

HEATER CURRENT 1,08 1.32 
HEATER CATHODE LEAKAGE 
(Ehk=ti00vdc) --- 75 

pi GRID CURRENT O —1.O 
PLATE CURRENT 55 lOO 
SCREEN GRID CURRENT ___ B.O 
GRID #i TR ANSCONDUCTANCE 4300 6500 

INSULATION OF ELECTRODESB
(Ef=6,}V, E(qi-all)=jp vd c, 
qi neq; E(p_ail)=SOOVdc, p neq. 

R(qi-all) 25 ---

R(p-all) 25 
CUTOFF PLATE CURRENT 

GRID #2 CURRENTC

~ TRANSCONDUCTANCE D

VIBRATIONAL FATIGUE E 

SHOCK 
F 

(HAMMER ANGLE 

R 41 =0. 4. MEG) 

POST SHOCK AND VIBRATIONAL FATIGUE TEST END POINTS 
VIBRATION 
HEATER CATHODE LEAKAGE 
GRID #1 CURRENT 
GRID 81 TRANSCONDUCTANCE 

HIGH VOLTAGE TEST 
G 

(Eci=-150 Vd c, Ec2-300vdc, Eby=1250Vdc, 
Ici=0.2 mAd c, R1=5000) 

AF NOISE H 

(Eci=-35Vdc, Rp=z000. Eca1=245mVac1 
LOW FREQUENCY VIBRATION 

(Eci = 55Vdc, Rp=2000) 

68 

4975 

AVG. 
NAX. 

86 
6,2 
5825 

SPECIAL REQUIREMENTS 

36~, Eh]{=100`/dc, HEATER POSITIVE, 

CONTINUED ON FOLLOWING PAGE 

VOLTS 

AMP. 

VOLTS 

VOLTS 

VOLTS 

OHMS 

mA 

mA 

OHMS 

VOLTS 
µMHOS 

500 HOUR LIFE TEST 

INDIVIDUAL 
HIM. MAX. 

1,08 1.32 AMP. 

_—_ 75 µAdc 
0 —2.0 tcAdc 

--- --- mAdc 

--- - mAdc 

4000 6500 µMHOS 

LO MEGOHM 

lO MEGOHM 

mAdc 

___ uAdc 

--- 15 PERCENT 

NI M. NAX. 

_ 1500 

0 $2 0 
3500 

1150 

17 

1000 

mVac 
µAdc 
{cAdc 
v,MH05 

VOLTS 

VU 

mvac 



8098/6AR6WA 
PREP11 Ub1 TUBE 

TUNG•SOL 

CONTINUED FROM PRECEDING PAGE 

SPECIAL REQUIREMENTS - coxT~o. 

MIN. MAX. 

RIPPLE TEST 
(Eb=,325Vd c, Ec 2=500 Vdc, Rp=1000, Rk=500, 
Ef=6.3Vac, 400CYCLES) 100 mVoc 

LOW PRESSURE VOLTAGE BREAKDOWN K
(VOLTAGE=gQOVac, PRESSURE=SStSmm. Hg) 

STABILITY LIFE TEST 

(Ehk=200 Vdc, HEATER PO ̀I TI VE T R41=47,000, 
MIN. BULB TEMP.=225°C) 

STABILITY LIFE TEST END POINTS 
/~ GRID #1 TRANSCONDUCTANCE 1O PERCENT 

100 HOUR SURVIVAL RATE LIFE TEST 

(INTERMITTENT LIFE TEST CONDITIONS OR EQUIVALENT) 

INTERMITTENT LIFE TEST 

(Ehk=200 Vd c, HEATER POS. ~ Rq1=47,000, 
MIN. BULB TEMP. =+225°C) 

NOTES 

A 
DIFFICULTY MAY BE ENCOUNTERED If THIS TUBE IS OPERATED FOR LONG PERIODS OF TIME WI TN VERY 
SMALL VALUES OF CATXO DE CURRENT. 

B 
SEE MIL-E-1C 4.8.2 

C 
PRIOR TO THIS TEST TUBES TO BE PREHEATED 5 MINUTES AT CONDITIONS INDICATED BELOW. TEST IM-
MEDIATELY AFTER PREXEA TI NG. E¢ 7.OVac, Ec1=-42V dc, RN=O ONM S, R y1=0.1 NEG, Ep=250 Vdc, Eck
z5o vac. 

D 
THE VALUE OF W2 TRAM SCONDU CTAN CE SMALL APPLY TO INDI VI CU AL TUBES AND IS EXPRESSE O: 

1 SM AT 6. j l—(SM AT 5. T I 

E SEE MIL—E—It 4.9.20.6 

F 
SEE MIL —E-1C 4.9.20.5 

ISM AT 5.j1 z 100 

G 
THIS TEST WILL BE MADE BEFORE THE TR ANSCONDU CT AN CE Wl AND TR ANS LON DU CTAXCE N2 TEST. WITH A 60 
CYCLE SINUSOIDAL ORI VING VOLTAGE APPLIED TO THE CONTROL GRID, MEASURE TXE PEAK TO PEAK VOLTAGE 
ACROSS THE LOAD. 

H 
SEE MIL —E-1C 4. 10. j.2 

ADJUST E cl SO THAT Ip=55 mAdc. MEASURE RIPPLE BETWEEN PLATE AND GROUND WITH METER HAVING AN 
IMPEDANCE OF 100,000 OXNS OR GREATER. TXE HE ATEN SX ALL BE TIED TO NEGATIVE EXD OF CATXO OE 
RESISTOR. 

K 
TXERE SH ALI BE NO EVIDENCE OF ARCING OR CORONA BETWEEN ANODE PIN AXD ADJACENT PINS WITH NO 
OTHER VOLTAGES APPLIED. 

L BULB TEMPERATURE SMALL BE DEFINED AB THE HI GX EST TEMPERATURE INDI LATED WHEN USI X6 A TXERMO—
COUPLE OF .00j INCH YAXIMU4 DIAMETER ELEMENTS WEL OED TO A RING OF .025 INCH DIAMETER PXOSP XOR 

BRONZE PLACED AROUND THE BULB. 

TUN G—SOL ELECTRIC INC. ELECTRON TUBE DIVISION BL OONFI EL D, NEW JER SFT, U.S.A. JANU ART 1, 1957 PLATE !4876 



6098/6AR6WA 
PREMIUM TUBE 
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6098/6AR6WA 
PENTODE CONNECTION 

Ef = 6 3 Volts 
E~Z = 30o volts 
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6098/6AR6MA 
TRIODE CONNECTION 

Ef = 6.3 Volts 
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