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BRIMAR |

VALVES
R.M.A. REGISTRATION DATA | '=V=°iLSl

6132
TRUSTWORTHY VIDEO AVPLIFIER FENTODE.

The 6932 is & miniature type auplifier pentode designed for
trustworthy operation under conditions of vibration and mechanical shock.

It uses a 9-pin gless button base, and has electrical characteristics
similar to those of the 6CH6,

MECEANICAL DATA.

Coated unipotential cathode.

Outline drawing .... 6-3 Bulb seeseccessvses T=6%
BABE seseessensases EI-1 Small 81883 button 9—Pi'ﬂ.

Maximum diameter ctecesevosavsscsceresrosessssasasssscsnnnnsavnns ?/8.
Moximum overall 1ength seceeecessccensecascsassscssnnssosne2s5/8"
Maximum Seated- height et vesetrsasTossettsbsas ttaoRstssS 2.5/8.
Pin CONNECtiONS cseevecssesesssesersssssnsscessasce Basing No, 9BA

Pin 1 - I.C. Pin 6 - I.C.

Pin 2 - Grid No,1 Pin 7 = Anode
Pin 3 - Cathode Pin 8 -~ Grid No,2
Pin 4 - Heater Pin 9@ « Crid No,3
Pin 5 -~ Heater

Mounting position seeeessrasstecesscccscesssncassossssscasescas ANV

Meximum shock (in intermittent service) ceceseccccseasccacerse 500 g
Vibration (continuous Service) seeseseesseccecercocsccossscsseul/2 g
fechanical RESONANCE «vessesservesvaasnossnsaessses NODNE below 100c/s

ELECTRICAL DATA:

Direct Inter-electrode capacitarces:

Grid to mde BSOSO B 1220388800 RS et OtERS SRR .25 P? m'BX.
Input "R R ERZEEIEEEEENEEE NN E R I A I I RO IC BN R 2L B0 B L B B A sSea s P eSSBS RES 11'1 pF

Out@ut ..‘l’.-..‘U‘l...'QI'l.....l...l.!.ll..l......‘l.-..Il. 5.0 PF
(External shield not used)
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HRV!MAH R.M.A. REGISTRATION DATA (CONTINUED) Tvre.. 0132

Ratings:

Heater Voltage nominal (ac or dC) P Y I Yy} 6.5 volts
Haximm heater—cathiode VOltAGE .u.cecvnvesrcccssscccsscess 0 VOlis
Maximum 8node VOltO8ge scescesecsecascsescnscsssnsccasssncnss 2{> YOlts
Maximum Grid Noe2 VOltAgEEe suecsareasssscssonsscsosasasssses 2/ VOlis
Meximum anode diSSipation P S IO EEDEstIes A iR POOBRERS 12 watts
Maximum Grid No,2 dissipatiol seseeccccecvescnssnsececcccs 25 Watts
Maximum bulb telTerBtUre ee..-eeceeesesescsossnsacssssssns 250°C

Peak inatantsneots cathcde current cevevevescscsseseescsss 145 amps.

Typical operating conditions and characteristics:

Heﬂter Voltage e 0 O N e 000 CecR eI aNGPESIRIPIRSEEAD GG tONNRERE 6.} V(Jlts
Heater current OOQ'-QD-O0-00t.-oﬁb.o.locno.n--.w.u-’o‘.o..O.?E am
M‘Ode V°ltage 8 S 280t OB Prsan s REeadteosnetsebosacctaastoovens 2% Vslts
Grid F0o2 VOILOGE vevrvoesceccsanasnrsasscesssacacsnossans 200 VOlts
Grid N0.1 VOltab'e ...o.....-...--...oo....-.-............o“lns v°1t3
G‘rid NO.) VOltage ceetse0 0 ticsstosnttatttesancansentetesncens 0 v01t8
Anode impedance 000 sssdn et s ecssn sl NS sessss0actestetes 50,000 ohma
TranscoNIUCLANCE essseasesssssacscsscsscssasscssnsssesse 11,0001mhos
Anode CUTTENt su.vecsssccesacessasasssasssnssassssvssesns 400 1A

Grid No.,2 current s,scevse=sssacsassnvenssccacacsnnssanns 6.0 mA
. mflplification fa.ctor' (82"81) @b ecessNsRoreencesRsRRsIOIROEBS 26
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