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TYPE:

Mu INDUSTRIAL
.nu NI MULTIPLIER PHOTOTUBES 6362

FEATURES

® 511 Response
10 Dynode Stages

® % Inch Diameter

@ Silver Magnesium Dynodes
ELECTRICAL DATA . Avg.  Mex.  Units ® Potted Base for:
Speciral response s a. Moisture Resistance
Cathede luminous sensitivity at
210 volts, O cycles hetween cathode b. Shock Resistance
and all other electrodes ... 30 50 pA/lumen :
Anode luminous sensitivity [ i
c. Socket Elimination
105 volts/stage, O cycles .....oooooviiioiiiiiiiceeeeeee e 3 7.5 A/lumen
Cathode sensitivity at maximum response at 210 volis d. Noise Free Connections
between cathode and oll other elecirodes ... 045 nAS uW ect
. Anode dark current at 105 volis/siage (25°C) .05 HA
Current amplification at 105 volts/stage .......... 150,000
Wavelength at maximum response ........................ 4400 = 500 Angstroms ® Comparable Performance
Wovelengih ot 10% of maximum response with Large Diameter Tubes
on long wavelength side ...l 6125 = 275 Angstroms
Wavelength at 10% of maximum response
en short wavelength side 3250 ¥ 250 Aagstroms . . .
9 9 ® Maximum Stability at High
MECHANICAL DATA Voltages
Window dimensions, minimum ... Yz In Dia,
Tvbe Diameter .........ccoccoinnne. . Y £ in.
Overall length ..o . 4% T % In. . s PR
Base — Resin (potied) flexible leads ... Small Size for Limited SPOCE
Maunting Position ...l Any Use
Window index of refraction ... ......cccoooovviiiiiiiiiiinieninn.n, 1.5
MAXIMUM RATINGS
Peak cathode current (Note 1) ...........oooiiviin. 10 pA
Average anode current {Note 2) 1 mA
Peak anode current ... 5 mA
Averuge anode dissipation (Mate 2] . . 0.5 w
Peck anode dissipation ..........ccociiiiiiiicniiiniii e, 2.0 w APPLICATIONS
Supply voltage between anode and cathode
{DC or peak AC) ... i 13060 Voits
Supply valtage between last dynode and anode
[DC or peak AC) ..o 125 Volis @ Scintillation Probes
Supply voltoge between cathode ond 15t dynode
{OC or peak AC) ..ot 250 Volts

Ambient Temperature ... ... 75 °¢

® Analysis Low Llevel Light

N o .I. E S Sources

1. The tothode current given here is thet current at which the response of the cathode current ceases o Oil Exploration
to be a linear function of the light intensity because of cathode resistance. in general, the cothode
current must be kept well below this value in order 1o satisfy the maximum rotings of the anode

. cyrrent, ® Spectroscopy

2. Averaged over a 30 second interval maximum.

RECOMMENDED ACCESSORY: MU-METAL SHIELD DU MONT P/N 243-2 3.9

INDUSTRIAL TUBE SALES DEPARTMENT

ﬂUMﬂNI 750 Bloomfield Avenue Clifton, New Jersey, U.S.A.




I_._ g'h»_._l Y
N
f T | NS
_ | __| RanGE OF waxINUM VALuﬂ S .
b | I"
=, - et
z L)
2
2 Z S N R U o O 11
- A FOR EQUAL VALUES OF
- 80 TN T 0| raoiant pLux at ace
-4 / X || wAVELENG THS R
H ]
>
v A . N S O A -
BT TOM VIE~ OF BASE z
‘,% N ND ELENENS S 30 J
| = DYNGDE NO. & 4
2 = DINGOE ND.3 - ‘f
3 — DINGE NO.S g ;
4 = DINODE NO.7 El T
ey 5 — OTMOCE NQLS < I [ rance oF 10 % varuz | |
0 € — ANDDE z e | RaNGE oF 10 vaLuE ]
T~ DYROOE NO.O T 1T ,AM,,_,_i_;__. - —
8 — DINODE nOA { I
9 — OMODE MG o It
0 — OMNOE HOLa W00 3800 4003 4 5006 0500, 6000  eb00  7DG0 7800
)l = DINQDE NQL2 WAVELENOTN (&)
12— CATHOOE- FOLUSING
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