
Type  6678/6U8  is  designed  specifically  for  use  in  mobile  communications  equipment.
The  6678/6U8  may  be  operated  without  serious  degradation  under  normal  variations
in  supply  voltage  as  encountered   with   automotive  electrical  systems.   Also  consistent
with  the requirements of  the equipment  the tube  is capable  of withstanding  appreciable
on-off  cycling.

Bulb.....
Base.....

Outline          .     .     .
Basing....
Cathode        .     .     .
Mounting Position

MECHANICAL  DATA
•...........          T-61/2

......     E9-1,SmallButton9-Pin
•...........                     6-2

•...........               9AE

........   Coatedunipotential
•......----.                  A:ray

ELECTRICAI,  DATA
HEATER  CHARACTERISTICS

Heater voltagel    .............
Heater  current      .............
Heater-Cathode Voltage  ( Design Maximum Values)

Heater Negative with Respect to Cathode
Total  Dc  and  peak     ........

Heater Positive with Respect to Cathode
DC.....`........

Total Dc and peak  .........

DIRECT  INTERELECTRODE  CAPACITANCES
Pentode  Section
Grid No.  1  to plate    ........
Input:  glto  (h+k+g2+g3+I.S.)   .    .    .
Output:  p  to  (h+k+g2+g3+I.S.)     .    .
Cathode  to  Heater    ........
Triode  Section
Grid  to  plate   ..........
Input:  g to  (h+Pk+Tk+g3+I.S.)      .    .
Output: pto  (h+Pk+Tk+g3+I.S.)    .    .
Cathode to  Heater     ........
Coupling
Pentode Grid No.1  to Triode plate     .    .
Pentode  plate  tQ Triode  plate     ....

RATINGS  (Design Maximum  System)

Plate  voltage       ..........
Grid No. 2 Supply voltage    ......
Grid  No.  2  Voltage     ........
Positive DC Grid No. 1 Voltage .....
Plate  Dissipation      .........
Grid  No.  2  Dissipation    .......

Shielded
.006

5.0
3.5

3.0

6.3   Volts
450  Ma

200  Volts          Max.

100  Volts          Max.
200  Volts          Max.

Unshielded
•01   „#f             Max.
5.0    p.lrf
2.6  wl
3.0   ILllf

0.2    ILprf
0.1   „„f

Tri ode          Pentode
Section           Section

330                     330  Volts
330  Volts

See Rating Chart
0                       0  volts

3.0                    3.0  watts
0.55   Watt

CHARACTERISTICS  AND  TYPICAL  OPERATION

Plate  voltage       .....
GridNo.2Voltage      .     .     .
Cathode BiasResistor   .     .     .
Plate  current       .....
GridNo.2Current     .     .    .
Transconductance....
Amplification Factor     .    .    .
Plate Resistance (Approx.)    .
Ecl for Ib = 10 #a  (Approx.)

Triode          Pentode
Section           Sectiofl

150                     250  Volts
110  Volts

56                      68  Ohms
18                       10  Ma

3.5   Ma
8500                 5200  #mhos

40
5000               400K  ohms
-10                  -12  Volts

Max.
Max.

Max.
Max.

Max.
Max.
Max.

QUICK   R[FERENC[   DATA

Sylvania  Type  6678/6U8  is
designed  specifically  for  mobile
operation.  It  is  a  T-61/2  triode-
pentode intended for VHF OSC/
MIXER service.

Type 6678/6U8 possesses electri-
cal  characteristics  essentially
equivalent to  Type  6U8.
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SPECIAL  TESTS  AND  RATINGS
Heater  Cycling Ratings
Cycles  of  Intermittent  operation   (Minimum)      .......

Ef = 7.5  volts  cycled  for  one  minute  on  and  one  minute  off.
Eb + Ec2 + Ecl = 0  volts.
Ehk = 135  volts  with  heater  positive  with  respect  to  cathode.

Average  Transconductance  at  Reduced  Heater  Voltage
Pentode  section   ..................

Ef = 5.0  volts,  Eb = 250  volts,  Ec2  =  110  volts,
Rk = 68 ohms  (bypassed)

Average  Transconductance  at  Reduced  Heater  Voltage
Triode   section      ..................

Ef = 5.0  volts,  Eb = 150  volts,
Rk = 56 ohms  (bypassed)

2000  Cycles

4100  +mhos

6800   4tmhos

NOTE:
1.  W'ben  opera;ted  from  a%tounptive  elecSri,cad _]ystem5,  }be  beater `may `be  Saepjfcied`  lo  uolepg?  u?pr6ai6onsT ds  g!eat  ds

+-20  P;rcent.  Altbottgb  S%cb  e¥lremes  i,n _b6ater_ uoll.age may  b.e i.olerated for  ]bort Per6odI, increased  eqtt4Prnent
rel6dbil6Sy  can  be  acb-ieued  uiitb  inproued  lttpplyl-uoltage  regulation.
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AVERAGE  PLATE  CHARACTERISTICS
(Triode  Section )
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AVERAGE  TRANSFER  CHARACTERISTICS
( Triode  Section )
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a
AVERAGE  PLATE  CHARACTERISTICS

( Pentode  Section )
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AVERAGE  TRANSFER  CIIARACTERISTICS
(Pentode  Section)

I I I I rJ0' •I
11

I

1              E;    :,R5AOTEVDdcvALUEEc2=150VdcEC3=0VdcRgi=270,000OHMSSEPARATEEXCITATION

I
`1

a
C,

`

-

D`,

c`J`,
/

¢I

/ •-
0

b

•

I
. E C\

= 2V
1

5VoLTS4VOLTS

I
I

I I

C 3 V IIC 2 E
I I

I I I

.- III
6 0

III
4.0 2 .0

--   -10.0                           -8
.0

GRID   NO.I .VOLTS

5.0

C I I

aI

Ia - Ef   =RATED  VALUEEb=150VOLTSEci=0VOLTSEc3=OVOLTSRgi:270,000OHMSSEPARATEEXCITATION

\
/\

/ 11-

•,

/
/ / \

/
/

' Jb\ /
=' •J`

/ Ill
I

/
00'

'
E C '50II / I

I,'

50

io I

2.0                                 4.0                                  6.0                                 8.0                                   10. 0

GRID   NO.I   OSCILLATOR    RMS   VOLTS


