
486 RCA Receiving Tube Manual

Class Ai Amplifier

MAXIMUM RATINGS (Design-Maximum Values)

Plate Voltage
Grid-No.2 (Screen-Grid) Voltage
Plate Dissipation
Grid-No.2 Input
Bulb Temperature (At hottest point on bulb surface)

TYPICAL OPERATION AND CHARACTERISTICS
Plate Voltage
Grid-No.2 Voltage
Grid-No.l (Control-Grid) Voltage
Peak AF Grid-No.l Voltage
Zero-Signal Plate Current
Max.-Signal Plate Current
Zero-Signal Grid-No.2 Current
Max.-Signal Grid-No.2 Current
Plate Resistance (Approx. )

Transconductance
Load Resistance
Total Harmonic Distortion
Max. -Signal Power Output

MAXIMUM CIRCUIT VALUES
Grid-No. 1 -Circuit Resistance

:

For fixed-bias operation
For cathode-bias operation

Class AB, Amplifier

MAXIMUM CIRCUIT VALUES (Same as for Class A, Amplifier)

POWER OUTPUT AT REDUCED HEATER VOLTAGE
Average Value

With heater volts =
grid-No. 1 volts —
resistance lohms)

plate volts = 250, grid-No. 2 volts = 250.
-12.5, rms signal volts ™ 8.8, and load
5000.
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MAXIMUM RATINGS (Same as for Class Ai Amplifier)

TYPICAL PUSH-PULL OPERATION
Unless otherwise specified, values are for 2 tubes

Plate Voltage
Grid-No.2 Voltage
Grid-No.l (Control-Grid) Voltage
Peak AF Grid-No. 1-to-Grid-No.l Voltage
Zero-Signal Plate Current
Max. -Signal Plate Current
Zero-Signal Grid-No.2 Current
Max. -Signal Grid-No.2 Current
Effective Load Resistance (Plate to plate)
Total Harmonic Distortion
Max. -Signal Power Output
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Refer to chart at end of section.

Refer to chart at end of section.

Refer to chart at end of section.

6679/12AT7 high-mu twin triode
INDUSTRIAL

TYPE
Miniature type used as a mixer, oscillator or amplifier

in mobile communications equipment. Outlines section,

6B; requires miniature S)-contact socket. For typical

operation as a resistance-coupled amplifier, refer to

Resistance-Coupled Amplifier section, type 12AT7 con-

ditions.



Technical Data 487

Heater Arrangement

:

Heater Voltage (ac/dc)
Heater Current . . . :

Peak Heater-Cathode Voltage
Direct Interelectrode Capacitances (Approx.)

Grid-Drive Operation

:

Grid to Plate (Each unit)
Grid to Cathode and Heater (Each unit)

Plate to Cathode and Heater

:

Unit No.l
unit N0.2 ::::::: 0 ;4 Sf

Cathode-Drive Operation

:

Cathode to Plate (Each unit) 0.2 pF
Cathode to Grid and Heater (Each unit) 4.6 pF
Plate to Grid and Heater (Each unit) 1.8 pF

Heater to Cathode (Each unit) 2.4 pF

Class Ai Amplifier (Each Unit)
MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage volts
Grid Voltage:

Negative bias value 55 volts
Positive bias value 0 volt

Plate Dissipation 2.8 watts

CHARACTERISTICS
Plate Supply Voltage 250 volts
Cathode-Bias Resistor 200 ohms
Amplification Factor 60
Plate Resistance (Approx.) 10900 ohms
Transconductance 5500 /imhos
Grid Voltage (Approx.) for plate current of 10 /xA —12 volts
Plate Current 10 mA
TRANSCONDUCTANCE AT REDUCED HEATER VOLTAGE
Average Value (Each unit) 4400 umhos

With heater volts = 10 (Series connection), plate supply volts
= 250, and cathode resistor (ohms) bypassed = 200.

Series Parallel
12.6 ±20% 6.3 ±20% volts
0.15 0.3 ampere

±100 max. volts

1.5 pF
2.2 pF
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PLATE VOLTS 92CS-7056TI

MEDIUM-MU TWIN TRI0DE
6680/

12AU7A
INDUSTRIAL

TYPE
Miniature type used as a phase inverter or push-pull
amplifier in mobile communications equipment. Outlines
section, 6B; requires miniature 9-contact socket. For
typical operation as a resistance-coupled amplifier, refer
to Resistance-Coupled Amplifier section, type 12ATJ7A
conditions.


