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NUMERICAL INDICATOR 

6844 
(NIXIE*) (HB-106) 

engineering data report 

The 6844 is a gas-filled, cold cathode, 10-digit (*0” through *9”), numerical indicator tube, 

having a common anode. It features a suppressor screen to minimize darkening of the view- 

ing dome. It is intended for use as a direct, in-line, read-out device. 

MECHANICAL (SEE FIG. 1) 

Overall lengeh............... 
Seated Height ... 
Bulb Diameter.......... 
Envelope Connections 
Height of Numerals... 

... 11257 Max. 

.. 1.080" Max. i 
.. S5ee Fig. 2 ! 

1.380" Max. | 1. ABSOLUTE RATINGS 

lonization Voluage ... 

i Anode Current 

ELECTRICAL 

170 Vdc Minimum 

4.0 MA, Note 3 

.22 MA Max. 

0.38 Wates Max. 

... 15K ohms 

... 0610" Nom. Pk 
Numeral Design (Human Englnccnng} ..Sec Fig. 3 ’ """""""""""""""" 
Socker, 13-Pin (#HSK 106 or HSK- 112) .See Fig. 4, Note 4 g AVETABE .o 
Weight.... ....1 oz. Max. : Individual Cathode Wartage.. 
Mounung Position ... See Note 1 
Cathode(s).... cmeeeevreneesnie e GlOw Discharge 

O K .........]345;)mGmscr{)30 2. TEST CONDITIONS ( See Typical Circuit) 

Vibration. .. oo . 10 675, 60 Cps, 
TEMPErATULC.... ..ot erinsrs s e = 03°C Thr(?ugh Anode Supply Voliage.. . 170 Vdc 

+70°C, Note 2 Anode Series Resistor . 

TYPICAL CIRCUIT 

W | 

C) T 2 3 4 5 €& 7 b 9) 15k . 
? 9 9 9 Q@ 9 ¢ 9 = 170w 

—_ o — 
S —e 

NOTES 

1. The rube socket is oriented with respect to the viewing 

position so that A——A", intersecting the center of Pins 
1 and 8 is vertical with Pin 8 on top. This orients the 

numerals in the correct vertical position. The numbers 

are viewed rhrough the top of the tube. 
‘. From +30°C to +70°C, no significant change in cath- 

* Reg. Trade Mark. 

ade current occurs. From +430°C 10 ~65°C an increase 

in cathode current (Up to 50%) may be expected. 

3. 1t is recommended that the cathode current be kept at 

its lowest possible value for complete numeral glow in 

order 1o obrain maximum life. 
4. HSK-112 available early 1957. 

from JETEC release #1821, Jan. 7, 1957 
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.. 1.0 MA Min. —2.2 MA Max. 
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375 NOM. 

t.062 

1.380 
MAX. 

DEPTH OF 
NUMERALS 

T 
— 1 45 (same DIMENSIONS 

AS HSK-H2) 

. 375 DIA. HOLE 

.187 DEEP 032 MAKXK. (NOM) 

FiG. ] ) 

A 
ANGULAR, CYSTORTION J44 +.00 

OF NUMERALS FROM -,000 
¢ :+1° 
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‘ SADDLE |y 
. STEEL 
' MICKEL PLATED : k) ¥ 
i I Sl SN T 5 
oo ST e — =2 

=—im | TrYY | 1 
TR ’ 

3, b MICA FiLLE K2 =lm CASTING 
i 

X -, i *615 CONTACTS 
c 5% PHOSPHOR BRONZE 
! B SILVER PLATED 

NOTE: DO NOT NC., : Tin DIPPED 

l:iE;NS BOTYOM VIEW KEYWAY .093 
F\G. 2 H X.093 x.165 DEEP 

LTI T LN TLIo T L LT ToTTett o —t: 
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234567890 l 
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I 
(REF. WADC TR 54 -1GO APPENDIX PAGE 102) || 
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Fic. D 

BOTTOM VIEW 

FiG. 4 

Electronice Tgbe Division 
B URROUGH S 

w’ 

C ORPORATI ON 

Plainfield, New Jersey 

AN APPLICATIONS ENGINEERING DEPARTMENT, . 

OFFERING ENGINEERING SERVICE AND COMSULTATION, 

HAS BEEN SET UP TO ASSIST YOU IN TAKING FULL ADVANTAGE 

OF THIS DEVICE. WRITE FOR FURTHER INFORMATION.
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