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6861 
TRAVELING-WAVE TUBE 

Low-Noise Amplifier Type 
6.5 db Noise Figure for Receiver Applications 25 db Gain 

2700 to 3500 Mc 

TENTATIVE DATA 

RCA-6861 isa low-noise, low-level traveling- 

wave amplifier tube of the helix-transmission- 

tine type. Operating in the frequency range 

from 2700 to 3500 megacycles per 

the 6861 

use in the input stage of radar, 

second, is intended for 

and other 

and if 

Character- 

scatter propagation, 

microwave receivers, in 

amplifier service. 

isticsof the 6861 include anoise 

figure of 6.5 db and a gain of 

approximately 25 db. 

Featured 

the 6861 

electron gun. 

in the design of 

is a special type of 

This gun deampli~ 

fies noise generated in the 

electron beam with the result 

that a low noise figure is ob- 

tained over the entire operating 

frequency range of the tube with- 

out readjusiment of tube operating 

conditions. Iinaddition, the use 

of a metal shetl allows the rf- 

input and rf-output transducers 

to be permanently set in position 

during manufacture of the tube 

for optimum performance. 

PRINCIPLES OF OPERATION 

The structural arrangement 

of the 6861, shown in Fig.!|, in- 

corporates an electron gun which produces an 

efectron beam; a helix transmission line (slow- 

wave structure) which propagates a microwave 

signal in a manner that permits interaction be- 
tween the pneam and the signal; a collector which 
removes the unused beam energy; transducers which 

introduce and remove the signal; and an attenuator 

which isolates the input and output sections of 
the slow-wave structure to prevent osciijations. 

All of the components mentioned above, with the 
exception of the transducers, are contained with- 

in an evacuated glass envelcope. The input and 

output transducers, with their semirigid 50-ohm 
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coaxial lines, areadjusted and locked inposition 

within the metal shell to insure proper location 

with respect to the hefix. The metal shel! also 
facilitates mounting of the tube in the magnetic 

field required to focus the electron beam. The 
magnetic field may be provided oy 2 permanent 

magnet, orby a solencid as illustrated in Fig.I. 

The amplification provided by a traveling- 

wave tube is produced by interaction of the 

electron beam and the signal on the slow-wave 
structure (helix) in the following manner. The 
velocity of the electron beam entering the helix 

from the gun is determined by the dc helix volt- 
age. A strong magnetic field whose axis coin- 

cides with the axis of the helix confines the 
electrons to a cylindrical beam whose diameter 

approaches the inside diameter of the helix, A 

signal wave introduced onto the helix at the end 

nearest the gun traveis circumferentially along 
the helixat approximately the velocity of light, 

although its velocity in the axial, or beam, 

direction is reduced by the pitch-to-circumfer- 

ence ratio of the helix. When the hefix voltage 
is properly adjusted, the velocity of the beam 

electrons ismade slightly greater than the axial 

velocity of the rf signal. 

The electric field produced by the rf signal 

moving along the helix affects the velocity of 

the electrons in the beam in such a manner that 

beam velocity is slightly reduced by the time 

the beam reaches the end of the helix. This de- 

celeration of the beam is accompanied by a trans- 

fer of beam energy to rf electric-fietd energy, 
with the result that the signal is amplified. 

GENERAL DATA 

Electricat: 

Heater, for unipotential Cathode: 

voltage {aC or DC) . . . . . . . . . 
Current at % volts . . . . 0.65 amp 

S§tarting Current: The maximum instantaneous starting 
curreat must never exceeo 4.0 amperes even momentarily. 

5.0 ¥ 5% voltis 

Cathode Heating Time , , . . . . . 1 min. minute 

Frequency Range. .« . « + « « + . o 2700 to 3500 MC 

cold Insertion Loss, 80 db 

Mechanical: 
Mounting Position, . . . . . Any 
Cooling. o - « « v « . & Natural 
Maximum Overall Length . 19~3/8¢ 
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1,375 & 0.005" 

v e 4w s <« . . Octa) B-Pin 
.Birnbach No.403 Banana Jack 

Shel) Diameter . . o & &« « & o & & 

BASE « + v 4 e w e e e e 
Callector connector, , . . 
RF Connectors: 

tnput. & & ¢« 4 v o . . 

Qutput . , . . . . 

Weight o & . v v v v b i s e e e e PR 

.« . . Type N UG-18B/Y Plug 

« « 4+ 4 Type N UG-18B/V Plug 

. 1-1/2 lbs 

Maximuym and Minimum Ratings, Absolute Volues: 

DC COLLECTOR VOLTAGE . 500 max. volts 
DC HELIX VOLTAGE . v e e 500 max. volts 
DC GRID-NO.4 VQLTAGE . . . . . 500 max. volts 

0C GRID-NC. 3 VOLTAGE . N 300 max. volts 
DL GRIO~KO.2 VOLTAGE . . . . « . . . 75 max. volts 

0C GRID-Ko.y VOLTAGE ., . . . . . . . 20 max. valts 

OC COLLECTOR CURREKT . . . . . . . . 500 max. . pamp 

DC HELIX CURREWT . . . ., . . . . . . S max. pamp 
MAGNETIC FIELD STRENGTH. . . . . . . 300 min.® gausses 
PEAK RF POWER INPUT. ., . . . . . 100 max. wat ts 
AVERAGE RF POWER IKPUT . . . . ., 0.4 max. watt 

METAL=SHELL TEMPERATURE 
(At hottest point), . . 175 max. %c 

Typical Opgration at 3100 Mc: 

DC Collector voltage . . . . . . . . uoo volts 
0C Helix voltage . . . . . . . « . . 375 volts 
DC Grio-Ho.u voltaye . . . . . . . . 200 volts 

DC Grio-No.3 Voltage . « . . ., . . . 4o volts 
OC Gria-No.2 voltage (approx.} . . . 20 volts 
0C Grig-no.3 voltage . . . . . . . . 4 volts 
DC Collector Current . . . . . . . , 150 pamp 
BC Helix Current . . . . « . . 4 . . 0.5 pamp 
DC Gridg-No.u Current 

0C Gria-No.3 Current 
DC Grid-Ho.2 Current 

DC Grid-Ko.1 Curresnt 
Magnetic Field SlrengthT c e e e e 525 t 5% gausses 

Gain {(Low Level) . . . . . . . . . . 25 db 
Power Output (Saturateo) . . . . . 1.0 mw 

Hoise Figure . . . . « . . . . 6.5 a0 

each less than | pamp 

Characteristics Range Yalves for Equipment Design: 

Note Min. NMax. 

Heater Current . . o . . . . « . 1 Q.45 0.85 amp 

Input VSWR (Non-operating) . . . 2 - 1.7 
Gutput VSWR (MHon-operating}. 2 N 2.0 
DC Helix voltage . . . . ., . . 3 350 390 wvolts 

0C Grio=-No.u4 voltage . . . . = 3 160 2715 volts 

DC Grio-No.3 voliage . . . . 3 20 50 wvolts 
Saturateg Power Qutput . 3 0.25 - mw 

Gain . R 3 20 - db 
Noise Fiyure . . . 3 - 7.0 db 

Note 1: With heater voltage of 5.0 volts 

Note 2: Measured at specified connector aver the frequency 
range of 2700 to 3500 Mc. 

Note 3: Adjusted for optimum 
ngise figure with a magnetic 
field of 525 gausses, Signal 
frequency o! 3100 Mc, anmd 
heater voitage of 5 volts. 

GLASS 
ENVELQPE 

buring aligament of the tube 

in the magnetic focusing 
field, the helix current may 
exceed this value for short 
periods, but should never 
exceed 25 pamp, 

® This value of field strength 
will focus the electron 
beam, but noise figure will 
not be optimum. 

* For RCA Solenoig, 
MW-2900. 

Noars 

ELECTRON 
GUN 

Type 

INPUT 
TRANSDUCER 
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OPERATING CONSIDERATIONS 

The maximum ratings shown in the tabu- 

lated data are limiting values above which 

the serviceability of the 6861 may be impaired 

from the viewpoint of {ife and satisfactory 

performance. Therefore, in order not to ex— 

ceed these absolute ratings, the equipment de- 
signer has the responsibility ¢f determining 

an average design value for each rating below 

the absclute value of that rating by an amount 

such that the absolute values will never be 

exceeded under any usuval condition of supply- 

voltage varijiation, load variation, or manu- 

facturing variation in the equipmeat itself. 

The rated values for collector voltage, 

helix voltage, grid-No.4 voltage, and grid-No.3 
voltage are hig) enough to be dangerous to the 

user, Care should be taken during adjustment of 

circuits, especially when exposed circuit parts 

are at high dc potential, 

The power supply for the 6861 should be 

capable of holding ripple voltage sufficiently 

low to prevent phase distortion, and should 

have adequate regulation to prevent a change 

in operating conditions which might increase 

the noise figure. A suggested power-supply 

circuit for use with the 6861 is shown in 

Fig.2. Provision should be made for monitoring 

helix current, collector current, and cathode 

current. 

The rated heater voltoge of 5.0 volts 
should be applied for at least | minute to 

aljow the cathode to reach normal operating 

temperature before voitages are applied to 

the other electrodes. 

The magnetic field required for focusing 

the electron beam of the 6861 may be obtained 

from a solencid or permanent magnet capabie 
of providing a uniform field of 525 gausses 
over the length of the tube axis starting 

2 inches from the groove near the base end 

of the metal shell and continuing for at least 
9 inches along the tube axis. 

QUTPUT 
HELIX TRANSOUCER 

50— 0rM 
COAXIAL LINE 

RF INPUT 
CONRNECTOR 

— < 

COLLECTOR [y oytpyT 
CONMECTOR 

COLLECTOR 
TERMINAL 

JACH 
92C3-9003R1 SOLENOID ATYENUATOR 

Fig.1~ Schematic Arrangement of Type 6861 with Associated Solenoid.



QTYPE 654 

N X :L x .Ame 
COLLECTOR 

Ra 
R| R4 c c Rs RIG %Rm Ri& "Efl Jt 

t4 =<t5 R 8 
TYPE S —O HELIX 

L, | eaus T S [ [ [ 44[ 
ooz - Rg R”S* £ [ [ [ —OGRID N24 

Rz T Ro Ris —O GRID N23 

Ri? GRID N22 
TYPE 
oB2 R7$ R|2§ Ris 

5v NOT USEOD Z -+—O HEATER 

Ta Y z GRID Ng) XM . , o SRidee 

Ci1 €2: 8 uf, electrolytic, 800 veolts 
C3: 0.5 uf, 600 voits 
cd: B uf, electrolytic, 600 volis 
€5: 0.05 uf, 600 volts 
C6: 25 uf, S0 volts 
Jt Closed-circuit jack {for helix—current meter) 
L; 12 henries at 30 ma; Thordarson T20C53, or equivalent 
M1: AC voltimeter, 0-10 volts 
M2: DC microammeter, (0-500 ua 
R1: 25000 chms, 2% wattls 
R2: 10000 ohms, 10 watts 
R3: 1 megobm, 1 watt 
Ru: 100 ohms, 1 watt 
R5: 390000 ohms, 2 watts 
R6: 100000-ohm potentiometer, 2 watts 
R7: 100000 ohms, 2 waltls 

& HEATER 

92CM-9005RI 

R8: 50000-ohm potentiomater, ? watts 
Rg: 200000 ¢ohms, 2 wattls 
R10: 82000 ohms, 2 wattls 
R11: 100000—ohm poteniiometer, 2 watts 
R12: 100000 ohms, 2 waits 
R13: 100000 ohms, 10 watts 
Ri¥: 15000-ohm potentiometer, 2 watts 
Ri15: 4700 ohms, 1 watt 
Ri6: 100000 ahms, 10 wattls 
R17: 10000-chm potentiometer, 2 watts 
R18 R19; Meter shunt for 1 ma full scale 
Si: SPST switch 
S2: SPST switch 

heater circuit) 
high-voltage supply) 

S3: OPDT switch 
Ti: Filament transformer, 5.0v, 3a 
T2 T3: Power transformer, Thordarson T22R00, or equivalent 

Fig.2 - Suggested Power-Supply Circuit for Type 6861. 

Mounting, The magnetic focusing device used 

with the 6861 should provide means both for 

centering the tube in the magnetic field and for 

tocking the tube in position. Provision should be 
made for natural circulationof air around the tube. 

The circumferential groove in themetai snel! 

near the pase end of the 6861 is designed to re- 

ceive a resilient ring used with a clamping de- 

vice to nhold the tube longitudinally in its 

magnetic focusing field. 

A keyway is provided to permit accurate 

angular location of the 8861 in its magnetic 

focusing field, and locking the tube against 

rotation. 

After the tube has been inserted in the 
magnetic focusing field and locked in position, 

attach an octal sockei to the tube base and make 

connections to the-collector jack and to the rf- 

input and rf-output connectors. 

The base pins of the 6861 fit a standard 

octal 8-contact socket. Connection to the 

collector terminal jack may be made with a stand- 
ard-size banana-type plug. Bothrf-input and rf- 

output terminals of the 6861 employ semirigid 

50-—ohm coaxial lines having type N UG-188/U con~- 

nectors. 

Initial Alignment Procedure 
Apply rated heater voltage to the 686t for 

one minute. Then connect operating voltages as 

shown under fypical Operation to all other tube 

electrodes except grid No.2. Grid-Ne.2 voltage 
may then be applied, and increased unti{ cathode 

current reaches approximately 50 microamperes. 

If the tuope is incorrectly aligned within 
the magnetic field, some of the beam current will 

be drawn to the helix and increase the helix 

current. The axial alignment of the 6861 within 

the magnetic focusing field should then be ad- 
justed to produce a minimum value of helix cur- 

rent, Grid-No.2 voltage should then be increased 

until collector current is approximately 150 

microamperes. Readjust aiignment of the tube 

and magnetic focusing field until aminimum value 

of helix current is again obtained. MHelix cur- 

rent of the 6861 when properly aligned in the 

magnetic focusing field is usually less ihan one 

microampere. Collector current should be 

checked to see if it is essentially the same as 

cathode current. Such a cendition is another 

indication that the tube is properly aligned in 
the magnetic field. |If a solencid is used to 
supply the magnetic focusing field, check the 

solenoid current and readjust it, if necessary, 
to obtain the specified field-strength value.



The above alignment procedure need not be 
repecated so long as the odjustments are not 

disturbed. 

Lowest-Noise-Figure Adjustment Procedure 

In order to operate the 6861 at the lowest 

noise figure, it is necessary to adjust the 

electrode voltages as follows: With the 686! 

connected in its circuit, and with either noise 

input or signal input, adjust the helix voltage 

to give maximum output at the operating frequency. 

This value of helix voltage simultaneously pro- 

duces optimum tube gain and lowest noise figure. 
Next, with no input signal, vary dc grid-No.3 and 

grid-No.4 supply voltages alternately until the 

receiver output reaches a minimum value. The 

voltages are now adjusted to operate the 6B61 at 

its lowest noise fiqure for the particular fre- 

quency to which the equipment is tuned. 1f the 

strength of the magnetic focusing field changes, 

it will be necessary to repeat the above adjust- 

ment procedurewith regard to grid-No.3 and grid- 
Ne.4 voltage. 

Noise-Figure Characteristics 

Noise-figure characteristics of the 6861 for 

different electrode voltages are shown in Figs.3 

through 5. The effect of collector-current value 

on noise figure is shown in fig.6. The effect of 

magnetic—-focusing field-strength value on noise 

figure is given in Fig.7, while typical noise- 

figure variation over the operating frequency 
range of the 6861 is shown in Fig.8. 

Noise Figure 

Noise figure {sometimes called noise factor) 

of an amplifier ora tube is fundamentally a meas- 
ure of the noise added to the signal by the 

amplifier or tube, i.e., the ratio of the total 

noise power delivered by the device to its out- 

put termination to the portion thereof arising 
from noise developed by the input termination. 

The noise figure (F} expressed as a power 

ratio may be written as 

Si NG . 
Fo Mg 3i Mo () 

So Se¢ N 

No 

where Si = signal input power to device 

Seo = signal output power delivered by device 

Ni = noise power developed by input termi- 

nation of device 

No = noise power delivered by device to 

output termination 

Since Efl is equal to the gain (G) of the device, 
i 

Eq.{ 11 becomes 
9 F=d. No (2) 

G Ni 

The values for G and Ng can be measured. The 

value for Nj is calculated from the relation 

Ni = kTB 
where k = | .38 x 10-23 joules/“K [Boltzman's 

constant} 

T = absolute temperature of noise signal 
source in 9K 

B = bandwidth of device in cycles/second 

Determination of Noise Figure 

The noise-figure values in this bultetin were 

determined using the equipment arrangement of 
Fig.8, in the following manner: 

The operating conditions of the 686! were 

adjusted to provide lowest noise figure. Then, 
with the gas—tube noise source operating and with 

approximately 40 db of rf attenuation inserted 

between the noise source and the 6861, the re- 

ceiver gain was adjustéd to provide a convenient 
value of output. Next, the 40 db of rf attenua- 

tion between the noise source and the 6861 was 
removed and the precision if attenuator was ad- 

Jjusted to add attenuation until the receiver 

output reached its previous value with 40 db of 

rf attenuation. The power ratio equivalent tothe 

if attenuation thus added is inversely propor- 

tional to the noise generated in the travetling- 

wave tube. 

The power ratio corresponding to the added 

if attenuation, the effective noise-temperature 
ratio of the noise source, the insertion loss of 

the noise source, and the circuit loss between 

the noise source and the input to the traveling- 
wave tube all enter into the measurement of 

noise figure, as follows: 

IE -1 Lo 
To L 

F = tA) (Y-1) 

= effective noise-temperature ratio of 

gas—tube noise source 

13) 

where e
’
 

| 

-
 

1
 

the power ratio corresponding to the 
noise-source insertion loss 

the power ratio equivalent to the cir- 

cuit loss between noise source and 6861 

power ratio corresponding to the atten— 
uation added in precisionif attenuvator 

he value of the first term in the numerator 

of Eq.13) isequivalent to 15.28 db for an argon- 

bulb waveguide-type noise source. This type does 

not require any temperature compensation. The 
values of A and L for the equipment used are 

equivalent to 0.54 db and 15 db, respectively. 

Converting these db values into power ratios 

and substituting them in Eq.(3) gives 

28.9 
{Y=141] 

(41 

in decibels, it is neces- 

logarithm of the 

To express Eq. (4} 

sary to take 10 times the common 

power ratioc. Hence, 

F {in db) = 
28. 
8 9) (5) '0 dog,q (—?:T_
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Ef=5 VOLTS 
COLLECTOR VOLTS =400 
GRI0D-ND.Y VOLTS =200 
GRID-NO.3 VOLTS =40 
GRID-ND.2 VOLTS ADJUSTER 70 GIVE COLLECTOR 

MICROAMPERES = (50 
GRID NO.| COMNECTED TO CATHOBE AT SOCKET 
SIGNAL FREQUENRCY (Mc) =3i00 
FIELD STRENGTH ALONG HELIX AXIS 

(GAUSSES) =525 

E£f=5 YOLTS 
COLLECTOR VOLTS =uo0 
HEL)X VOLTS =375 
GRID-NC.3 YOLTS =up 
GRID-NO.2 YOLTS ADJUSTED TO GIVE COLLECTOR 

HMICROAMPERES = |50 
GRID NO.) CONNECTED TO CATHODE AT SOCKET 
SIGNAL FREQUENCY {Mc) =3100 
FIELD STRENGTH ALONG HELIX AXIS 

(GAUSSES) =525 
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HELAX YOLTS =375 
GRID-NO.Y VOLTS = 200 
GRID-NO.2 VOLTS ADJUSTED TO GIYE COLLECTOR 

MICROAMPERES = 150 
GRID NO.| CONNECTED TO CATHODE AT SOCKET 
SIGNAL FREQUENCY (Mc)} =3100 
FIELD STRENGTH ALONG HELIX AXIS 

(GAUSSES) =525 
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Fig.g- Block Diagram for Noise-Figure Neasurements of Type 6861. 

The value determined from Eq.(5}) includes 
both tube noise and receiver noise, The relative 

effect due to receiver noise can be determined from 

F, -1 

G 
F =Fl+ 1,2 (61 

1 

where F, , is noise figure of two networksin 

cascade 

Fy is noise figureof first network (con- 

sisting of traveling~wave tube) 

Fy is noise figure of second network 

G, is the gain of the first network 

tn this equation, all 

power ratios. 

values are expressed as 

1f F, is smallt or if G, is large, the value 
of the second term becomes so small that it can 

be neglected. In measurements on the 6861, F, 

was equal to a power ratio of 20, and G, was 

equal to a power gain of 315. Consequently, the 
second term in Eq.(6) was equal to a power ratio 

of 0.06 as compared to a power ratio of about 
4.5 for F;. Hence, the contribution by the 

second network to the measured noise figure is 

negligible. 

Simitarly, in terms of decibels, the contri- 

bution by the second network to the measured noise 

figure is less than 0.06 db. 

Preamplifier in Radar Receivers 

In the usual type of radar system, a portion 

of the transmitter pulse leaks through the TR 
tube to the crystal mixer in the receiver, over- 
locads the crystal, and gradually impairs its per- 

formance. |1f, however, the crystal is preceYed 

by the 6861 in a preamplifier stage, the travel- 
ing-wave tube serves as a crystal-protection de- 

vice because of its saturation characteristic 

shown in Fig.I1Q. From this curve, it will be 

noted that the saturated power output of the 6861 
is aboyt Imitliwatt whichwill not harm the crys- 

tal. Therefore, the spike-{eakage limit of the 

TR tube can be eased and thus eliminate the need 
for supplying "keep~alive” voltage to the TR 

tube. Furthermore, the ability of the 6861 to 
withstand an rf peak power input of as much as 

250 watts or an average power input of as much 
as | watt makes it possible to employ a TR tube 

with lower atteauation. 

Additional advantages offered by the 6861 in 

a preamplifier stage include: (1} reduction of 

the overall noise figure of the radar receiver; 
{2) improved receiver recovery time; (3] better 

TR tube (ife, and (4] reduction of local gscil- 
lator radiation. All of these advantages contrib- 

ute to improved radar-system operation. 
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Fig.10 - Saturation Characteristics 
of Type 686G1. 

Phase-Sensitive Applications 

When the 686! is used in a phase-sensitive 

radar system or inamicrowave relay system where 

frequency-modulated information is amplified, 

even a small amount of phase distortion can



adversely affect performance. The following Ef =5 VOLTS 

table shows for each tube electrode the valves figfi?fifi!%g;““ 

of rms ripple voltage which will cause a peak-to- GRID-NO.% YOLTS =200 
ein rf se of a ima | . GRID-NO.3 VOLTS =40 

peak change in phase of approximately | degree GRID-¥0.2 YOLTS ADJUSTED TO GI¥E COLLECTOR 
: . MICROAMPERES = 150 

Typical Approx. RM3 Ripple GRID RD.| CONNECTED TO CATHODE AT SOLKET 
Tube Operating Yolts For Peak-to-Peak FIELD(STRENGTl)i ALGNG HELIX AXIS 

; o GAUSSES) =52% Electrode D¢ Volts Phase Shiftof | INPUT S 1GNALS: 

. f| =2900 Mc 
Grid No. | 0 Q.1 12 22800 Mc, FIXED LEVEL OF -40 dbm 
Grid No.2 20 0.1 OIFFERENCE FREQUENCY (2 f| - f2) = 3000 Mc 

Grid No.3 40 0.5 
Grid No.4 200 3.5 

Helix 375 0.024 

Cotlector 400 6.7 -30 

For the RCA Solenoid Type MW-4900 oper- 

ated at I00 volts dc, a peak-to-peak change in 

rf phase of approximately 1° will be caused by 

an ms ripple voltaye of 7.7 volts, 

N
 

Input Matching Considerations i wn
 
=
 

in general, the voltage standing wave ratio 

[VSWR) will increase as the electron-beam cur~ 

rent of the tube is increased. This "hot VSWR" s 

is a direct functicn of gain and can be attri-— P 

buted to reflections of the amplified wave at a 

discontinuity along the slow-wave structure. In -40 

contrast, the VSWR with ao volilages applied to 

the tube, is referred to as tne "cold VSWR", 

This "cold VSWR" determines the transfer of in- Fig.12 - Intermodulation Characteristic 

put signal energy to the helix and, therefore, of Type 6861. 
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POWER 1NPUT AT FREQUENCY f,-dbm 

920S-90(97 

T T T T T T 
WITH NO VOLTAGES APPLIED TO TUBE 

b=1 

E 
¥ us/_\ Ef=5 YOLTS 

COLLECTOR YOLTS = 40D SN J.AN \ / HELIX YOLTS = 375 
= \/ N N GRI-RO.4 YOLTS =200 
g L/ GRID-ND.3 YOLTS =40 
= ~~ GRID-NO.2 YOLTS ADJUSTED TO GIVE COLLECTOR 
= 00 NICROAMPERES = 150 
2 B GRID KO.| CONNECTED TO CATHODE AT SOCKET 
= SIGNAL FREQUENCY (Mc) =3100 
2 FIELD STRENGTH ALONG HMELIX AXIS 

(GAUSSES ) =525 
INPUT 5 IGNALS 

f| =3000 Mc, FIXED LEYEL OF -85 dbam 
f2 =3100 Me 

2600 2800 3000 J200 3400 3600 lo 
FREQUENCY — Me 

$2C5-90i87 25 

Fig.11 - Input-Hatching Characteristic ? 2 

of Type 6861. f 

2 \ 
the noise figure of the 6861 is not degraded by 2 \\ 

the "hot VSWR". Ingeneral, itwiil be found that —w N 
when the input to the 6861 is adjusted for opti- It N 
mum matching under "cold" conditions, the same 38 
adjustment will provide optimum matching under I3 

"hot™ conditions. Fig.ll shows a typical input- 

matching characteristic of the 6861 under "cold" -5 ) ” 20 © 

conditions. PORER LBPUT AT FREQUENCY f2-dbm 
e . . . 9205-90247 

Amplifier-Design Considerations 

Aamplifier design requires consideration not Fig.13 - Cross-Nodulation Characteristic 

only of the amplification obtained at each fre- of Type 6861.



quency in the band, but alsoc of such factors as 

linearity of response at high signal levels (see 

Fig.10}; intermodulation (see Fig.!(2}; and cross- 

modulation isee Fig.(3). At fow levels of input 
signal!, the second harmonic output is relatively 

low, When the input to the 686| is increased 

toward its saturation level, the non-linear 

response increases until the tube output at the 
second harmonic exceeds the input at the funda- 

mental frequency. Under such conditions, the tube 

operates as a frequency doubler. 

Notes On Associated Microwave Circuitry 

4 low-noise traveling-wave tube used in a 

superheterodyne circuit will cause a 3 db degra- 

dation in noise figure unless o filter is used 

at the output of the traveling-wave tube to re- 

move noise generated at the image frequency. 

Whenever the output of the 6861 is connected 

to a filter, signals in the reject band of the 
filter are reflected back into the tube. As 

these signals travel back through the tube, they 
suffer little attenuation untii they are absorb- 

ed by the attenvator. Should there be appreci- 

able reflection from the attenuator or another 

discontinuity inside the traveling-wave tube, 

oscillations may occur, depending on the gain 
within the tube from the attenuvator or disconti- 

nuity to the output end of the tube, 

The 6861 is designed to be short-circuit 

stable, i.e., the power reflected from a short- 

circuited output termination will be insufficient 

to cause oscillation when the 6B6| is operating 

at a normal value of beam current. |If the beam 

current is increased sufficiently above this 

value, the gain of the tube will increase until 

oscillation takes place. 

When a high-gain microwave amplifier tube 

such as the traveling-wave tube is employed, 

special care must be taken to prevent distortion 

or oscillations resulting from feedback through 

circuitry external to the tube. Some types of 

filtersmay show satisfactory attenuation charac- 

teristics in and near the frequency band of in- 

terest. However, oscillations can stil! occur 

due to "hales" in the filter characteristic at 
frequencies outside the band of interest. Atten- 

vation of filters should therefore be checked 

over wide bands and the holes, if any, can then 

be filled by supplementary, simple filters. 

Our engineers are ready to assist you in 
the circuit applications of the RCA-6861. For 
further information, write to Commercial Engineer- 

ing, RCA, Harrison, New Jersey, giving complete 
details as to the proposed service. 
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O IMENS IONAL OUTLINE 

SECTION A-A 

fo— 1% MAX. = Vg MIN, 
ouTPUT 

TYPE"N” 

— 
INPUT: 

F , .L-_ 

L7MIN o 
FOR EITHER 
CONNECTOR 

CONNECTORS 
(Ve~-18B/Y) 

Ik 
2003~ 

Laze”l 
005" ” 
&Qfi 52 

[ OCTAL B-PIN V2 MAX. BASE 2 

METAL 
SHELL 

1.3758" 
2.005"DIA, 

DETAIL OF GROOVE 
AND KEYWAY 

— fe—a1,290" 
e 2.003"DIA. 

i i 
= Lflqy' 

. 1$003" 

92CM-895IR1 

SOCKET CONNECTIONS 

Bottom 

NC 

G| 

PIN 1: GRID No.1 

PIN 2: NO CONNECTION 

PIN 3: HELIX 

PIN B: GRID No.u 

Devices and arrangements shown or described herein may 
use patents of RCA or otlhers, Infermation contained 
herein is turnished without responsibility by RCa for 
its use and without prejudice to RCA*s patent rights. 
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PIN 5; GRID No.3 
PIN 6: GRID No.2 
PIN 7: HEATER 
PIN 8: HEATER, CATHOODE


