6A86/6T
TYPES 6A8G, 6A8GT

e (OCTAL BASE)
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Note.—Type 6A8GT has Pin | connected to ,
6A8G metal shell.
HEPTODE

FREQUENCY CHANGERS

Types 6A8G, 6A8GT are self oscillating frequency changers of the heptode
(pentagrid) class for use in A.C., A.C./D.C. and car radio receivers. In suitable
circuits satisfactory operation may be secured at frequencies as high as 20 Mc/s.

With the exception of their overall dimensions, types 6A8G and 6A8GT have
identical characteristics.

RATINGS :

Heater Voltage ... 6.3 volts
Heater Current... 0.3 amp.
Anode Voltage 300 volts max.
Anode Dissipation 2 1.0 watts max.
Screen (G3, G5) Veltage 100 volts max.
Screen Dissipation e 0.3 watts max.
Oscillator Anode (G2) Voltage 200 volts max.
Oscillator Anode Dissipation 0.75 watts max.
Total Cathode Current 14 mA max.

PERATING CHARACTERISTICS
Anode Voltage 100 250 volts
Anode Current 1.1 3.5 mA
Screen Voltage 50 100 volts
Screen Current 1.3 2.7 mA
Oscillator Anede Supply Voltage 100 250 volts
Oscillator Anode Resistor ... - 20,000 ohms
Oscillator Anode Current ... 2.0 4.0 mA
Control Grid (G4) Voltage ... -1.5 -3 volts
Auto Bias Resistor : 300 300 ohms
Oscillator Grid (G1) Resistor 50,000 50,000 ohms
Oscillator Grid Current 0.25 - 0.4 mA
Anode Impedance 0.6 0.36 meg.
Conversion Conductance 0.36 0.55 mA/V
Control Grid Voltage -20 -35 volts

(For conversion of 0.005 mA/V)
INTER-ELECTRODE CAPACITANCES*

R.F. Input (Control Grid to all other electrodes) .. S BT
I.F. Output (Anode to all other electrodes) a1 207G F
Oscillator Input’ (Oscillator Grid to all except Oscillator Anode) 2o 10,01 uF
Oscillator Output (Oscillator Anode to all except Oscillator Gr|d) soo 65k
Control Grid to Oscillator Grid s va- 046 'k
Control Grid to Anode ... 0.26 uF
Control Grid to Oscillator Anode ... 5o 0190k
Oscillator Grid to Oscillator Anode ; Sy b M7 2

* With close fitting shield connected to Cathode

PAGE 36 BI“MA“




§A8G/GT

16076 8
I \ 7
\
12 6
\\ 3
NCATHODE GURRENT
8 : z 9
I - - =
&@?‘—?—«"LCONDUC :é
. & %)
E z
i / i
G 0
w
[ 4 b=
£ g
mar, g
w6 : 30
8 BRIMAR 6A8G z
g 2
Oy HEATER VOLTS 63 W
ANODE VOLTS_ 250 3
SCREEN (G3,G5)_VOLTS 100 o
OSC. ANODE (G2) VOLTS 250 o
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2 : I
o o2 o4 0% o8 0 2

OSCILLATOR GRID (Gi) CURRENT (m A) THROUGH 50,000 0hmsGRID LEAK

VALVES PAGE 37




