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6AF3 TENTATIVE DATA 

- TUNG-SOL N 

CONTINUED FROM PRECEDING PAGE 

AVERAGE CHARACTERISTICS 

TUBE VOLTAGE DROP 
(WITH TUBE CONDUCTING PLATE CURRENT =340 MA.) 30 VOLTS 

*NEATER WARM-UP TIME 1S DEFINED AS THE TIME REQUIRED FOR THE VOLTAGE ACROSS THE HEATER TO REACH 

80% OF ITS RATED VOLTAGE AFTER APPLYING 4 TIMES RATED HEATER VOLTAGE TO A CIRCUIT CONSISTING 

OF THE TUBE HEATER IN SERIES WITH A RESISTANCE OF VALUE 3 TIMES THE NOMINAL HEATER OPERATING 

RESISTANCE. 

AFOR OPERATION IN A 525-LINE, 30-FRAME SYSTEM AS ODESCRIBED IN "STANDARDS OF GOOD ENGINEERING 

PRACTICE FOR TELEVISION BROADCAST STATIONS: FEDERAL COMMUNICATIONS COMMISSSON", THE CUTY CYCLE 

OF THE VOLTAGE PULSE MUST NOT EXCEED 15% OF ONE SCANNING CYCLE. 

BUNLESS OTHERWISE STATED. 

CDESIGN-MAXlNUM RATINGS ARE THE LIMITING VALUES EXPRESSED WITH RESPECT TO BOGIE TUBES AT WHICH 

SATISFACTORY TUBE LIFE CAN BE EXPECTED TO OCCUR. TO OBTAIN SATISFACTORY CIRCUIT PERFORMANCE, 

THEREFORE, THE EQUIPMENT DESIGNER MUST EXTABLISH THE CIRCUIT DESIGN SO THAT NO DESIGN-MAXIMUM 

YALUE 1S EXCEEDED WITH A BOGIE TUBE UNDER THE WORST PROBABLE OPERATING CONDITIONS WITH RESPECT 

TO SUPPLY-VOLTAGE VARIATION, EQUIPMENT COMPONENT VARIATION, EQUIPMENT CONTROL ADJUSTMENT, LOAD 

VARIATION, AND ENVIRONMENTAL CONDITIONS. 


