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MAX, TRIODE VOLTAGE AMPLIFIER 

UNIPOTENT I AL CATHODE 

STI12 3%‘ 

MAX. HEATER 

4z 6.3 VOLTS 0.3 AMP. 
MAX. AC OR DC 

BOTTOM VIEW 

Uufluu SMALL OCTAL 6 PIN BASE 
GLASS BULB 

1165" 
F-Max ] 

ANY MOUNTING POSITION 

TYPE 6AFAG IS A TRIODE DESIGNED SPECIFICALLY AS THE DRIVER FOR E {THER 
TYPE 6ACBGT OR 2H5ACHG WHEN USED IN DIRECT COUPLED AMPLIFIER CIRCUITS. 

TYPICAL OPERATING COND ITIONS AND CHARACTERISTICS 

CLASS Ay AMPLIFIER 

PLATE VOLTAGE 180 
GRID VOLTAGE -18 
PLATE CURRENT 7.0 
TRANSCONDUCTANCE 1 500 
AMPL IF{CATION FACTOR 7.4 
PLATE RESISTANCE 4 900 

TYPE 6AF5G DIRECT COUPLED TO 6ACHGT OR 25ACHG 

PLATE-SUPPLY VOLTAGE 165 
POWER TUBE PLATE CURRENT 46 
DRIVER TUBE PLATE CURRENT 6.6 
INPUT SIGNAL (RMS) 18 

LOAD RESISTANCE 3 500 
poweR OUTPUT (410% TOTAL DISTORTION) 3.3 

vOoLTS 
VOLTS 
MA . 
UMHOS 

OHMS 

VOLTS 

MA . 

MA . 
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