
Technical Data 163

Damper Service

For operation in a 525-line, 30-frame system

MAXIMUM RATINGS (Design-Center Values)

Peak Inverse Plate Voltage* (Absolute maximum) 7600* Tolts

Peak Plate Current 550 mA
Average Plate Current 220 mA
Plate Dissipation B watts
Peak Heater-Cathode Voltage 6600 volts

• Under no circumstances should this absolute value be exceeded.

# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microseconds).

6AL5
TWIN DIODE 3AL5, 12AL5

Miniature, high-perveance type used as detector in FM
and television circuits, especially as a ratio detector in

ac-operated FM receivers. Each diode section can be

used independently of the other, or the two sections

can be combined in parallel or full-wave arrangement.

Resonant frequency of each unit is approximately 700

MHz. Outlines section, 5B; requires miniature 7-contact socket. Types 3AL5
and 12AL5 are identical with type 6AL5 except for heater ratings.

6BT

3AL5 6AL5
Heater Voltage (ac/dc) 3.15 6.3

Heater Current 0.6 0.3

Heater Warm-up Time (Average) 11 —
Peak Heater-Cathode Voltage ±330 max ±330 max
Direct Interelectrode Capacitances

:

Plate No.l to Cathode No.l, Heater, and Internal Shield

Plate No.2 to Cathode No.2, Heater, and Internal Shield ....

Cathode No.l to Plate No.l, Heater, and Internal Shield

Cathode No.2 to Plate No.2, Heater, and Internal Shield

Plate No.l to Plate N".2

Half-Wave Rectifier

MAXIMUM RATINGS (Design-Center Values)

Peak Inverse Plate Voltage
Peak Plate Current (Per Plate)
Average Output Current (Per Plate)

12AL5
12.6
0.15

t330 max

TYPICAL OPERATION
AC Plate Voltage per Plate (rms)
Min. Total Effective Plate-Supply Impedance per Plate
Average Output Current per Plate

2.5
2.5
3.4

3.4
0.068 max

330
54

117
300

9

volts
ampere
seconds

volts
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pF
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volts
mA
mA

volts
ohms
mA

Refer to chai-

t at end of section. 6AL7GT

12BU

BEAM POWER TUBE— 6AL11
SHARP-CUTOFF PENTODE ioalii, iialii

Duodecar type used as FM detector and audio-fre-
quency output amplifier in television receivers. Outlines
section, 8C; requires duodecar 12-contact socket. Types
IOALII and 12AL11 are identical with type 6AL11 ex-
cept for heater ratings.

6AL11 IOALII 12AL11
Heater Voltage (ac/dc) 6.3 9.8 12.6
Heater Current 0.9 0.6 0.45
Heater Warm-up Time (Average) — 11 11
Heater-Cathode Voltage

:

Peak value ±200 max ±200 max ±200 max
Average value 100 max 100 max 100 max

volts
ampere
seconds

volts
volts


