
XaYTHEon^ 

SR4WGY 

lH£j3£,aBi 
6AL5W 
6AS6W 
6C4W 
CJ5WGT 

6SA7WGT 

U-LoLI_tJ 

CX4W 
SX5WGT 
12J5WGT 

RUGGED TUBES 

CONSTRUCTION 
TYPICAL 

APPLICATION 

Diode HW Rectifier 

Dble. Diode FW Rectifier 

Pentode RF Amplifier 

Dble. Diode Detector 

Pentode Mixer-Gated Amp. 

Triode Osc.-Amplif!er 

Triode Voltage Amplifier 

Dble. Triode UHF Oscillator 

Heptode Converter 

Pentode RF-AF Amplifier 

Dble. Triode Voltage Amplifier 

Dble. Diode FW Rectifier 

Dble. Diode FW Rectifier 

Triode Voltage Amplifier 

HTR or FILAMENT 

Volt* Amps Type 

MAX. 
BASING DIMENSIONS 

6SJ7WGT 
2600 (Each Unit) 6SN7WGT 

6X4W 
6X5WGT 
12J5WGT 

RADIATION COUNTER (GEIGER-MUELLER) TUBES 
(Ail glass, self-quenching) 

TYPE 

MAX. DIMENSIONS 
Inch** TERM. 

CONN. 

OPERATING 
VOLTAGE 

RANGE 
Volts dc 

PLATEAU 
LENGTH 
Volts dc 

RELATIVE 
PLATEAU 
SLOPE 

Per lOOv 

GEIGER 
THRESHOLD 

Volts dc 
max. 

BACKGROUND 
Unshielded 
counts/mln. 

AMBIENT 
TEMP. RANGE 

°Cent. 

WALL WEIGHT 
Nominal 

mg./sq.cm. 

..1. 

EFFICIENCY 

% 

LIFE 

counts 
TYPE 

Length Diam. 

CK1B90 8!4 Thres. +50 >150 3% noo 60 —40 to +50 35 90 10s CK1B90 
CK101S 8% 8HA 850-950 >150 3% 850 60 —40 to +55 35 90 10s CK1Q18 
■32231 8% 8HA 875-975 >150 3% 880 60 -40 to +55 35 90 10* CK1019 

CK1020 6 % 9S 850-950 >150 3% 850 60 -40 to +55 35 90 10s MLIkiLUB 
CK1021 5'A % 9S 850-950 >150 3% 850 60 -40 to +55 35 90 10s CK1Q21 

5 % 5DA 850-950 >150 3% 850 60 -40 to +55 35 90 10s SMLiOLibiiiiJH 
■r^’.rr-TM 3 % 8HB 850-950 >150 760 30 -70 to +50 175 10® 

CK1029 5 Vi % 9S 850-950 >150 3% 850 60 -40 to +55 35 90 10s CK1029 
CK1032 3 % 8HB —mtm >150 30% 1000 30 -70 to +50 175 10® CK1032 
CK1034 2Vt 0.400 3A 700 20% 585 -55 to +70 Hvy >1010 CK1034 

CK1035 1.5 
W-.385 

Th = .285 
3A 700 585 -55 to +70 Hvy >1010 CK1035 

So* pag« 3 for reference notes — So* pages 18 and 19 for bating diagrams and terminal connections. 
This data is compiled as a Raytheon service to the Field, it is not intended to indicate type availability. PAGE 7 


