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Metal tubes are shown in bold-face type, miniature tubes in italics. ®Subminiature type.

Tube
Type

Classification
by

Construction

Base
Con­
nec­
tions

Out­
line
Dwg

Type
Cath­
ode

Fila­
ment
Volts

Fila­
ment
Amp

Max
Plate
Volts

Max
Screen
Volts

Capacitance in
Micromicrofarads

Input Out­
put

Grid­
plate

6AN 8 Triode-Pentode 9 DA 6-2 Htr 6.3 0.45 300

300

150 Pentode Section

Triode Section

6AQ4 High-Mu Triode 7DT 5-2 Htr 6.3 0.3 250 — 8.5 0.2 2.5

6AQ5 Beam Power Amplifier 7BZ 5-3 Htr 6.3 0.45 250

250

250 Pentode Connection

Triode Connection
(Gs & P tied)

6AQ6 Duplex-Diode
High-Mu Triode

7BT 5-2 Htr 6.3 0.15 300 — 1.7 1.5 1.8

6AQ7-GT Duplex-Diode
High-Mu Triode

8CK 9-11
or

9-41

Htr 6.3 0.3 250 — — — —

BARS Power Amplifier
Pentode

6CC 5-3 Htr 6.3 0.4 250 250 — — —

6AR6 Beam Power Amplifier 6BQ T-X Htr 6.3 1.2 630 315 11.0 A 7.0 A 0.8A

6AR7-GT Twin-Diode, Remote-
Cutoff Pentode

7DE T-X Htr 6.3 0.3 300 125 5.5 ▲ 7.5 A 0.003

6AR8 Double Plate
Sheet-Beam Tube

9DP 6-3 Htr 6.3 0.3 300 300 — —

6AS 6 Beam Power Amplifier 7CV 5-3 Htr 6.3 0.8 150 117 12 A 6.2 A 0.6 A

6 ASG
6AS6-W

Dual-Control
RF Pentode

7CM 5-1 Htr 6.3 0.175 180 140 4.0 3.0 0.02 4

6AS7-G Low-Mu Twin Triode
Power Amplifier

8BD 16-3 Htr 6.3 2.5 250 — — — -

6AS8 Diode Sharp-Cutoff
RF Pentode

9DS 6-2 Htr 6.3 0.45 300 150 Pentode Section

Diode Section

6AT6 Duplex-Diode
High-Mu Triode

7BT 5-2 Htr 6.3 0.3 300 — 2.2 a 0.8 A | 2.0 a

6 AT8 ?riode-Pentode
Converter

9DW 6-2 Htr 6.3 0.45 250

250

250 « ?entode Section

Triode Section

6AU4-GT lalf-Wave High-
Vacuum Rectifier

4CG 9-44 Htr 6.3 1.8 Tube Voltage Drop:
25 v at 350 ma d-c

6AU5-GT E earn Power Amplifier 6CK 9-11
or
9-41

Htr 6.3 1.25 550t 200 U.3A 7.0A D.5A
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Service Plate
Volts

Screen
Volts

Neg
Grid
Volts

Plate
Milli­
am­
peres

Screen
Milli­
am­

peres
Rp.

Ohms umbos
Fac­
tor

Load
for

lated
Out­
put,
Ohms

Power
Out­
put,

Watts

Tube
Type

Class A
Amplifier
Class A
Amplifier

200

200

150 Rk =
180
6.0

9.5

13

2.8 300,0005

5,750§

6,200

3,300 19 — —

6AN 8

Class A x
Amplifier

250 — 1.5 10 — 12,0005 8.500 100 — — 6AQ4

Class A (
Amplifier 1
Vertical |
Deflection <
Amplifier (

180
250
250

Max p
watts;

180
250

Dsitive
nax d-c

8.5
12.5
12.5

pulse i
cathod

29+
45t
49.5
late vc
e currer

3.0+
4.5|

Itages 0
t =35

58.0005
52,000|

1,9705
]=1100 v
na

3,700
4,100
4,800
max

9.5
late di

5,500
5,000

ssipatio

2.0
4.5

n= 9

6AQ5

Class A
Amplifier

250
100 —

3.0
1.0

1.0
0.8 —

58,000
61,000

1,200
1,150

70
70

— — 6AQ6

Class A
Amplifier

250
100 —

2.0
1.0

2.3
1.1 -

44.0005
64,000§

1,600
1,250

70
79 - -

6AQ7-GT

Class A
Amplifier

250
250

250
250

18
16.5

32+34|
5.5+
5.7+

68,000
65,000

2,300
2,400 —

7,600
7,000

3.4
3.2

6 ARG

Class A
Amplifier

300 300 36.0 58 4.0 22,000 4,300 — — — 6AR6

Class A
Amplifier

250 100 2.0 7.0 1.8 1,200,000 2.500 — — — 6AR7-GT

Color TV 250 250 Rk = 10 0.4 — 4,000 — — — 6AR8
Synchronous
Detector (With

Total v
the oth
other =

lates ti
oltage
er defle
20 volt

:d together and deflectc
hange on either deflect
:tor required to switch

maximum.

)rs (pins 1 a
or with an
the plate c

nd 2) gi
*qual ar
urrent :

oundec
d oppo
rom on

ite change on
plate to the

Class A
Amplifier

150 110 8.5 35+ 2.0+ — 5.600 — 4.500 2.2 6 ASS

Class A
Amplifier

120
120

120
120

2.0
2.0

5.2
3.6

3.5
4.8

110,0005 3.200
1,850

Ec3 = 0 volts
Ec3= —3 volts

6 ASG
6AS6-W

DC
Amplifier A

135 — Rk =
250

125 — 280 7,000 2.0 — — 6AS7-G

Class A
Amplifier
Detector

200

Max d
peak c

150

c outp
urrent

Rk =
180

at curre
= 50 ma

9.5

nt =5 n

3.0

ua; ma?

300,000§

peak invc

6,200

rse vo' tage =330 volts; max

6 AS8

Class A
Amplifier

250
100 —

3.0
1.0

1.0
0.8

— 58.000
54,000

1,200
1,300

70
70

—
—

6 AT 6

Class A
Amplifier
Class A
Amplifier

250

100

150 Rk =
200
Rk =
100

7.7

8.5

1.6 750,000

6,900

4,600

5,800

—

40 — —

6 AT8

TV Damp­
er Services

Max d-c output current =175 ma;
max peak current =1050 ma.

max peak inverse voltage ® =4,500 volts 6AU4-GT

Horizontal
Deflection <
Amplifier

115 1 175 I 20 1 60 1 6.8
60 | 175 1 0 |210 |25

Max positive pulse plate voltages ®
max screen dissipation =2.5 watts;

| 6,000§| 5,6001 — | —

= 5500 v; max plate dissipation = 1
nax d-c cathode current =110 ma

0 watts;

6AU5-GT

9DW

§ Approximate,
^Without external shield.
t Zero signal. , . .
* Grids 3 and 5 arc screen. Grid 4 is signal­

input grid.
# Conversion transconductance.
^Maximum.
y Grids 2 and 4 are screen. Grid 3 is signal­

input grid.
ijpScreen supply voltage.
^Absolute maximum rating.
t Plate-to-plate.
A Per section.

©For both sections.
* Minimum.
K Heater warm-up time controlled for

series-string service.
t Plate supply voltage.
|| Input plate.
3—The duration of the pulse voltage must

not exceed 15 percent of one scanning
cycle.

i—Section 1.
t—Section 2.
4—A resistor of 3 ohms must be put in series

with heater.


