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6* SHARP-CUTOFF PENTODE OAUOA
rtj Miniature type used in television receiver applications.

Gf^VJ^-^ K Pentode unit is used as video amplifier, if amplifier,

RT--' ^rt and age amplifier. Triode unit is used in sync-amplifier,

sync-separator, sync-clipper, and phase-inverter cir-

90X cuits. Outlines section, 6E; requires 9-contact socket.

Heater Voltage (ac/dc) 6.S volts
Heater Current 0.6 ampere
Heater Warm-up Time (Average) 11 seconds
Heater-Cathode Voltage

:

Peak value ±200 max volts
Average value 100 max volts

Direct Interelectrode Capacitances

:

Triode Unit:
Grid to Plate 2.2 pF
Grid to Cathode and Heater 2.6 pF
Plate to Cathode and Heater 0.34 pF

Pentode Unit

:

Grid No.l to Plate 0.06 pF
Grid No.l to Cathode, Heater, Grid No.2, Grid No.3. and
Internal Shield 7.5 pF

Plate to Cathode,, Heater, Grid No.2, Grid No.3, and
Internal Shield 3.4 pF

Triode Grid to Pentode Plate 0.022 max pF
Pentode Grid No.l to Triode Plate 0.006 max pF
Pentode Plate to Triode Plate 0.12 max pF

Class At Amplifier

MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit

Plate Voltage 330 330 volts
Grid-No.2 (Screen-Grid) Supply Voltage — 330 volts
Grid-No.2 Voltage See curve page 300
Grid-No.l (Control-Grid) Voltage, Positive-bias value 0 0 volts
Plate Dissipation 2.8 3.3 watts
Grid-No.2 Input:

For grid-No. 2 voltages up to 165 volts — 1 watt
For grid-No.2 voltages between 165 and 330 volts See curve page 300

CHARACTERISTICS
Plate Supply Voltage 150 200 volts

Grid-No.2 Supply Voltage — 125 volts
Cathode-Bias Resistor 150 82 ohms
Amplification Factor 43 —
Plate Resistance (Approx.) 8100 100000 ohms
Transconductance 5300 8000 jtmhos
Plate Current 9.5 17 mA
Grid-No.2 Current — 3.4 mA
Grid-No.l Voltage (Approx.) for plate current of

100 ;.A —6.5 —7.5 volts

MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance

:

For fixed-bias operation 0.5 0.25 megohm
For cathode-bias operation 1 1 megohm

w 6AV5GA3^ _L \ BEAM POWER TUBE uavsga, 2savsga

(2?c-~i y\ U-jf 7)
Glass octal type used as horizontal-deflection ampli-

fier in television receivers. Outlines section, 19C; re-

^ (*) quires octal socket. Types 12AV5GA and 25AV5GA
°' °2 are identical with type 6AV5GA except for heater

6CK ratings.

6AV5GA 12AV5GA 25AV5GA
Heater Voltage (ac/dc) 6.3 12.6 25 volts

Heater Current 1.2 0.6 0.3 amperes
Heater Warm-up Time (Average) — 11 — seconds


