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AF triode-twin diode 

AF resistance- 

coupled amplifier 

and RF rectifier 

Heating 
Operational Data Maximum Ratings 

Static data 

U, 6,3 V 

1; 0,3 A 

AF resistance-coupled amplifier 

Uk 180 300 300 V 

Triode 

^ao 500 V 

1/ 0,3 A 

U, 6.3 V 

Indirect heating 

Ra 0,22 0.22 0.47 Mfl ua 330 V 

Rk 3.9 3.1 5,9 V.Q Wa 0,5 w 

Rm 1 1 1 MQ + uai 0 V 
yi 

Ryn1 1 1 2.2 M Q -Ug, -50 V 

• gi 

1 ck 1.8 2.1 1.1 pF Rg] (/>) 1 

Ua 250 V 
Cu1) 3 3 2 kpF Rf/1 3 MQ 

Uffl -2 V 39 79 92 V Rga1) 
10 M Q 

la 1 mA \jaSp 63 68 75 *klf 20 kii 

S 1.55 mA/V 

P 100 

k Q 
1) Coupling capacitor 

Ri 62.5 

laz 1,5 V) Kapacitances 

<0.15 mA 
cgl 2 pF 

4 V 0,65 pF 

'd >0.15 mA 
Ca/gi 2 pF 

cd/gl 
<0,04 pF 

C dfk <1.2 pF 
1) Uni produced 
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