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MAXIMUM CIRCUIT VALUES
Grid-Circuit Resistance 0.5 megohmm?y M hl** M 800 vo,ts under cutoff conditions, when tube is used as a cascode
amplifier, the two units are connected in series, and heater is negative with respect to cathode.

6BD4
6BD4A

6BD6

Refer to chart at end of section.

Refer to chart at end of section.

6BD1 1 DUAL TRIODE—
isBDii SHARP-CUTOFF PENTODE

Duodecar type used in television receiver applications.

The high-mu triode unit No.l is used in general-
purpose applications, the medium-mu triode unit No.2
in sync-separator circuits, and the pentode unit as a
video amplifier. Outlines section, 8B; requires duodecar
12-contact socket. Type 15BD11 is identical with type
6BD11 except for heater ratings. 12DP

Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average)
Heater-Cathode Voltage:

Peak value
Average value

6BD11
6.3

1.05

15BD11
14.7
0.45
11

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Supply Voltage
Grid-No.2 Voltage
Grid-No. 1 (Control-Grid) Voltage, Positive-bias

value
Plate Dissipation
Grid-No.2 Input:

For grid-No.2 voltages up to 165 volts
For grid-No.2 voltages between 166 and 330

volts

CHARACTERISTICS
Plate Supply Voltage
Grid-No.2 Supply Voltage
Grid-No.l Voltage
Cathode-Bias Kesistor
Amplification Factor
Plate Resistance (Approx.)
Transconductance
Plate Current
Grid-No.2 Current
Grid-No.l Voltage (Approx.) for plate

current of 100 /tA

MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance:

For fixed-bias operation
For cathode-bias operation

±200 max ±200 max
100 max 100 max

Triode Triode Pentode
Unit No.l Unit No.2 Unit

volts
amperes
Beconds

volts
volts

330

0
1.5

330 330
330— See curve page

1.1

volts
volts
98

volts
watts

watts

See curve page 98

Triode Triode
Unit No.l Unit No.2 Pentode Unit

200 200 35 135 volts

135 135 volts
—2 0 0 volts

220 100 ohms
68 41

12400 9400 45000 ohms
5500 4400 10400 /tmhos

7 9.2 34- 17 mA
13- 4 mA

—5.5 —6.5 —6 volts

0.5 0.5 1 megohm
1 1 1 megohm

HALF-WAVE
VACUUM RECTIFIER

This value may be measured by a method involving a recurrent waveform such that the
maximum ratings of the tube will not be exceeded.

6BE3
6BE3/6BZ3

12BE3,
17BE3/17BZ3

Duodecar type used as damper tube in horizontal-de- NC

flection circuits of color and black-and-white television

receivers. Outlines section, 8D; requires duodecar 12-

contact socket. Types 12BE3 and 17BE3/17BZ3 are
identical with type 6BE3 except for heater ratings. 12GA


