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Toshiba 6BR3, 12BR3, 178R3, aond 25BR3
are ¢ pin miniature heater cathode type
diode designed for use as damping diode
in horizontal deflection circuit of television
receivers.

As the cathode is connected to top cap

and is capable high output current, they
are especially convenient for design of

television receivers,

They also withstand high pulse voltage

between the heater and cathode and
high inverse pulse voltage between the
plate and cathode.

These characteristics make the tube especially suitable horizontal circuit in large
deflection type television receivers,

Except for heater ratings, the 12BR3, 17BR3 and 25BR3 cre identical to the 6BR3.
The 12BR3, 17BR3 and 25BR3 are controlled heoter warm-up characteristic which makes

them suited for use in television receivers thot employ series connected heater.

GENERAL DATA

Electrical :
Heater, for unipotential cathode : 68R3 12BR3 T78R3 25BR3
Voltage (AC and DC) ..ot s 8.3 12.6 16.8 25.0 volfs
Current o e 1.2 0.60 0.45 0.30 Amperes
Heater warm up Hme..... ... Approx, — 11 I 11 Seconds

Direct Inferelectrode Capacitonces (without external shield) :

Heater 10 Cothode ... i o i i e e e 3.0 ppef

Cothode to Plate and Heater ... 10.5 pepe f

Plate ta Cathode and Heater ... ...l 8.5 peef
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Mechanical ;

Operating Position................. e e e e e s i Any
Maximum Qveroll Length. ... oo e 38"
Maximum Seated Height ... .. i e e 34"
MOXIMUM DIGMEIEI. ... i\t i e et e e e e e %"
BUB. e e T-6Y%
T S E9.1
F - o T [ - S O DTN Ci1.3

Maximum Ratings (Design Moximum Values) :

TV Domper service for operating in o 525 line, 30 frame sysiem.

Peak Inverse Plate Voltage™ .. i 5500 volts Max.
Peak Plate Current o e 1200 ma Max.
DC Plate CUITENE (.ot e e et et e e 200 ma Mox.
Plate DissiPOMON oottt et e ettt e e e e 8.5 Wotts Max.
Peck Heater to Cathode Voltege

Heater Negative with Respect to Cathode™™ ... .. ..., 5500 wvolts Max.
Heater Positive with Respect to Cathode™™ ™ ... ... . ... 300 volts Max,
Bulb Temperoture (ot HoMest Point) ...oviiiiiiii i) 180  °C Max.

* The duration of the voltage pulse should not exceed 15% of one horizontal scanning cycle.
In 525.Line, 30-Frame system, 15% of one horizonial scanning cycle is 10 microseconds.
** The DC component must not exceed 900 volls.

*** The DC component must not exceed 100 volts.

Average Characteristics:

Tube Voltage Drop 1b=250mA DC ... .. i e 19 volts
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6BR3 12BR3 |7BR3 25BR3

Average Plate Characterstics

A0 T 1T 1111
LT Ty I
Ef =Rated Vaiue
T 300 —
= e
= /,/
S 200 L]
5 ;
[}
5 pd
T 100
W
—
e
o . i
0 L I | |
0 5 10 15 20 25

Plate Voltage (Eb) (V) -

(3)



‘ﬁadluba TOKYD SHIBAURA ELECTRIC CO., LTD.

KAWASAKI JAPAN

6BR3 12BR3 I7BR3 258BR3
DIMENSIONAL ~ OUTLINE
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6BR3 128R3 i7BR3 25BR3

SOCKET CONNECTIONS
Bottom View

Pin | : Internal Connection
Pin2: Some as Pin |

Pin&: Same os Pin |
Pin 7: Same as Pin |
Pin 8: Same asfin |
Pin 9: Plote

Cap : Cathode

Pin3: Same os Pin |
Pin4: Heoter
Pin5: Heater

All inquiries as to the doto should be oddressed to Tokyo Shibaura Efectric Co., Ltd.,, Lomp

and Tube Manufacturing and Sales Division, 72 Horikawacho, Kawasaki, Kanagowa-ken, japan.
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