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AVERAGE PLATE CHARACTERISTICS 
(Each Section) 
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Color Television Type 

GENERAL PURPOSE AMPLIFIER 
VIDEO AMPLIFIER 

Double Dissimilar Pentode 

Construction Compactron T-9 
Base  E12-70 2Gr 
Basing  12X0 
Outline  9-58 

Maximum Diameter 1  188 In-
Maximum Seated Height 2  000 In. 
Maximum Overall Height 2  375 In. 

ELECTRICAL DATA 
HEATER OPERATION 
Heater Voltage  6.3 Volts 
Heater Current   800 Ma 
Maximum Heater-Cathode Voltage 

Heater Negative with Respect to Cathode 
Total DC and Peak  200 Volts 

Heater Positive with Respect to Cathode 
DC   100 Volts 
Total DC and Peak 

DIRECT INTERELECTRODE CAPACITANCESI~1 
Section No. 1 
Grid to Plate   0.03 pf 
Input: g to (h + 1K + lg2 {- lg3 ~- IS)  7.5 pf 
Output: p to (h + 1K -~ lg2 -F lg3 + IS)  2.8 Pf 
Section No. 2 
Grid to Plate (Max.) 
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200 Volts 

0.03 pf 
Input: g to (h ~- 1K + lg2 -F ig2 -F IS)  12.0 pf 
Output: p to (h + 1K + lg2 + Ig3 + IS)  2.8 pf 


