
Type 

Application 

Dimensions 

Base 

Heating 

Static data 

Operational Data Maximum Ratings 

6CC41 Size N 1 

Twin trlode with 

separate cathodes 

AF amplifier, 

phase invertor 

■ i 

u, 6,3 V AF resistance-coupled amplifier 
Uao 500 V 

■f 
0,3 A 180 300 300 V ua 300 V 

! Indirect heating Ra 0,22 0,22 0,47 MX? wa 1 w 

• Rp 3,5 2.8 5.2 kX? Rgi (k) 2 MX? 

Ua 250 V Rgl 1 1 1 M X? 
Rsi ’> 10 MX? 

la 2,3 mA Rgi' 0,47 0,47 1 mi 10 mA 

s 2 mA/V Ck 2,1 2,3 1,3 pF 
Rgi (p) 0.5 MX? 

p 100 <v> 6 6 3 kpF 
Up// +ioo V 

R; 50 kX? Ua~ sp 34 69 77 V 

uai 
-1.5 V 

V 59 65 73 
1) Uq1 produced 

(Ugj- 

<0,02 

-5.5) 

mA 

by lgi *a* 
1) Coupling capacitor 

Capacitances 

c»i 1,75 pF 

Ca 1,0 PF 

Ca/gi 2,2 pF 

^alfall <0,05 pF 

Cal/gill <0,01 pF 

t-all/gll <0,01 pF 

(71 
Ui 


