
Technical Data 225

Damper Service

For operation in a 525-line, 30-frame system

MAXIMUM RATINGS (Design-Maximum Values)

Peak Inverse Plate Voltage* 5000 volts
Peak Plate Current 1500 mA
Average Plate Current 350 mA
Plate Dissipation 11 watts
Bulb Temperature (At hottest point) 220 °C
Heater-Cathode Voltage

Peak value +300 —5600 volts
Average value +100 —900 volts

CHARACTERISTIC, Instantaneous Value
Tube Voltage Drop for plate current of 680 mA 20 volts

# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microseconds).

Refer to chart at end of section.
6CES For replacement use type 6BC5/6CE5.

_ Refer to chart at end of section.
6 For replacement use type 6CB6A/6CF6.

6CG3 For replacement use type 6CG3/6BW3/6DQ3.

6CG3/6BW3 For replacement use type 6CG3/6BW3/6DQ3.
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Heater Voltage (ac/dc) 6.3 19 25 volts

Heater Current 1.8 0.6 0.45 amperes
Heater Warm-up Time — 11 11 seconds

Damper Service

For operation in a 525-line, 30-frame system

MAXIMUM RATINGS (Design-Maximum Values)

Peak Inverse Plate Voltage* 5000 volts
Peak Plate Current 2100 mA
Average Plate Current 350 mA
Plate Dissipation 6.5 watts
Heater-Cathode Voltage:

Peak value

+300

—5000 volts

Average value +100 —900 volts

CHARACTERISTIC, Instantaneous Value

Tube VoitAge Drop for plate current of 700 mA 25 volts

# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microseconds).

Refer to chart at end of section. . . ,rn_

For replacement use type 6CG3/6BW3/6DQ3.
6CG3/6CD3

For replacement use type 6FQ/6CG7. 6CG7

Refer to chart at end of section. 6CG8


