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6CL8A 

TUNG-SOL ) 

TRIODE PENTODE 
MINTATURE TYPE 

COATED UNIPOTENTIAL CATHODE 

FOR 

T’sli 2.188" VHF TELEVISION TUNER 

MAX APPL ICATIONS 

i I ANY MOUNTING PQOSITION 
BOTTOM VIEW 

BASING DIAGRAM 

GLASS BULB JEDEC 9FX 

MINIATURE BUTTON 

9 PIN BASE E9-1 

OUTLINE DRAWING 

JEDEC 6-2 

THE O6CL8A 1S A SHARP CUTOFF TETRODE AND MEDIUM~MU TRIODE IN THE 9 PIN 

MINTATURE CONSTRUCTION. T IS INTENDED FOR USE, PRIMARILY AS A COMBINED 

TRIODE OSCILLATOR AND TETRODE MIXER IN VHF TELEVISION TUNERS. THERMAL 

CHARACTERISTICS OF THE HEATER ARE CONTROLLED SUCH THAT HEATER VOLTAGE 

SURGES DURING -THE WARM—UP CYCLE ARE MINIMIZED PROVIDED IT IS USED WITH 

OTHER TYPES WHICH ARE SIMILARLY CONTROLLED. [T IS UNILATERALLY INTER- 

CHANGEABLE, BOTH ELECTRICALLY AND MECHANICALLY, WITH THE 6CL8 AND 

DIFFERS PRIMARILY FROM THE 6CL8 IN HAVING A TETRODE SECTION WITH LOWER 

GRID—PLATE CAPACITANCE AND HIGHER TRANSCONDUCTANCE. EXCEPT FOR HEATER 

RATINGS, THE 6CL8A IS IDENTICAL TO THE HCL8A. 

~» DIRECT INTERELECTRODE CAPACITANCES 

WITH MITHOUT 
SHIELD SHIELD 

TETRODE: 

GRID #1 TO PLATEI(G4 TO P) (MAX.) 0.01 0.02 pf 
INPUT: G4 TO (K¥G2tH¥1.5.) 5.0 5.0 pf 
OUTPUT: P TO (k+tG2tHt1.S.) B.OB 2.0 pf 
CATHODE TO HEATER: (K TO H) 3.0 3.0 pf 

TRIODE: 

GRID TO PLATE: (6 TO P} 1.8 1.8 pf 
INPUT: G TO (TKTTEK*THtI.S.) 2.8 2.8 pf 
OUTPUT: G TO (TKHTEK*tHtI.S.) 2.0 1.5 pf 
CATHODE TO HEATER:(TK TO H) B.OB 3.0 pf 

TETRODE GRID #1 TO TRIODE PLATE 
(TEGL TO TP) (MAX.) 0.01 0.015 pf 

TETRODE PLATE TO TRIODE PLATE 
(TEP TO TP) (MAX.) 0.03 Q.15 pf 

AEXYERHAL SHVIELD #3155 CONNECTED TO PIN #Y4. 

BEXTERNAL SHYELD #3115 CONNECTED TO PIN #6. 

L / 
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6CL8A 

TUNG-SOL 

CONTINUED FROM PRECEDING PAGE 

HEATER CHARACTERISTICS AND RATINGS 
DES!GN MAXIMUM YALUES - SEE EIA STANDARD RS-239 

\— 

AVERAGE CHARACTERISTICS 6.3 voLTs 450 

HEATER SUPPLY LIMITS: 
CURRENT OPERATION 450127 

MAXIMUM HEATER—CATHODE VOLTAGE: 
HEATER NEGATIVE WITH RESPECT TO CATHODE 
TOTAL DC AND PEAK 200 

HEATER POSITIVE WITH RESPECT TO CATHODE 
ne 100 
TOTAL DC AND PEAK 200 

HEATER WARM—UP TIME® 11 

— MAXIMUM RATINGS 
DESIGN MAXIMUM VALUES - SEE EIA STANDARD RS-239 

TETRODE PLATE VOLTAGE 330 
TRICDE PLATE VOLTAGE 330 

GRID #2 SUPPLY VOLTAGE 330 

GRID #2 VOLTAGE SEE RATING CHART 
TETRODE PLATE DISSIPATION 3.0 
GRID #2 DISSIPATION 0.55 
POSITIVE DC TETRODE GRID #4 VOLTAGE 0 
POSITIVE DC TRIODE GRID VOLTAGE 0 

TRIODE PLATE DISSIPATION 2.5 

TETRODE GRID #4 CIRCUIT RESISTANCE: 
FIXED BIAS 0.25 
CATHODE B1AS 1.0 

TRIODE GRID CIRCUIT RESISTANCE! 
FIXED B{AS 0.5 
CATHODE BIAS 1.0 

—+ TYPICAL OPERATING CHARACTERISTICS 
CLASS Ay AMPLIFIER 

TRIODE TETRODE 
PLATE VOLTAGE 125 125 

GRID #2 VOLTAGE —— 125 
GRID #41 VOLTAGE -1.0 -1.0 

TRANSCONDUCTANCE 8000 6500 
PLATE CURRENT 14.0 12.0 
GRID #2 CURRENT - 4.0 

PLATE RESISTANCE (APPROX.) 500002 0.2 

AMPLIFICATION FACTOR 40 ——— 
GRID #4 VOLTAGE (APPROX.) FOR IbT20 pmaA -9 -9 

ZERO BIAS TRANSCONDUCTANCE 
(WITH Eb 400 v, Ec2 T70 v.) —— 7000 

MA . 

MA, 

VOLTS 

VOLTS 

VOLTS 

SECONDS 

VOLTS 

VOLTS 

VOLTS 

WATTS 

WATT 

VOLTS 

vOLTS 

WATTS 

MEGOHM 

ME GOHM 

ME GOHM 

ME GOHM 

VOLTS 
vOLTS 
VOL TS 
HMMHOS 
MA . 
MA . 
ME GOHM 

VOLTS 

MMHO S 

A 
MWEATER WARM=UP i IME 1§ DEFINED AS THE TIME REQUIRED FOR THE VOLTAGE ACROSS THE HEATER TO REACH 
809 OF ITS RATED VOLTAGE AFTER APPLYING 4 TIMES THE RATED HEATER VOLTAGE TO A CIRCUIT CONSISTING 
OF THE TUBE HEATFR [N SERJES WITH A RESISTANCE OF VALUE 3 TIMES THE NOMINAL HEATER OPERATING 

RESISTANCE. 

—» INOICATES A CHANGE. 



6CL8A TENTATIVE DATA 
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