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Direct Interelectrode Capacitances (Approx.)'
Grid No.l to Plate 0.02 pF
Grid No.l to Cathode, Heater, Grid No.2, Grid No.3, and
Internal Shield 5.8 pF

Grid No.3 to Plate 1.7 pF
Grid No.l to Grid No.3 0.1 pF
Grid No.3 to Cathode, Heater, Grid No.l, Grid No.2, and

Internal Shield 6.1 pF

* External shield connected to cathode.

Class Ai Amplifier

CHARACTERISTICS
Plate Supply Voltage 150 volts

Grid No.3 (Suppressor Grid) Connected to cathode at socket
Grid-No.2 (Screen-Grid) Supply Voltage 100 volts

Cathode-Bias Resistor 560 ohms
Plate Resistance (Approx.) 0.15 megohm
Transconductance, Grid No.l to Plate 1350 (imhos
Transconductance, Grid No.3 to Plate 515 /imhos
Plate Current 1.55 mA
Grid-No.2 Current 1.8 mA
Grid-No.l Voltage (Approx.) for plate current of 10 /iA —5.2 volts

Grid-No.3 Voltage (Approx.) for plate current of 10 jtA —4.2 volts

FM Detector
MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage 330 volts

Grid-No. 3 Voltage 28 volts

Grid-No.2 Supply Voltage 330 volts

Grid-No.2 Voltage See curve page 98

Grid-No.l (Control-Grid) Voltage, Positive-bias value 0 volts

Plate Dissipation 1.7 watts
Grid-No.2 Input:

For grid-No.2 voltages up to 165 volts 1.1 watts
For grid-No.2 voltages between 165 and 330 volts See curve page 98

MAXIMUM CIRCUIT VALUES
Grid-No. 1 -Circuit Resistance

:

For fixed-bias operation 0.26 megohm
For cathode-bias operation 0.5 megohm

6DT8
12DT8 HIGH-MU TWIN TRI0DE

Miniature type used in radio and television receiver

applications and in push-pull rf amplifiers or as fre-

quency converter in FM tuners. Outlines section, 6B;

requires miniature 9-contact socket. Type 12DT8 is

identical with type 6DT8 except for the heater ratings.

Except for heater and heater-cathode ratings, inter-

electrode capacitances, and basing arrangement, these

types are identical with miniature type 12AT7.

6DT8
Heater Voltage (ac/dc)
Heater Current
Heater-Cathode Voltage

:

Peak value
Average value

Direct Interelectrode Capacitances (Approx.
Noted:

Grid to Plate
Grid to Cathode, Heater, and Internal Shield
Plate to Cathode, Heater, and Internal Shield
Heater to Cathode
Cathode to Grid, Heater, and Internal Shield (Unit No.2)
Plate to Grid, Heater, and Internal Shield (Unit No.2) . .

t With external shield connected to grid of unit under test

• With external shield connected to ground.
* With external shield connected to cathode of unit under test.
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Nuvistor type used at frequencies up to 1000 MHz in

(O'^^-^-^y®*3
u^ oscillator stages of color and black-and-white tele-

\v^^TcX^/ vision receivers. Outlines section, 1; requires nuvistor
© socket. Type 2DV4 is identical with type 6DV4 except

for heater ratines.
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2DV4 6DV4
Heater Voltage (ac/dc) 2.1 6.3 volts
Heater Current 0.45 0.136 ampere
Heater Warm-up Time (Average) 8 — seconds
Peak Heater-Cathode Voltage ±100 max ±100 max volts

Direct Interelectrode Capacitance (Approx.)

:

Grid to Plate 1.8 pF
Grid to Cathode, Heater, and Shell 4.4 pF
Plate to Cathode, Heater, and Shell 1.9 pF
Plate to Cathode 0.25 pF
Heater to Cathode 1.4 pF
Grid to Cathode 3.7 pF

Class Ai Amplifier

MAXIMUM RATINGS (Design-Maximum Values)
Plate Supply Voltage 300 volts
Plate Voltage 125 volts
Grid Voltage

:

Negative-bias value 55 volts
Peak positive value 2 volts

Plate Dissipation 1 watt
Cathode Current 15 mA
CHARACTERISTICS
Plate Supply Voltage 75 volts
Cathode-Bias Resistor 100 ohms
Amplification Factor 35
Plate Resistance (Approx.) 3100 ohms
Transconductance 11500 jimhos
Plate Current 10.5 mA
Grid Voltage (Approx.) for plate current of 10 liA. —7 volts

100 150 200 290
PLATE VOLTS 92cs-

TYPICAL OPERATION AS OSCILLATOR AT 950 MHz
Plate Voltage 60
Grid Voltage —

2

Grid Resistor 5600
Plate Current 8
Grid Current 350

volts
volts
ohms
mA


