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THE TUNG-SOL 6E7 1S A TRIPLE GRID REMOTE CUT-OFF AMPLIFIER. T IS SUIT- 

ABLE FOR SERVICE WITH AVC IN RF AND IF AMPLIFIERS. |TS ELECTRICAL CHAR— 

ACTERISTICS ARE SIMILAR TO THOSE OF THE 6D6, 6U7G AND THE 58. 

OPERATING CONDITIONS AND CHARACTERISTICS 

CLASS B2 AMPLIFIER 

PLATE VOLTAGE 100 250 vOLTS 

SCREEN VOLTAGE 100 100 VOLTS 

CONTROL GRID VOLTAGE -3.0 -3.0 VOLTS 

PLATE CURRENT 8.0 8.2 MA. 

SCREEN CURRENT 2.2 2.0 MA. 

PLATE RESISTANCE 0.25 0.8 ME GOHM 

TRANSCONDUCTANCE 1500 1600 HMHOS 

AMPL IFICATION FACTOR 375 1280 

CONTROL GRID VOLTAGE - -42.5 VOLTS 

FOR TRANSCONDUCTANCE = 2 LMHOS 

SUPPRESSOR GRID CONNECTED TO CATHODE AT SOCKET 

COPYRIGHT 1940 BY TUNG-SOL LAMP WORKS INC. RADIO TUBE DiVISION NEWARK. NEW JERSEY. U.S. A, 

PLATE 
900~-1


