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Cathode-Bias Resistor
Amplification Factor
Plate Resistance (Approx.)
Transconductance
Plate Current
Grid-No.2 Current
Grid Voltage (Approx.) for plate current of 20 liA
Grid-No. 1 Voltage (Approx.) for plate current of

100 /iA

MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance:

For fixed-bias operation
For cathode-bias operation
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6EH4BEAM TRIODE
Duodecar type used for the shunt regulation of low-

current, high-voltage power supplies in color television

receivers. Outlines section, 16E; requires duodecar 12-

contact socket. For high-voltage and X-ray safety con-

siderations, refer to type 1G3GT/1B3GT. Heater: volts

(ac/dc), 6.3; amperes, 0.2; maximum heater-cathode

volts; -f not recommended, —450.

Shunt Voltage-Regulator Service

MAXIMUM RATINGS (Design-Maximum Values)

Plate Voltage
Unregulated Plate-Supply Voltage
DC Grid Voltage
Peak Grid Voltage*
Average DC Plate Current
Plate Dissipation

MAXIMUM CIRCUIT VALUE
Grid-Circuit Resistance:

For use with "Flyback Transformer" high-voltage supply 3

# Peak value for duration of 20 seconds maximum during equipment warm-up.

27000 volts
60000 volts
—135 volts
—440 volts

1.6 mA
30 watts

megohms

7CV

6EH5
POWER PENTODE zsehs, soehs

Miniature type used in the audio output stage of

radio and television receivers and in phonographs.
Outlines section, 5D; requires miniature 7-contact

socket. Types 25EH5 and 50EH5 are identical with
type 6EH5 except for heater ratings.


