6ERS

High-Mu Triode

£ 7-PIN MINIATURE TYPE
GENERAL DATA

Electrical:
Heater, for Unipotential Cathode:

Voltage (AC or DC). . . . . . . . . . o . . . 6.3 volts
Current . . . . . v v i i e e e e e e e 0.18 amp
£ Direct Interelectrode Capacitances: o=
Without With

External External
Shield Shield®

Grid to plate = ~ s + s 5 = = 0.38 0.36 puf
Grid to cathode, internal
PN shield, and heater. . . . . 4.4 4.4 it
Plate to cathode, internal
shield, and heater. . . . . 3 ppf
Grid to heater. . . . . . .. 0.28 max. 0.28 max. ppuf
Plate to cathode. . . . . . . 0.24 0.2° puf
Cathode to grid . . . . . . . 3.1 3.1 wupuf
Heater to cathode . . . . . . 0 2.5% ppf
Characteristics, Class AI Amplifier: “
Plate Voltage s w o o ¢ s e o m s s 8 @ @ ® 5 200 volts
Grid Voltage: . w w o + « ¢ w = o o s o w we Shegd volts
Amplification Factor. . . . . . . 55 DD o 80
Plate Resistance (Approx.). . . . . . . . . . 8000 ohms
Transcongictances » v s 5 = @ % & 5 5 & @ B & 10500 pmhos
Plate Current o » = o 5 s s & o & 5 & o ® % 10 ma
Grid Voltage (Approx.) for
transconductance (wmhos) =500. . . . ... -3.8 volts
Grid Voltage (Approx.) for
transconductance (wmhos) = 100. . . . . . . -5.6 volts

™, Mechanical:

Operating Posttion, v « s « « = v u v v e % w5 = & w « « Aoy
Maximum Overall Length. . . . . . . . . .. o w % e e 2 1/8"
Maximum Seated Length . . . . . . . . . ... - v BT
Length, Base Seat to BulbTop (Excl udmg tip) . 1-1/2" % 3/32"
Diameters o s «n e & 68 ¢ @S % s £ % 8 0.650" to 0.750"
Dimensional OQutline . . . . . . . . . . . See General Section
ame Bulb: < ¢ 5 i s ww e T s v e w s e 5w s T5-1/2
Bage: s =% % 7 & Small Button Mvmature 7-Pin (JEDEC No.E7-1)
Basing Designation for BOTTOM VIEW. . . . . . . . . . JEE
Pin 1 —Cathode Pin 5~Plate
Pin 2 -Grid Pin 6 ~ Internal
Pin 3 —Heater Shield

Pin 4 —Heater Pin 7 ~Cathode

== Indicates a change.
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6ER5

> AMPLIFIER — Class A
Maximum Ratings, Design-Center Values:
PLATE VOLTAGE . . . . . . . . e e e 250 max. volts
GRID VOLTAGE: W/
Negative-bias value . . . . . . . .+ .+ . 50 max. wvolts
CATHORE GURRENT 4 5 : 2 v % = 5 z & & % 4 & 20 max. ma
PLATE DISSIPATION 5 s+ o « w & s.3 @ @ o @« ¥ 2.2 max. watts
PEAK HEATER-CATHODE VOLTAGE:
Heater negative with respect to cathode . 100 max. volts
Heater positive with respect to cathode . 100 max. volts
Maximum Circuit Values: -
Grid-Circuit Resistance . . . ... . . . . . 1 max. megohm
O With external shield JEDEC No.316 connected to cathode except as noted.
With external shield JEDEC No.316 connected to ground.
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— Indicates a change.
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