
Dimensions 

Base 

Heating 

Static data 

Operational Data Maximum Ratings 

o» 
01 

6F10 Size O 2 

s a 

RF pentode 

RF, IF, wideband 

amplifier 

uf 

If 

6,3 V RF amplifier " 
550 V 

0,45 A 300 V ua 310 V 

Indirect heat ing Ua 300 300 V w„ 3,3 w 

• <3 
0 0 V ^020 550 V 

ua 300 V Uy2 150 V Ug3 165 V 

Ug3 0 V Rg2 0 60 VQ WS2(U a,~ -0 V) 

Ugj 150 V 160 160 Q 0,45 w 

«lr 
160 a 'a 10,25 10,25 mA W„2 (U g] ~ max) 

'a 10,25 mA lg2 2,5 2,5 mA 0,8 w 

l»J 2,2 mA s 9 9 mA /V 
'k 25 mA 

S 9 mA/V 
*, 300 300 kQ -Uy, -30 mA 

**1/2/91 50 
Z91 « -lOOMc/s) 540 Q R 0.5 M Q 

"i 
300 650 Q Rgi l> 0,25 M„Q 

RF amplifier, 

to a 
32 and g3 connected 

Uk/, 

R kh 
Triode 

100 

20 

connection 

V 

yQ 

ua 150 V U 40 
Ua 165 V 

Rfc 160 Q R, 3.6 VQ 

'a 12,5 mA 
1) U91 fixed 

s 11 mA/ V 

Capaci tances 

c31 11 pF 

Only 1 For informat Ca 5 pF 

<0,015 pF 


