
Type Dimensions 

Application Base 

6F32V Size M 1 

Heating 
Operational Data Maximum Ratinas 

Static data 

U, 6,3 V RF amplifier, class A Ua 200 V 

1 f 0,175 A Ua 120 180 V Wa 1.8 W 

Indirect heating Ugj 120 120 V Ugj 150 V 

• Rfc 200 200 Q Wg, 0,55 W 

Ua 120 V *a 7,5 7,7 mA ’k 20 mA 

U02 120 V Igj 2.5 2,4 mA R<71 1 

Rk 200 Q s 5,2 5,1 mA/V Uk/, ±120 V 

7,5 + 2.5 mA Ri 300 500 k Q Rk/t 20 VQ 
*<72 <3,5 mA 2ffl <1—50 Me/,) 25 VQ U, 7 V 

S 5,2 + 1,4 mA/V 1 U, >5.7 V 

R; >250 k Q 

loz (Ra—100 kQ High-reliability tube Capacitances 

Up--10 V) Vibration and shock proofed CI71 
4,3 ± 0,5 pF 

<200 (lA Exacting tolerances Ca 3,4 + 0.6 pF 

Stabilized Ca/01 <0,02 pF 

OI 
'O 

RF high-slope pentode 

RF, IF, wideband 

amplifier 


