
Type 

Application 

Dimensions 

Base 

Heating 

Static data 

Operational Data Maximum Ratings 

6F36 Size M 3 

6AH6 

RF high-slope 

pentode 

^F, IF, wideband 

amplifier 

uf 
6,3 V RF amplifier Uao 550 V 

1/ 0,45 A Ui, 300 V Ua 300 V 

Indii rect heating Uo 300 300 V wa 3,3 W 

© u93 0 0 V Ug20 550 V 

u„ 300 V Ugj 150 V Ug, 165 V 

U93 0 V R92 
0 60 kQ wg2 (U gi~ - 0 V) 

150 V Rk 160 160 Q 0,45 w 

Rk 160 Q la *0’25 10,25 mA Wgj(U gi ~ 
max) 

la 10,25 m A 2.2 2,2 mA 0,8 w 

*92 2,2 mA s 9 9 mA/V 'k 25 mA 

s 9 mA/V R/ 0,5 0,5 M Q 
-Uffl 

-30 V 

R< 1 Mfl R91 0,5 Mfi 

lot (Uga - - 6 V) RF amplifier, g2 and g3 
Rgi1) 0,25 MQ 

<0.6 mA connected to a 
Ufc// 100 V 

ua 150 V 
ra-// 

20 yQ 
Capacitances Rk 160 Q 

13,2 pF 12,5 mA Triode connection 

ca 6.5 pF S 11 mA/V 165 V 

Ca/o, ') P 40 

<0,015 pF R; 
3,6 yQ 1) US1 fixed 

— ugi da - 10 pA) -7 V 

1) With screening 


