
Menron 

Pentode 6D6C 
Ilenron 6P6C npenHasHaueH MJsi YCHJIEHHS 

MOIIHOCTH B OKOHEYHHIX KacKajax YCHJAHTEJeH 
HHU3KOH YaCTOTHL 

IHenronm 6P6C BHOYCKAKOTCS B CTEKJISHHOM 
0()OPMJICHHH C OKTAJbHBIM LIOKOJEM, OKCHAHBIM Ka- 
TOAOM KCCBEHHOTO HaKaJja. 

INenroasr 6P6C ycTOHUHBB K BO3AEHCTBHIO OK- 
pyxamwileii temmeparypel or —60 no +70°C wu 
OTHOCHTEJbHON BJaaxkHOcTH 95—98Y mnpu TeMme- 
patype +20°C. 

Hauboapmwmit Bec 55 e. 
lapanTtupoBannaa poaroseynocts 1000 wacos. 

The 6P6C pentode is designed for power am- 
plification in terminal stages of low-frequency 
amplifiers. 

The 66C pentodes are enclosed in glass bulb 
and are provided with an octal base and an indi- 
rectly heated oxide-coated cathode. 

The 6D6C pentodes are resistant to ambient 
temperature from —60 to +70°C and relative 
humidity of 95 to 98% at +20° C. 

Maximum weight: 55 gr. 

Service life guarantee: 1000 hr. 

SNEKTPHYECKHUE JAHHBIE 

ELECTRICAL CHARACTERISTICS 
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NPEAEJBHO NONYCTHMBIE 3KCIJIVATALMOHHBIE JAHHBIE 

MAXIMUM AND MINIMUM PERMISSIBLE RATINGS 

Max 

U, 69V 57V 

U, 40V 
Uge 315V 

u, 0 gl 

Min Max 

P, 12W 
Py 4W 
Uy 100V 

155



6(D6C Menron 
Pentode 

o =9 
] N -5VL 

— ——— 50 

/] 
Py -10V | ' 

E [/ —— 250v 

- y o A -15V ‘ g > 40 - 30 & ST = 2000 M o — T S 
~ g0 T = 

™ Ug 1=0V. — - 20 S 

2 P > /—-k——‘h—v ov i 157 -y - ~ .J N .:ZV 79_ ,r-'- ,? 4 25V N 

// N = /200 10 

L0 5= S i g e o7 o Vo~ L e T 

g 100 200 Ug, ¥V Ufl" v -30 -20 - 10 0 

L, I =1(U,) Ly lgp=1(Uy) 

I, U,=63V _ 1, U, =63V 
— = =1 Ugy=250 V — = =1, Uyp =250 V 

156


