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Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average)
Peak Heater-Cathode Voltage

Direct Interelectrode Capacitances (Approx.)

:

Grid to Plate
Grid to Cathode, Heater, and Internal Shield . .

Plate to Cathode, Heater, and Internal Shield . .

Class Ai Amplifier
MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid Voltage, Positive-bias value
Cathode Current
Plate Dissipation

CHARACTERISTICS
Plate Voltage
Grid Voltage
Plate Resistance (Approx.)
Transconductance
Plate Current
Grid Voltage (Approx.) for plate current of 100 /tA

MAXIMUM CIRCUIT VALUE
Grid-Circuit Resistance, for cathode-bias operation

2FH5 JFH5 6FH5
2.35 3 6.3 volts
0.6 0.45 0.2 ampere
11 11 — seconds

±100 max ±100 max ±100 max volts
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PLATE VOLTS 92CS- I0355TI

H

^(S^tS^0*™ MEDIUM-MU TRI0DE— zciJO
M|p. ::r^T THREE-PLATE TETRODE OrMo
Gf^\fc^3 L^P|*tr Miniature type used in complex-wave generator appli-

(jj (9) cations and in television receiver applications. Sharp-
PiBtr p2Tr cutoff tetrode unit has pair of additional plates. Out-

9KP lines section, 6B; requires 9-contact socket.

Heater Voltage (ac/dc) 6.3 volts
Heater Current 0.45 ampere
Direct Interelectrode Capacitances :°

Triode Unit:
Grid to Plate 1.4 pF
Grid to Cathode and Heater 2.6 pF
Plate to Cathode and Heater 1 pF

Tetrode Unit:
Grid No.l to Plate No.2 0.06 max pF
Grid No.l to Cathode, Heater, Grid No.2, Plate No.lA, and

Plate No.lB 4.5 pF
Plate No.2 to Cathode, Heater, Grid No.2, Plate No.lA, and
Plate No.lB 1.4

Tetrode Grid No.l to Triode Plate 0.35 max pF
Tetrode Plate No.2 to Triode Plate 0.008 max pF

' With external shield connected to cathode.
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Class A, Amplifier

CHARACTERISTICS Triode Unit
Voltage 100 volts

Grid Voltage i vo]t
Amplification Factor 40
Plate Resistance (Approx.) 7400 ohms
Transconductance 5400 /unhos
Plate Current 7.9 mA
Grid Voltage (Approx.) for plate current of 100 iiA —7 volts

Tetrode Unit with Plates No.lA and No.lB Connected to Cathode at Socket
MAXIMUM RATINGS {Design-Maximum Values)
Plate-No.2 Voltage 250 volts
Grid-No.2 Voltage 250 volts
Grid-No.1 Voltage —2 volts
Plate-No.2 Resistance (Approx.) 0.75 megohm
Transconductance, Grid No.l to Plate No.2 4400 /imhos
Plate-No.2 Current 7.3 mA
Grid-No.2 Current 1.4 mA
Grid-No.l Voltage (Approx.) for plate-No.2 current of 100 fiA . .

—7 volts

Complex-Wave Generator
MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Tetrode Unit
Plate Voltage 275 — volts
Plate-No.lA Voltage — 200 volts
Plate-No.lB Voltage — 200 volts
Plate-No.2 Voltage 275 volts
Grid-No.2 (Screen-Grid) Supply Voltage — 275 volts
Grid-No.2 Voltage — See curve page 98
Grid-No.l (Control-Grid) Voltage:

Negative-bias value —40 —40 volts
Positive-bias value 0 0 volts

Plate Dissipation 1.7 — watts
Plate-No.lA Dissipation — 0.3 watt
Plate-No.lB Dissipation — 0.3 watt
Plate-No.2 Dissipation — 2.3 watts
Grid-No.2 Input:

For grid-No.2 voltages up to 137.5 volts — 0.45 watt
Fro grid-No.2 voltages between 137.5 and 275 volts — See curve page 98

TYPICAL OPERATION WITH SEPARATE PLATE OPERATION Tetrode Unit
Plates-No.lA, No.lB, and No.2 Voltage 100 volte
Grid-No.2 Voltage 50 volts
Grid-No.l Voltage —1 volts
Plate-No.lA Current 0.04 mA
Plate-No.lB Current 0.04 mA
Plate-No.2 Current 1.6 mA
Grid-No.2 Current 0.3 mA
Transconductance (Approx.) :

Grid No.l to Plate No.lA 70 /imhos
Grid No.l to Plate No.lB 70 /tmhos
Grid No.l to Plate No.2 2500 imhos

MAXIMUM CIRCUIT VALUES Triode Unit Tetrode Unit
Grid-No.l-Circuit Resistance, for fixed-bias operation 0.5 0.5 megohm

6FJ7 MEDIUM-MU DUAL TRIODE G
Duodecar type used as combined vertical-deflection-

NC

oscillator and vertical-deflection-amplifier tube in color
G

and black-and-white television receivers. Outlines sec-
2

tion, 8B; requires duodecar 12-contact socket. Heater: N£
volts (ac/dc), 6.3; amperes, 0.9; maximum heater-cath-

ode volts, ±200 peak, 100 average.

Class A, Amplifier
CHARACTERISTICS Unit No.l Unit No.2
Plate Voltage 250 150 250
Grid Voltage —8 0 —9.5
Amplification Factor 22.5 — I5I4
Plate Resistance (Approx.) 9000 — 2000

12BM

volts
volts

ohms


