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BEAM POWER TUBE 6GC5

9EU

Neonoval type used in color and black-and-white tele-

vision receiver applications and as output tube in

audio-amplifier applications. Outlines section, 10D; re-

quires neonoval 9-contact socket.

Heater Voltage (ac/dc)
Heater Current
Heater-Cathode Voltage:

Peak value
Average value

Direct Interelectrode Capacitances (Approx.) :

Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2, and Grid No.

3

Plate to Cathode, Heater, Grid No.2, and Grid No.3

Class Ax Amplifier

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Voltage
Plate Dissipation
Grid-No.2 Input

TYPICAL OPERATION AND CHARACTERISTICS
Plate Voltage
Grid-No.2 Voltage
Grid-No. 1 Voltage
Cathode-Bias Resistor
Peak AF Grid-No.l Voltage
Zero-Signal Plate Current
Maximum-Signal Plate Current
Zero-Signal Grid-No.2 Current
Maximum-Signal Grid-No.2 Current
Plate Resistance (Approx.)
Transconductance
Load Resistance
Total Harmonic Distortion
Maximum-Signal Power Output
MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance:

For fixed-bias operation
For cathode-bias operation

6.3
1.2

±200 max
100 max

0.9
18
7

volts
amperes

volts
volts

PF
PF
PF

220 volts
140 volts
12 watts
1.4 watts

110 200 volts
110 125 volts— 7.5 volts

180 ohms
7.B 8.5 volts
49 46 mA
50 47 mA
4 2.2 mA

10 8.5 mA
13000 28000 ohms
8000 8000 /imhos
2000 4000 ohms

10 10 per cent
2.1 3.8 watts

0.1
0.5

megohm
megohm

K(Jk&£ BEAM POWER TUBE 6GE5
•s(4Y^_L 12GE5, 17GE5

,,(ft^EE:::^ Jg^K Duodecar type used as horizontal-deflection-amplifier

i^C~P\y^) '3 tUDe in television receivers. Outlines section, 15A; re-
82^-rSC_->^\^8i quires duodecar 12-contact socket. Types 12GE5 and

h h 17GE5 are identical with type 6GE5 except for heater

12BJ ratings.

6GE5 12GE5 17GE5
Heater Voltage (ac/dc) 6.3 12.6 16.8 volts
Heater Current 1.2 0.6 0.45 amperes
Heater Warm-up Time (Average) — 11 11 seconds
Heater-Cathode Voltage:

Peak value ±200 max ±200 max ±200 max volts
Average value 100 max 100 max 100 max volts

Class A, Amplifier
Pentode Triode*

CHARACTERISTICS Connection Connection
Plate Voltage 60 260 160 volts
Grid-No.2 (Screen-Grid) Voltage 160 150 150 volts
Grid-No.l (Control-Grid) Voltage 0 —22.6 — volts
Amplification Factor — — 4.4
Plate Resistance (Approx.) — 18000 — ohms
Transconductance — 7300 — /(mhos
Plate Current 345* 66 — mA


