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HIGH-MU TRIODE— 6GW8/ 
SHARP-CUTOFF PENTODE ECL86 

Miniature type used in preamplifier and audio output 
stages of audio equipment and television receivers. 
Outlines section, 6G; requires miniature 9-contact 
socket. Heater: volts (ac/dc), 6.3; amperes, 0.7; maxi- 

9.7 mum heater-cathode volts, 100 peak. 

Class A, Amplifier 

MAXIMUM RATINGS (Design-Center Values) Triode Unit Pentode Unit 

Plate Supply Voltage ......... ... .. ... ... . ... 550 550 volts 
Plate Voltage ... ....... ... .. ... 300 300 volts 
Grid-No.2 (Screen-Grid) Supply Voltage .... — 550 volts 
Grid-No.2 Voltage .. ..... ... .. . . . . i — 300 volts 
Grid-No.1 (Control-Grid) Voltage, Negative-bias value 1.3 1.3 volts 
Cathode Current ........................ ... .. ..... 4 55 mA 
Plate Dissipation .......... .. ... ... ... .. .. ... .. ... 0.5 9 watts 
Grid-No.2 Input ... .. . e — 1.5 watts 

CHARACTERISTICS 

Plate Voltage ........................ R 250 250 volts 
Grid-No.2 Voltage .. -— 250 volts 
Grid-No.1 Voltage —1.9 —7 volts 
Amplification Factor ... ...... ... .. .. ... ... ... ..., 100 21% 
Plate Resistance (Approx.}) ........................ — 45000 ohms 
Transconductance ................... .. ... ... 1600 10000 #mhos 
Plate Current .. ... ... . ... .. ... .. ... ... 1.2 36 mA 
Grid-No.2 Current ...t — [ mA 

MAXIMUM CIRCUIT VALUES 

Grid-No.1-Circuit Resistance, for fixed-bias operation 1 0.5 megohm 

# Grid No.2 to grid No.l. 

Refer to chart at end of section. 6GX6 
For replacement use type 6GY6/6GX6. 

H 

sz, Q «  MEDIUM-MU TRIODE— 6GX7 
(D SHARP-CUTOFF PENTODE 

RO, ®Fr Miniature type used as combined oscillator-mixer tube 
Ko in vhf tuner circuits of color and black-and-white tele- 
G3p1S or vision receivers. Outlines section, 6B; requires minia- 

9QA ture 9-contact socket. 

Heater Voltage (ac/de) ... .. ... ... . . .. . i 6.3 volts 
Heater Current . ....... ... .. . .. .. . .. e 0.4 ampere 
Heater-Cathode Voltage: 

Peak value ... .. ... . e +200 max volts 
Average value ... ... ... ... 100 max volts 

Direct Interelectrode Capacitances 
Triode Unit: 

Grid to Plate ....... e e 1.2 pF 

Grid to Cathode, Heater, Pentode Cathode, Grid No.3, 
and Internal Shield ... ... ... .. . ... . ... ... .. 2.3 pF 

Plate to Cathode, Heater, Pentode Cathode, Grid No.3, 
and Internal Shield .. ... ... ... .. ... ... . ... .. .. ... ... ... 1.9 pF 

Pentode Unit: 
Grid No.1 to Plate ... ... ... .. . . ... . ... .. ... . i 0.005 pF 
Grid No.l to Cathode, Heater, Grid No.2, Grid No.3, 
and Internal Shield .. ......... ... ... ... ... ... ... .. ... 5.4 pl 

Plate to Cathode, Heater, Grid No.2, Grid No.3, and 
Internal Shield ...... ... .. ... .. . ... .. 3.3 pF 

1.6 pF Grid No.l to Grid No.2 ... .. .. ... ... ... ... .. .. .. ... 

% With external shield connected to cathode.



298 RCA RECEIVING TUuBe MANUAL 

Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit 

Plate Voltage ... .. ... ... ... . . . i 275 275 volts 
Grid-No.2 {Screen-Grid) Supply Voltage .. —_ 275 volts 
Grid-No.2 Voltage ............... .. .....ocoovnn.. -— See curve page 300 
Grid-No.1 (Control-Grid) Voltage: 

Positive-bias wvalue .................... ... ..., 0 0 
Negative-bias value ........................ ... 40 40 volts 

Cathode Current .................................. 20 20 mA 
Plate Dissipation .. ..... ... ... ... ... ... .. ... .. .. 1.5 2.2 watts 
Grid-No.2 Input: 

For grid-No.2 voltages up to 137.5 volts ...... —_— 0.46 watts 
For grid-No.2 voltages between 137.5 and 

275 wvolts ... ... — See curve page 300 

CHARACTERISTICS Triode Unit Pentode Unit 

Plate Voltage ..... ... ... .......... .. e 100 125 120 125 volts 
Grid-No.2 Voltage ............. ... ........ ..., —_ — 90 1256 volts 
Grid-No.1 Voltage ... . . .......... ... ......... _ -1 — —1 volt 
Grid-No.1-Circuit Resistance .......... ........ 0.1 —_ 0.1 — megohm 
Amplification Factor ....... ... ... ... ... ... .. 40 — —_ —— 
Plate Resistance ................... ... ........ — 4700 — 200000 ohms 
Transconductance ........................... . 8700 8500 13000 11000 pmhos 
Plate Current ... .. ... ... ... ... ... ... ... .. .. 12.5 13 8.5 mA 
Grid-No.2 Current ............................ — — 2.8 2.5 mA 
Grid-No.1 Voltage for plate current 

of 20 wA .. ... .. —-6 — —2.5 — volts 

MAXIMUM CIRCUIT VALUES 

Grid-No.1-Circuit Resistance: Triode Unit Pentode Unit 
For fixed-bias operation ...................... 0.5 0.25 megohm 
For cathode-bias operation ............... .... 1 0.6 megohm 

16GY5, 21GY5 BEAM POWER TUBE 

Duodecar type used as horizontal-deflection amplifier 
in television receivers. Outlines section, 39A; requires 
duodecar 12-contact socket. Types 16GY5 and 21GY5 
are identical with type 6GY5 except for heater ratings. 

12DR 
6GYS5 16GYS 21GY5 

Heater Voltage (ac/dc) 6.3 15.8 21 volts 
Heater Current .................... 1.5 0.6 0.45 amperes 
Heater Warm-up Time (Average) — 11 n seconds 
Heater-Cathode Voltage: 

Peak value ............................ +200 max =200 max =200 max volts 
Average value ......................... 100 max 100 max 100 max volts 

Class A, Amplifier 

Triode} 
CHARACTERISTICS Pentode Connection Connection 
Plate Voltage ....................... 5000 60 130 130 volts 
Grid-No.2 (Screen-Grid) Voltage ..... 130 130 130 130 volts 
Grid-No.1 (Control-Grid) Voltage ... —_ 0 —20 -—20 volts 
Amplification Factor ................ -— — — 4.7 
Plate Resistance (Approx.) .......... — — 11000 — ohms 
Transconductance —_ — 9100 — pmhos 
Plate Current ... .................... — 410%* 50 —_ mA 
Grid-No.2 Current — 244 1.75 — mA 
Grid-No.1 Voltage (’Applox) for plate 

current of 1 uzA .............. —66 — —33 — volts 

#*% This value can be measmed by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 

T Grid No.2 tied to plate. 

Horizontal-Deflection Amplifier 

For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS {Design-Maximum Values) 

DC Plate Supply Voltage ... ... ... ... ... . ... i i 770 volts 
Peak Positive-Pulse Plate Voltage# . ......... ... ... ... ........ 6500 volts
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Peak Negative-Pulse Plate Voltage ..................... .. 
DC Grid-No.2 Voltage .................. . . R lggg rr?)llg 
DC Grid-No.1 Voltage ............. R —55 volts 
Peak Negative-Pulse Grid-No.1 Voltage ................. .. ... .. .. 330 volts 
Peak Cathode Current . 800 mA 
Average Cathode Current 230 mA 
Plate Dissipation}f 18 watts 
Grid-No.2 Input ...... 3.5 watts 
Bulb Temperature (At hottest point) 220 ° 

MAXIMUM CIRCUIT VALUE 

Grid-No.1-Circuit Resistance ................................. ... 1 megohm 

# Pulse duration must not exceed 15¢% of a horizontal scanning cycle (10 microseeonds). 

Tt A bias resistor or other means is required to protect the tube in absence of excitation. 

6GY6 
6GY6/ 

SHARP-CUTOFF PENTODE 6GX6 
Miniature type used in gated-agc-amplifier circuits and 
as a noise-inverter tube in color and black-and-white 
television receivers. Tube has two independent control 
grids. Outlines section, 5C; requires miniature 7-con- 

7EN tact socket. 
Heater Voltage (8c¢/de) ....oocirininnin ittt 6.3 volts 
Heater Current . ..............c. . iititvtinet it 0.45 ampere 
Heater Warm-up Time (Average) ...................cc..oiveen. 11 seconds 
Heater-Cathode Voltage: 

Peak value ......... ... i #200 max volts 
Average value ........... ... .. i 100 max volts 

Direct Interelectrode Capacitances: 
Grid No.I to Plate ........ ... . it nenn 0.026 pF 
Grid No.1 to Cathode, Heater, Grid No.2, Grid No.3, and 

Internal Shield . ........ . ... . .. . . e 8 pF 
Grid No.1 to Grid No.3 ... ... ... ... . . ... . iiin. 0.12 pF 
Grid No.3 to Plate ........... ... 0. i, 1.6 pF 
Grid No.3 to Cathode, Heater, Plate, Grid No.l, Grid No.2, 
and Internal Shield ........... .. ... ... ... ool 6.5 pF 

Class A, Amplifier 
CHARACTERISTICS 
Plate Supply Voltage ......... . .. . . e 150 volts 
Grid-No.3 Supply Voltage ........ ... ... ... . ... i 0 volts 
Grid-No.2 Supply Voltage ........... ... .. ... .. iiiiiiiann 100 volts 
Grid-No.1 Supply Voltage ........ ... .. .. .. . i iiiiiiiivannt 0 volts 
Cathode-Bias Resistor . .......... ... .. ... .. .. i 180 ohms 
Plate Resistance (Approx.} ..... ... ... .. ...l 0.14 megohm 
Transconductance, Grid No.l to Plate .......................... 3700 pmhos 
Transconductance, Grid No.3 to Plate .......................... 750 smhos 
Plate €Current ......... ...t e 3.7 mA 
Grid-No.Z Current ......... ... . . . s 3 mA 
Grid-No.3 Supply Voltage (Approx.) for plate current of 20 pA .. —17 volts 
Grid-No.1 Supply Voltage (Approx.) for plate current of 20 pA . —4.5 volts 

Gated AGC Amplifier and Noise Inverter 

For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 
Plate VoOlLage ... ... oottt e 3060 volts 
Peak Positive-Pulse Plate Voltage# ... ..... ... ... .. ... .. ... .... 600 volts 

Grid-No.3 (Control-Grid) Voltage: 
Negative-bias value . ......... .. ... ... i 100 volts 

Positive-bias wvalue ................. ... ... . e 0 volts 

Grid-No.2 (Screen-Grid) Supply Voltage . . . 300 volts 

Grid-No.2 Voltage .. .. ..t e See curve page 300 

Grid-No.1 (Control-Grid) Voltage: 
Negative-bias value ... ... ... ... . 50 volts 

Positive-bias value . ... .. ... ... (_) volts 

Plate Dissipation ... ... . .. s 1.7 watts 

Grid-No.2 Tnput: 
1 watt For grid-No.2 voltages up to 150 volts . ... ................... 

For grid-No.2 voltages between 150 and 300 volts ............ Sce curve page 300
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Screen-Grid (Grid-No. 2) 
Input Rating Chart 

w THIS CURVE ALSO APPLIES TO TYPES 
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GRID-No.2 VOLTAGE EXPRESSED AS PER CENT OF 
MAX. GRID-No.2 SUPPLY VOLTAGE RATING 

92CS-7586TV2 

Fig. 134—Grid-No.2 input rating curve. 

For certain voltage amplifier types, 
as listed in the data section, the maxi- 
mum permissible ‘screen-grid (grid-No. 
2) input varies with the screen-grid 
voltage, as shown in the chart above. 
(This chart cannot be assumed to apply 

to types other than those for which it 
is specified in the data section.) Full 
rated screen-grid input is permissible 
at screen-grid voltages up to 50 per cent 

of the maximum rated screen-grid sup- 
ply voltage. From the 50-per-cent point 

to the full rated value of supply volt- 
age, the screen-grid input must be de- 
creased. The decrease in allowable 
screen-grid input follows a curve of the 

parabolic form. This rating chart is 
useful for applications utilizing either 
a fixed screen-grid voltage or a series 
screen-grid voltage-dropping resistor. 

When a fixed voltage is used, it is 
necessary only to determine that the 
screen-grid input is within the bound- 
ary of the operating area on the chart 

at the selected value of screen-grid 
voltage to be used. When a voltage- 
dropping resistor is used, the minimum 
value of resistor that will assure tube 
operation within the boundary of the 
curve can be determined from the fol- 

lowing relation: 

- Ecz (Ecco—Ee2) 

= Pez 
Re: 

where Ry is the minimum value for 
the voltage-dropping resistor in ohms, 
E.. is the selected screen-grid voltage 
in volts, E... is the screen-grid supply 
voltage in volts, and P.. is the screen- 
grid input in watts corresponding to Ec.
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MAXIMUM CIRCUIT VALUES 
Grid-No.3-Circuit Resistance ..................cciiiiiiiiiiinnns 0.68 megohm 
Grid-No.1-Circuit Resistance: 

For fixed-bias operation ....... . . 0.22 megohm 
For cathode-bias operation ....................... .. 0.47 megohm 

# Pulse duration must not exceed 15¢, of a hcorizontal scanning cycle (10 microseconds). 

TYPE 6GY6/6GX6 TYPE 6GY6/6GX6 
~ GRID - No. 3 VOLTS = 0 N GRID -~ No. 2 VOLTS = 100 
o GRID - No. 2 VOLTS = I00 3 GRID — No. | VOLTS = 0 

~ o 
S 20 S 20 z8 =\ Zuw £C 3 GRID-No0.3 VOLTS Egq = 2 of IN&. o NOLTSESH L | ]| 3 
L INO | S b S INY| TS eF 

&4 LN (e[ 1C2 SIS rll )-<‘=6* = 
~% 1905 05| 2= 0PN A = 
& \'7¢ >"~-__._._ ' ,_"'? o \‘?;-_—_._‘ 

w 5 /4)/""* = -1 w 2 D s i b g 
E =+ — g ° RN -6 
3 I=32 | 3 e ] 

0 100 - 200 300 0 100 200 300 
PLATE VOLTS ga¢s-11002T) PLATE VOLTS  g2cs-11003TI 

Refer to chart at end of section. 6GY8 

Refer to chart at end of section. 6GZ5 

Refer to chart at end of section. 6H6 

Refer to chart at end of section. 6H6GT 

For replacement use type 6HMb5/6HAS. 6HAS 

HIGH-MU TRIODE 6HA5-S 

Miniature type used as rf-amplifier tube in vhf tele- 

vision tuners. Outlines section, 5B; requires miniature 

7-contact socket. Type 6HASL-S is electrically identical 
with type 6HM5/6HAS. 

For replacement use type 6HB6/6HAG. 6HA6 

BEAM POWER TUBE 6HB5 
Duodecar type used as horizontal-deflection amplifier 
in television receivers. Outlines section, 15B; requires 

12BJ duodecar 12-contact socket. 

Heater Voltage (ac/de) ........ oot 6.3 volts 
Heater CUIrrent ......... ... ... iuiiit it e 1.5 amperes 
Heater-Cathode Voltage: 

Peak value ... ... ... . .0t =200 max volts 
Average value ... ... . ... .. 100 max volts
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Class A, Amplifier 

Triode* 
CHARACTERISTICS Pentode Connection Connection 

Plate Voltage ........................ 5000 60 130 130 volts 
Grid-No.2 (Screen-Grid) Voltage ...... 130 130 130 130 volts 
Grid-No.1 (Control-Grid) Voltage ...... — 0 —20 —20 volts 
Amplification Factor ......... . —_ — — 4.7 
Plate Resistance (Approx.) — —_ 11000 — ohms 
Transconductance .............. . — — 9100 — wmhos 
Plate Current ....................... — 410= 50 — mA 
Grid-No.2 Current ................... — 24e 1.75 — mA 
Grid-No.1 Voltage (Approx.) for plate 

current of 1 mA ................ —66 — —33 — volts 

* Grid No.2 tied to plate. 

» This value can be measured by a method involving a recurrent waveform such -that the 
maximum ratings of the tube will not be exceeded. 

Horizontal-Deflection Amplifier 

For operation in a 525.line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 

DC Plate Supply Voltage ... ... ... ... .. .. . i 770 volts 
Peak Positive-Pulse Plate Voltage# .............................. 6000 volts 
Peak Negative-Pulse Plate Voltage ............... .. ............. 1500 volts 
DC Grid-No.2 Voltage ........ ... ..o i iiir i, 220 volts 
DC Grid-No.1 Voltage ... ... ... ... ... . ..ciiiiiinni.. —55 volts 
Peak Negative-Pulse Grid-No.l Voltage .......................... 330 volts 
Peak Cathode Current ................ .. ... . iiiiiiiininnnnnnnn. 800 mA 
Average Cathode Current ............ ... ... ... ... . iiiiiieninoin. 230 mA 
Plate Dissipationt ............. . .. .. e i8 watts 
Grid-No.2 Input ... .. ... e 3.5 watts 
Bulb Temperature (At hottest point) ... .......................... 220 °C 

MAXIMUM CIRCUIT VALUE 

Grid-No.1-Circuit Resistance ................ .. ..., 1 megohm 

# Pulse duration must not exceed 159% of a horizontal scanning cycle (10 microseconds). 

F A bias resistor or other means is required to protect the tube in absence of excitation. 

6HB66I.;§?'I A6 Refer to chart at end of section. 

6HB7 MEDIUM-MU TRIODE— 
SHB7 SHARP-CUTOFF PENTODE 

Miniature type used as combined oscillator and mixer 
tube in color and black-and-white television receivers 
utilizing an intermediate frequency in the order of 
40 MHz. Outlines section, 6B; requires miniature 9- 

contact socket. Type 5HB7 is identical with type 6HB7 
except for heater ratings, 

5HRB7 
Heater Voltage (ac/de) .................cciivunnn. 4.7 6.3 volts 
Heater Current ..... ... . ... .. .. c.iiieniiriinnnnnn 0.6 0.45 ampere 
Heater Warm-up Time (Average) ................... 11 11 seconds 
Heater-Cathode Voltage: 

Peak value ............ciiiiiiiiniiiiiina. +200 max =200 max volts 
Average value ................ ..., 100 max 100 max volts 

Direct Interelectrode Capacitances :a 
Triode Unit: 
Grid to Plate ... ... ... . . 1.9 pF 
Grid to Cathode, Heater, Pentode Grid No.3, and Internal Shield 3 pF 
Plate to Cathode, Heater, Pentode Grid No.3, and Internal Shield 1.9 pF 

Pentode Unit: 
Grid No.l to Plate ...... ... ...t 0.010 max pF 
Grid No.1l to Cathode, Heater, Grid No.2, Grid No.3, and . 
Internal Shield . ... ... ... .. . ... ) pF 

Plate to Cathode, Heater, Grid No.2, Grid No.3, and Internal ) 
Shield ... ... 3.4 pF 

Heater to Cathodes .. ....... ......... 3.8 pF 

a With external shield connected to cathode except as noted. 

= With external shield connected to ground. 
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Class A, Amplifier 

MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit 

Plate Voltage ...... ... ... ... . .. il 330 330 volts 
Grid-No.2 (Screen-Grid) Supply Voltage ............ — 330 volts 
Grid-No.2 Voltage ... ... .. .. ... ... 0. iieinnenenn — See curve page 300 
Grid-No.l (Control-Grid) Voltage: 

Positive-bias value .............. ... ... ... ... 0 0 volts 
Plate Dissipation ............ ... ... . .. . iiiiiiia. 2.5 3.1 watts 
Grid-No.2 Input: 

Yor grid-No.2 voltages up to 165 volts . ... ...... — 0.55 watt 
For grid-No.2 voltages between 165 and 330 volts — See curve page 300 

CHARACTERISTICS 

Plate Supply Voltage .........................c.... 150 125 volts 
Grid-No.2 Supply Voltage .................... .. .0 — 125 volts 
Grid-No.1 Supply Voltage ..................ccovuunn 0 —1 volts 
Cathode-Bias Resistor .............................. 56 — ohms 
Amplification Factor .............. ... ... ... .. 40 — 
Plate Resistance (Approx.) ........................ 0.005 0.2 megohm 
Transconduetance .................. . ciiiiuieieniann 8500 6400 pmhos 
Plate Current .................. .. ... 18 12 mA 
Grid-No.2 Current ............ .ot iiiineiueannnenn — 4 mA 
Grid-No.1 Voltage (Approx.) for plate current of 

BA e -—12 —9 volts 

MAXIMUM CIRCUIT VALUES 

Grid-No.1-Circuit Resistance: 
For fixed-bias operation ........................ 0.5 0.25 megohm 
Yor cathode-bias operation ...................... 1 0.5 megohm 

TYPE 6HB7 TYPE 6HBY PENTODE l;!NIT 
TRIODE UNIT ~ GRID -No.2 VOLTS =125 

3] 

9 o 
& 50 p! 

% 40 Py ~ fg 20 0 

3 L /2 £32 T -08 & - 
g0 7 /A”, 319 GRID —Nojl VOLTS ECi==} —] 
w S 7 * [ |-s = 20 < 570, 3 10 == — 
< G ’/ X A 5 - Foloa]  iCew | -2 
= 1ol— §r o ) 1 2 s { Y i S S S R P X - < i X B v 

é// -l -6 a = ==<F=—f <D _5%5 

[+] 100 200 300 400 0 100 200 300 400 

PLATE VOLTS 92C5-9866T PLATE VOLTS  92Cs-9867Ti 

Refer to chart at end of section. 6HD7 

Refer to chart at end of section. 6HES 
For replacement use type 6JB5/6HES, 

BEAM POWER TUBE 6HF5 

Duodecar type used as horizontal-deflection amplifier 
in color and black-and-white television receivers. Out- 
lines section, 16B; requires duodecar 12-contact socket. 
Heater: volts (ac/dc), 6.3; amperes, 2.25; maximum 
heater-cathode volts, 200 peak, 100 average.
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Class A, Amplifier 
Triode* 

CHARACTERISTICS Pentode Connection Connection 

Plate Voltage ...... .. ... .. ...... 5000 70 176 125 volts 
Grid-No.2 (Screen Grld) Voltage .. . 125 125 125 125 volts 
Grid-No.1 (Control-Grid) Voltage . — 0 —25 —25 volts 
Amplification Factor ................. — 

— 5600 
— 3 

Plate Resistance (Approx.) .......... — — ohms 
Transconductance .................... — —_— 11300 — pmhos 
Plate Current ....................... — 570" 125 — mA 
Grid-No.2 Current ................... — 34w 4.5 — mA 
Grid-No.1 Voltage (Approx ) for plate 

current of 1 mA ... .......... ... —140 —_ —54 — volts 

* Grid No.2 tied to plate, 

» This value can be measured by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 

Horizontal-Deflection Amplifier 

For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 

DC Plate Supply Voltage . ....... .. .. ... .. . ... i 900 volts 
Peak Positive-Pulse Plate Voltage# (Absolute Maximum) ........ 75004 volts 
Peak Negative-Pulse Plate Voltage .................. ... ......... 1100 volts 
DC Grid-No.2 Voltage . ... ... ... .. . ... 190 volts 
Peak Negative-Pulse Grid-No.1 Voltage .......................... 250 volts 
Peak Cathode Current ....... ... ... ... . ... ... ... ............. 1100 mA 
Average Cathode Current ........... ... . ... ... ... ... ... ..... 315 mA 
Plate Dissipationt . ..... ... .. . . . ... 28 watts 
Grid-No.2 Input ... ... . e 5.6 watts 
Bulb Temperature (At hottest point) ............ ... ......... ... 225 °C 

MAXIMUM CIRCUIT VALUE 
Grid-No.1-Circuit Resistance .............. ... ... ... iiiuieoin. 1 megohm 

# Pulse duration must not exceed 159 of a horizontal scanning cycle (10 microseconds). 

4 Under no circumstances should this absolute value be exceeded. 

+ A bias resistor or other means is required to protect the tube in absence of excitation. 

6HFS8 HIGH-MU TRIODE— 
10HF8 SHARP-CUTOFF PENTODE 

Miniature type used in color and black-and-white tele- 
vision receiver applications. The triode unit is used 
in high-gain, sound-if stages and in sync-separator, 
sync-clipper, and phase-inverter circuits; the pentode 
unit is used as a video-output amplifier. Outlines sec- 
tion, 6E; requires miniature 9-contact socket. For 9DX 
curves of average characteristics, refer to type 6AWS8SA for the triode unit 
and to type 6EB8 for the pentode unit. Type 10HFS8 is identical with type 
6HF8 except for heater ratings. 

6HF8 10HF8 
Heater Voltage (ac/de) ............ccoiiiiininin.n. 6.3 10.5 volts 
Heater Current ......... ... ..ititiieievrunnnnnons 0.75 0.45 ampere 
Heater Warm-up Time (Average) .................. —_— 11 seconds 
Heater-Cathode Voltage: 

Peak value ......... ... ... . ... i 200 max =200 max volts 
Average value ........................cc...... 100 max 100 max volts 

Direct Interelectrode Capacitances: 
Triode Unit: 

Grid to Plate ... . ... .. .. . e 3.5 pF 
Grid to Cathode, Heater, Pentode Cathode, Grid No.3 
and Internal Shield ............ ... ... . ... . .. ... . .. .ici.0e. 2.8 pF 

Plate to Cathode, Heater, Pentode Cathode, Grid No.3, 
and Internal Shield ................ ... ... .............. - 2.6 ¥ 

Pentode Unit: 
Grid No.1 to Plate ............ . . .. .. i 0.1 max pF 
Grid No.1 to Cathode, Heater, Grid No.2, Grid No.3, 
and Internal Shield ..... ... ... ... .. ... ... ... .00 10 pF 

Plate to Cathode, Heater, Grid No. 2, Grid No.3, 
and Internal Shield ........... ... ... ... ... .. ... 00 4.2 pF 

Triode Grid to Pentode Plate ..................ccociiiiiiinun.. 0.015 max pF
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Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit 
Plate Voltage .............. ... .. .................. 330 330 volts 
Grid-No.2 (Screen-Grid) Supply Voltage ............ — 330 volts 
Grid-No.2 Voltage ... ... .. ... .. . . . . iiiueiii. — See curve page 300 
Grid-No.1 (Control-Grid) Voltage, Positive-bias value 0 0 volts 
Plate Dissipation ............. .. ... .. ... .. ...c.... 1 b watts 
Grid-No.2 Input: 

For grid-No.2 voltages up to 165 volts .......... — 11 watts 
For grid-No.2 voltages between 165 and 330 volts — See curve page 300 

CHARACTERISTICS Triode Unit Pentode Unit 

Plate Supply Voltage ...................... 200 45 200 volts 
Grid-No.2 Supply Voltage .................. — 125 125 volts 
Grid-No.1 Voltage ......................... —2 0 —_ volts 
Cathode-Bias Resistor ...................... — — 68 ohms 
Amplification Factor ....................... 70 —_ — 
Plate Resistance (Approx.) 17500 — 75000 ohms 
Transconductance ...................... ... 4000 — 12500 pmhos 
Plate Current ...................... . 4 40¢ 25 mA 
Grid-No.2 Current .................. — 15 7 mA 
Grid-No.1 Voltage (Approx.) for plate current 

of 100 upA — — —9 volts 
Grid-No.1 Voltage (Approx.) for plate current 

of 2 —6 — — volts 

MAXIMUM CIRCUIT VALUES 

Grid-No.1-Circuit Resistance: Triode Unit Pentode Unit 
For fixed-bias operation . ... .. .................. 0.5 0.25 megohm 
For cathode-bias operation ..................... 1 1 megohm 

¢ This value can be measured by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 

Refer to chart at end of section. 6HG5 

Refer to chart at end of section. 6HG8 

6HG8/ 
MEDIUM-MU TRIODE— 

SHARP-CUTOFF PENTODE ECF86 
SHGS8/LCF86 
THG8/PCF86 

Miniature type with frame-grid pentode unit used as 
combined oscillator and mixer tubes in vhf color_ a:nd 

black-and-white television receivers. Outlines section, 6B; requires minia- 
ture 9-contact socket. Types 5HG8/LCKF86 and THG8/PCF86 are identical 
with type 6HHG8/ECF86 except for heater ratings. 

5HG8/ 6HGS8/ THG8/ 
LCF86 ECF86 PCF86 

Heater Voltage (ac/de) .......... ........... 5.3 6.3 7.2 volts 
Heater Current ............................ 0.45 0.34 0.3 ampere 
Heater Warm-up Time (Average) .......... 11 — — seconds 
Peak Heater-Cathode Voltage ............... 100 max 100 max =100 max volts 

Class A, Amplifier 

MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit 
Plate Voltage ....... ... .. . . ... i 125 250 volts 
Grid-No.2 (Screen-Grid) Voltage ................... — 150 volts 
Cathode Current ............ ... .. ... ... .. .oviinn 15 18 mA 
Plate Dissipation ........... ... ... .. ... .. 0 e 1.5 - 2 watts 
Grid-No.2 Input ............. ... . . ... i — 0.5 watt 

CHARACTERISTICS 

Plate Voltage ........ ... ... . ... it 100 170 volts 
Grid-No.2 Voltage ........ ... .. .. ... . .. .. iiiiiiion, — 150 volts 
Grid-No.1 (Control-Grid) Voltage .................. —3 —1.2 volts 
Amplification Factor ................. .. . ... 17
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Mu-Factor, Grid No.2 to Grid No.1 ................. — 70 
Plate Resistance (Approx.} .... .. — 0.35 megohm 
Transconductance ......... .. 5500 12000 umhos 
Plate Current .......... R 14 10 mA 
Grid-No.2 Current ........... .. .. iieirvevennnnen —_— 3.3 mA 

MAXIMUM CIRCUIT VALUES 
Grid-No.1-Circuit Resistance: 

For fixed-bias operation ..................c... — 0.25 megohm 
For cathode-bias operation ..................... 0.5 0.5 megohm 

6HJ5 Refer to chart at end of section. 

6HJ8 Refer to chart at end of section. 

6HK5 Refer to chart at end of section. 

MEDIUM-MU TRIODE— 
6HL8 SHARP-CUTOFF PENTODE 

Miniature type used in color and black-and-white tele- 
vision receiver applications. The triode unit is used as 
a sync-separator or voltage-amplifier tube, and the 
pentode unit is used as a video if-amplifier, age-ampli- 
fier, or reactance tube. Outlines section, 6B; requires 

miniature 9-contact socket. Heater: volts (ac/de), 6.3; 
amperes, 0.6; warm-up time (average), 11 seconds; 

maximum heater-cathode volts, =200 peak, 100 average. 

Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit 

Plate Voltage . ... ... . .. ... .. 0o 330 330 volts 
Grid-No.2 (Screen-Grid) Supply Voltage ............ —_ 330 volts 
Grid-No.2 Voltage ... ... .. ...... . cuiiiiiiiiiue.on — See curve page 300 
Grid-No.1 (Control-Grid) Voltage, Positive-bias value 0 0 volts 
Plate Dissipation .............. ... ... .. ... ... 2.5 2.5 watts 
Grid-No.2 Input: 

For grid-No.2 voltages up to 165 volts ........... — 0.55 watt 
For grid-No.2 voltages between 165 and 330 volts — See curve page 300 

CHARACTERISTICS 
Plate Voltage ............ ... ...... ..., 125 125 volts 
Grid-No.2 Voltage ............. ... ... ... ... —_ 125 volts 
Grid-No,1 Voltage ........................coocviinn —1 —1 volt 
Amplification Factor ........ ...................... 40 _— 
Plate Resistance (Approx.) ......................... 5000 150000 ohms 
Transconductance ........ ... ... ... ... e 7000 10000 upmhos 
Plate Current ............... ... ... . .. . ..., 12.5 12 mA 
Grid-No.2 Current ......... ... ... ... .. ccooieeiion — 4.5 mA 
Grid-No.1 Voitage (Approx.) for plate current of 

20 A e — —T7 volts 

MAXIMUM CIRCUIT VALUE 

Grid-No.1-Circuit Resistance ....................... 1 -— megohm 

6HM5 For replacement use type 6HMb5/6HAS. 

SHMS/2HAS HIGH-MU TRIODE 
3HMS/IHAS 
4HMS5/4HAS 

Miniature type used as rf-amplifier tube in vhf color 
and black-and-white television tuners. Qutlines section, 

5C; requires miniature 7-contact socket. Types ZHM5/ 

2HAS, 3HM5/3HA5, and 4HM5/4HAB are identical 
with type 6HM5/6HA5 except for heater ratings. 
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2HM5/ 3HM5/ 4HM5/ 6HM5/ 
2HAS5 3HAS 4HAS5 6HAS5 

Heater Voltage (ac/dc) .......... 2.0 2.1 4.0 6.3 volts 
Heater Current  ................ 0.6 0.45 0.3 0.18 ampere 
Peak Heater-Cathode Voltage *+110 max =110 max =*=110max =110 max volts 

Direct Interelectrode Capacitances: 
Grid to Plate ... ... ... ... 0.36 pF 
Grid to Cathode, Heater, Internal Shield, and External Shield 4.3 pF 
Plate to Cathode, Heater, Internal Shield, and External Shield 0.080 pF 
Cathode to Plate ...... ... ... ..... .. .. ............ . 2.9 pF 
Cathode to Heater, Grid, Internal Shield, and External Shield 3.1 pF 
Heater to Cathode 2.3 pF 
Heater to Grid ....................... 0.070 max pF 

Class A, Amplifier 

MAXIMUM RATINGS (Design-Maximum Values) 

DC Plate Voltage .. ........oiii it e 220 volts 
DC Plate Supply Voltage . ... . . ... ... . e 600 volts 
Grid Voltage ............... . i it —50 volts 
Cathode Current ............ ... . ... .iiiiiiiieieienniiiiiianennn 22 mA 
Plate Dissipation .......... ... ... ... . e 2.6 watts 

CHARACTERISTICS AND TYPICAL OPERATION 

Fixed Bias Cathode Biag 
DC Plate Supply Voltage ............ 135 135 135 135 volts 
Plate-Load Resistor ................. —_ —_ 1000 5600 ohms 
Internal-Shield Voltage .............. 0 0 0 0 volts 
DC Grid Voltage ..................... —1 —2.7 — — volts 
Cathode-Bias Resistor ............... — — 0 87 ohms 
Amplification Factor ................. 72 — 80 72 
Transconductance .................... 14500 1500 20600 14500 #mhos 
Plate Current ....................... 11.5 —_ 19 11.5 mA 
DC Grid Current — —_ 10 — LA 
Grid-No.1 Voltage for one-per-cent 
transconductance ................ .. -_ _ —b5.3 —8.1 volts 

Refer to chart at end of section. 6HM6 

HIGH-MU TRIODE 6HQS5 
2HQS, 3HQS, 4HQS 

Miniature type used as grounded-cathode rf-amplifier 
tube in vhf tuners of television receivers. Outlines sec- 
tion, 5C; requires miniature 7-contact socket. Types 
2HQ5, 3HQ5, and 4HQ5 are identical with type 6HQ5 
except for heater ratings. 

2HQ5 3HQ5 4HQ5 6HQ5 
Heater Voltage (ac/de) .......... 2.4 3 4.2 6.8 volts 
Heater Current .................. 0.6 0.45 0.3 0.2 ampere 
Heater Warm-up Time (Average) . 11 11 11 — seconds 
Peak Heater-Cathode Voltage.... =100 max =100 max =*100max =100 max volts 
Direct Interelectrode Capacitances (Approx.):* 

Grid to Plate . ... .. ... ... 0.52 pF 
Grid to Cathode, Heater, and Internal Shield ................ 5 pF 
Plate to Cathode, Heater, and Internal Shield ................ 3.5 pF 
Heater to Cathode ........ ... ... . ... . . .. i, 2.5 pF 

* With external shield connected to cathode. . 

Class A, Amplifier 

MAXIMUM RATINGS (Design-Maximum Values) 

Plate Voltage . ..... ... ...ttt iiaaaaninians 200 volts 
Grid Voltage, Negative-bias Value ......... e e 50 volts 
Cathode Current ..............c....ciiiieriiiiiiiiiiiaininennn 22 mA 
Plate Dissipation ........ ... .. .. i 2.5 watts
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CHARACTERISTICS 

Plate Voltage ...... ... ittt et iearineenaaanns 135 volts 
Grid Voltage ... ... i e —1 volt 
Amplification Factor ............. ... ... . . ..ol 78 
Plate Resistance ...............cioiiiiiiiiiiiiineinainnnnnens 5400 ohms 
Transcondetanee . ... ... ... .ttt i e 15000 umhos 
Plate Current ........ ... . it i e 11.5 mA 
Input Resistance®* ... .. .. . . . . . . ... 275 ohms 
Input Capacitance®* ...... ... . ... ... .. . . i 11.2 pF 
Noise Figure# ... . ... e e 4.7 dB 
Grid Voltage (Approx.) for transconductance of 150 pmhos ........ —4.2 volts 
Grid Voltage (Approx.) for transconductance of 1500 umhos ....... —2.5 volts 

MAXIMUM CIRCUIT VALUE 

Grid-Circuit Resistance, for cathode-bias operation ............... 1 megohm 

“lMeasured at 200 MHz with heater volts = 6.3 volts and plate effectively grounded for rf 
voltages. 

# For a neutralized triode amplifier at a frequency of 200 MHz with signal source impedance 
adjusted for minimum noise output. 

6HR5 Refer to chart at end of section. 

6HR6 Refer to chart at end of section. 

6HS5 BEAM TRIODE 
Duodecar type used as a pulse-type regulator in the 
high-voltage power supply of color television receivers. 
Outlines section, 15F; requires duodecar 12-contact 
socket. Heater: volts (ac/dc), 6.3; amperes, 1.5. 12GY 

Class A: Amplifier 

CHARACTERISTICS 

Pulse Plate Voltage* ........ O 3500 volts 

Grid No.2 (Beam Plate) ......... Connected to cathode at socket 
Grid-Voltage, Negative-bias value ........ . ... ... ... ... ... .. 4.4 volts 
Peak Plate Current .......... ... .. . ... ... .. 300 mA 
Amplification TFactor ......... ... .. . . 300 
Transconduetanee ... .. ... ...t iitit i s 65000 umhos 
Plate Resistance (ADDroX.) ...........ocu.iiuiiioiniaiiiiinn. 4600 ohms 
Grid Voltage (Approx.) for plate current of 1 mA ................ —13 volts 

* Duty cycle of the pulse must be less than 2.5%. 

High-Voltage Regulator Service 

For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 

Peak Plate Voltage# .......... .. . . ittt 5500 volts 
Plate Dissipation ... ... ... ittt et 30 watts 
Peak Plate Current .......... ... . ... ... . i 326 mA 
Heater-Cathode Voltage: 

Pezk value ..... R L. o .. .. --200 —450 volts 
Average value .. e 100 volts 

Bulb Temperature (At hottest point) 220 °C 

MAXIMUM CIRCUIT VALUE 

Grid-Cireuit Resistance® .. ... ... .. ... . . ittt 0.1 megohm 

# Pulse duration must not exceed 159, of a horizontal scanning ecycle (10 microseconds). 
A Larger values of grid-circuit resistance may be used if provisions are made to protect 
the tube.


