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6HZ6 SHARP-CUTOFF PENTODE 
SHZ6 

Miniature type used as sound-detector tube in FM and 
color and black-and-white television receivers. Tube 
has two independent control grids. Outlines section, 
5C; requires miniature 7-contact socket. Type BHZ6 
is identical with type 6HZ6 except for heater ratings. 

5HZ6 
Heater Voltage (ac/de) ...............c.civiiiinna. 4.75 6.3 volts 
Heater Current ................... . ... ciiiiviiins 0.6 0.45 ampere 
Heater Warm-up Time (Average) ................ 11 11 seconds 
Heater-Cathode Voltage: 

Peak wvalue ............. ... .. i, +200 max *200 max volts 
Average value ............ ... ... .. .0 100 max 100 max volts 

Direct Interelectrode Capacitances (Approx.): 
Grid No.l to Plate ........ ... . . it 0.023 pF 
Grid No.1 to Cathode, Heater, Grid No.2, Grid No.3, and 

Internal Shield ....... ... . it 8.2 pF 
Grid No.l to Grid No.3 0.09 pF 
Grid No.3 to Plate ... ... .. . i i 1.6 pF 
Grid No.3 to Cathode, Heater, Grid No.1, Grid No.2, Plate, 
and Internal Shield ........... ...t iiiiiiiiaiian, 7.2 pF 

Class A; Amplifier 

CHARACTERISTICS 

Plate Supply Voltage ... it 150 volts 
Grid-No.3 Supply Voltage .......... ... .. . i, 0 volts 
Grid-No.2 Supply Voltage ............ ... . ... . iiiiiiiiiians 100 volts 
Grid-No.1 Supply Voltage ...ttt iiiiinennnas 0 volts 
Cathode-Bias Resistor ... ... .. it 180 ohms 
Plate Resistance {(ADPDYroX.) ... .. cniuiiint et 0.11 megohm 
Transconductance, Grid No.l to Plate ........................... 3400 pmhos 
Transconductance, Grid No.3 to Plate ........ e e 600 pmhos 
Plate Current ....... .. ... .. . e 3.2 mA 
Grid-Ne.2 Current ... .. ... i e 3.2 mA 
Grid-No.3 Supply Voltage (Approx.) for plate current of 20 pA .. —7 volts 
Grid-No.1 Supply Voltage (Approx.) for plate current of 20 pA . —4.5 volts 

TYPE .6HZ6 - TYPE 6HZ6 
| _GRID-No.3 VOLTS=0 & 151 SRID-No.2 VOLTS<I00 
GRID~No,2 VOLTS =100 = GRID=No. | VOLTS=0 

~ 
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3 ~ &3 > =~ 
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PLATE VOLTS 92C5-11792T PLATE VOLTS 92C5-117937 

FM Sound Detector 

MAXIMUM RATINGS (Design-Maximum Values) 
Plate Voltage ... .. ... . i i e 300 volts 
Grid-No.8 (Control-Grid) Voltage: A 

Negative value (de and peak ac) .......................... 100 volts 
Positive value (de and peak ae) ............................ 256 volts 

Grid-No.2 (Screen-Grid) Supply Voltage ........................ 300 volts 
Grid-No.2 Voltage ....... ... . it i See curve page 300 
Grid-No.1 (Control-Grid) Voltage: 

Negative-bias wvalue ....... ... .. i i i 50 volts 
Positive-bias value ........ ... ... i 0 volts 

Plate Dissipation ......... .o iiitiiiieiritiiir i 1.7 watts
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Grid-No.3 Input ...... .. it e 0.1 watt 
Grid-No.2 Input: 

For grid-No.2 voltages up to 150 volts ..................... . 1 watt 
For grid-No.2 voltages between 150 and 800 volts ........... See curve page 300 

MAXIMUM CIRCUIT VALUES 
Grid-No.3-Circuit Resistance ............. ... ... . iiiiiiiavin., 0.68 megohm 
Grid-No.1-Circuit Resistance: 

For fixed-bias operation ................ ... .. . i, 0.22 megohm 
For cathode-bias operation ................ ... i, 0.47 megchm 

Refer to chart at end of section. 6HZS8 

Refer to chart at end of section. 6J4 

Refer to chart at end of section. 6JAWA 

. 6J5 
Refer to chart at end of section. 6J5GT 

Refer to chart at end of section. 6J6 

MEDIUM-MU TWIN TRIODE 6J6A 

5J6 

Miniature type used as combined rf power amplifier 
and oscillator or as twin af amplifier. With push-pull 
arrangement of the grids and the plates in parallel, 
this type can also be used as a mixer at frequencies 
as high as 600 MHz. Qutlines section, 5C; requires 

miniature 7-contact socket. Type 5J6 is identical with 
type 6J6A except for heater ratings. 

5J6 6J6A 
Heater Voltage (ac/de) ........ ... .. i iiiiiiininn 4.7 6.3 volts 
Heater Current ................ .. ... ... iivniinnns 0.6 0.45 ampere 
Heater Warm-up Time (Average) ................ 11 11 seconds 
Peak Heater-Cathode Voltage .................... 100 max =100 max volts 
Direct Interelectrode Capacitances 

(Each Unit, Approx.): Unshielded Shielded 
Grid to Plate ............ ... ... el 1.6 1.6 pF 
Grid to Cathode and Heater .................. 2.2 2.6 pF 
Plate to Cathode and Heater (Unit No.l) .... 0.4 1.6 pF 
Plate to Cathode and Heater (Unit No.2) .... 0.4 1 pF 

Class A. Amplifier 

MAXIMUM RATINGS (Cesign-Maximum Values) 
Plate Voltage ... ...t e 300 volts 
Grid Voltage, Positive-bias value ....... ... ... ... ... ... ....... 0 volts 
Plate Dissipation ...... ... ... 1.5 watts 

CHARACTERISTICS 

Plate Voltage ....... .. . . e 100 volts 
Cathode-Bias Resistor 501 ohms 
Amplification Factor 38 
Plate Resistance (ADPDIroxX.) ......... .ot iiinimn i, 7100 ohms 
Transconductanee . ... ....... .ttt e 5300 umhos 
Plate Current . ............ i : 8.5 mA 

MAXIMUM CIRCUIT VALUES 

Grid-Circuit Resistance: 
For fixed-bias operation ....... ... .. ... ... ... ... ... .. Not recommended 
For cathode-bias operation 0.5 megohm 

+ Value is for both units operating at the specified conditions. 
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RF Power Amplifier and Oscillator—Class C Telegraphy 

Key-down conditions per tube without modulation 

MAXIMUM RATINGS (Design-Center Values, Each Unit) 

Plate Voltage ... .. ... .. i ittt inaanaanenns 300 volts 
Grid Voltage: 

Negative-bias value ........ .. ... ... .. .. .. i 40 volts 
Positive-bias wvalue ........... ... ... . .o 0 volts 

Plate Current ... ... ... ... i et 15 mA 
Grid Current ... ... L e 8 mA 
Plate Input .. ... e e s 4.5 watts 
Plate Dissipation . ......... ...ttt iiiiire it i 1.5 watts 

TYPICAL PUSH-PULL OPERATION (Both Units) 
Plate Voltage . ........... .. .0 ittt 150 volts 
Grid Voltage® ... ... . .. . i e .. —10 volts 
Plate Current ... ... .. ... . ... . . .. 30 mA 
Grid Current (ADPDPIroxX.) ... ..ottt e 16 mA 
Driving Power (ADDroxX.) ....... ..ottt i, 0.35 watt 
Power Output (Approx.) ... ... .. ... i e 3.5 watts 
¢ Obtained by grid resistor (625 ohms), cathode-bias resistor (220 ohms), or fixed supply. 

6J6WA Refer to chart at end of section. 

6J6WB Refer to chart at end of section. 

617 
6J7G Refer to chart at end of section. 

6J7GT 

6J8G Refer to chart at end of section, 

619 Refer to chart at end of section. 

6J10 Refer to chart at end of section. 
For replacement use type 6Z10/6J10. 

6J11 Refer to chart at end of section. 

6JA5 Refer to chart at end of section. 

6JB5 For replacement use type 6JB5/6HES. 

6JB5/6HE5 BEAM POWER TUBE 
Duodecar type used as vertical-deflection amplifier in 
television receivers. Outlines section, 15D; requires duo- 
decar 12-contact socket. 

Heater Voltage (ac/dc) ........ .. it i 6.3 volts 
Heater Current ... ... ... . .. . ... i 0.8 ampere 
Heater Cathode Voltage: 

Peak value ... .. ... ... =200 max volts 
Average value . ... ... e 100 max volts 

Direct Interelectrode Capacitances: 
rid No.l to Plate ... .. .. ... .. 0.49 pF 

Grid No.1 to Cathode, Heater, Grid No.2, and Grid No.3 ...... 9.5 pF 
Plate to Cathode, Heater, Grid No.2, and Grid No.3 ....... ... 6.5 pF 

Class A, Amplifier 
CHARACTERISTICS 
Plate Voltage ............. ... ... ... ... .. ..o 60 250 volts 
Grid-No.2 (Screen-Grid) Voltage .................... 250 250 volts 
Grid-No.1 (Control-Grid) Voltage .................. 0 —20 volts 
Plate Resistance (Approx.} .........ceoeiveveiivinns — 50000 ohms 
Transconductance ................c.u.iiiuiaenannn — 4100 umhos 
Plate Current ................. ... ... 180" 43 mA 
Grid-No.2 Current ................ ... ... ........... 20m= 3.5 mA 
Grid-No.1 Voltage (Approx.) for plate current of 

100 A e — ~—50 volts
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= This value can be measured by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 

Vertical-Deflection Amplifier 

For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 

DC Plate Voltage .. .............. ... .. ... ... i .. 350 volts 
Peak Positive-Pulse Plate Voltage# .............................. 2500 volts 
Grid-No.2 Voltage ............... ..o iiiiiiirii .. 300 volts 
Peak Cathode Current ......................cooviiiiniuienii .. 260 mA 
Average Cathode Current .....................co.oiioii .. 75 mA 
Plate Dissipationt ............. ... ........... . 15 watts 
Grid-No.2 Inputt .............. R 2.75 watts 
Bulb Temperature (At hottest point) ... .................. .. ..... 300 

MAXIMUM CIRCUIT VALUES 

Grid-No.1-Circuit Resistance: 
For fixed-bias operation ......................... ... ... ..... 1 megohm 
For cathode-bias operation ... ... ... .... ... ... ... ............. 2.2 megohms 

# Pulse duration must not exceed 15% of a vertical scanning cycle (2.5 milliseconds). 

T A resistor or other means is required to protect the tube in absence of excitation. 

Refer to chart at end of section. 6JB6 

BEAM POWER TUBE 6JB6A 
12JB6A, 17IB6A 

Novar types used as high-efficiency horizontal-deflec- 
tion amplifiers in television receivers. Qutlines section, 
32A; requires novar 9-contact socket. Types 12JB6A 

and 17JB6A are identical with type 6JB6A except for 
9QL heater ratings. 

6JB6A 12JB6A  17JB6A 
Heater Voltage (ac/de) .................... 6.3 12.6 16.8 volts 
Heater Current ................ .. ... ccouannn 1.2 0.6 0.45 amperes 
Heater Warm-up Time (Average) .......... — 11 11 seconds 
Heater-Cathode Voltage: 

Peak wvalue ...... +200 max =200 max 200 max volts 
100 max 100 max 100 max  volts Average value 

Direct Interelectrode Capacitances (Approx.): 
Grid No.l to Plate ....... ... . . ... . . it 0.2 pF 
Grid No.1 to Cathode, Heater, Grid No.2, and Grid No.3 .. . 15 pF 
Plate to Cathode, Heater, Grid No.2, and Grid No.3 .......... 6 pF 

Class A, Amplifier 

Triode Pentode 
CHARACTERISTICS Connectiont Connection 

Plate Voltage ............... ... ..., 150 60 150 volts 
Grid No.3 (Suppressor Grid) ............... Connected to cathode at socket 
Grid-No.2 (Screen-Grid) Voltage ............ — 150 150 volts 
Grid-No.1 (Control-Grid) Voltage ......... ... —22.5 0 —225 volts 
Mu-Factor, Grid No.2 to Grid No.l ........ 4.4 — — 
Plate Resistance (Approx.) ................ — -— 15000 ohms 
Transconductance .......................... —_— — 7100 tmhos 
Plate Current .............................. — 390w 70 mA 
Grid-No.2 Current .......................... — 32s 2.1 mA 
Grid-No.1 Voltage for plate current of 1 mA — —  —42 volts 

4 Grid No.2 connected to plate. 

= This value can be measured by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 

Horizontal-Deflection Amplifier 

For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 

DC Plate Supply Voltage .......... ... . . . i iiiiernnnnnnn.. 770 volts 
Peak Positive-Pulse Plate Voltage# .............................. 6500 volts
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Peak Negative-Pulse Plate Voltage ............... ... .. .. .. . ... 1500 volts DC Grid-No.3 Voltagety .......... ... ... ... ... . ... 70 volts DC Grid-No.2 Voltage ............ .. .. .. ... . . ... ...t 220 volts DG Grid-No,1 Voltage ........................ .. ... —55 volts Peak Negative-Pulse Grid-No.l1 Voltage ......... . ... . .7/""" 330 volts. Peak Cathode Current ............. . ... ... ... ..ottt 550 mA Average Cathode Curvent ........ .. ... ... .. . ... .t 175 mA Plate Dissipations ... ... . ... . . ... . .. . oot 17.5 watts Grid-No.2 Input ................ .. ... ... ... . 3.5 watts 
Bulb Temperature (At hottest point) 

MAXIMUM CIRCUIT VALUE 
Grid-No.1-Circuit Resistance, for grid-resistor-bias operation .... 1 megohm 
# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microsecopd§). 
¥ For horizontal-deflection service, a positive voltage may be applied to grid No.3 to minimize 
*snivets” interference in both vhf and uhf television receivers. A typieal value is 3Q vqlts. 
* A bias resistor or other means is required to protect the tube in absence of excitation. 

TYPE 6JB6A 
GRID No. 3 CONNECTED TO 

450} CATHODE AT SOCKET 
GRID -No.2 VOLTS =150 g o 

» GRID-No. 1 VOLTS ECIZ0 | 
4400 e 
w 

% / Ib ot g 300 P’—_— 150 

~ \ ’alm 
= ~10 Q 
% 200 5C2 —=F—Jio0t & 
[~ rEci-o ] g8 
& 100 -20 iso T 2 
« — 25| 23 

== B s &=z 

0 40 60 (20 160 200 240 
PLATE VOLTS 92¢$-i83s5T) 

6JC6 Refer to chart at end of section. 

6JCO6A  sHARP-CUTOFF PENTODE 
3JC6A, 4YC6A 

Miniature type with frame grid used in if-amplifier 
stages of color and black-and-white television receivers 
utilizing intermediate frequencies in the order of 40 
MHz. Outlines section, 6B; requires miniature 9-con- 
tact socket. Type 4JC6 is identical with type 6JC6 
except for heater ratings. Types 3JC6A and 4JC6A are 
identical with type 6JC6A except for heater ratings. 

3JC6A 4JC6A 6JC6A Heater Voltage (ac/de) .................... 3.5 4.5 6.3 volts Heater Current ............................ 0.6 0.45 0.3 ampere Heater Warm-up Time (Average) ......... . 11 11 — seconds Heater-Cathode Voltage: 
Peak value ........................... . 200 max 200 max =200 max volts Average value ........... .. ... ... . ... 100 max 100 max 100 max  volts 

Direct Interelectrode Capacitances: 
Grid No.l to Plate ............... .. ... .. ... ... ... . 0.019 max pF Grid No.l to Cathode, Heater, Grid No.2, Grid No.3, and 
Internal Shield .. ....... ... . 0 0 T T 8.5 pF Plate to Cathode, Heater, Grid No.2, Grid No.3, and 
Internal Shield .......... .. .0 00 T 3 pF 

Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) 
P]q.te Voltage .............. ... ... ... ... .. ... .. ... 330 330 volts Grid-No.3 (Suppressor-Grid) Voltage, Positive value 0 [} volts Grid-No.2 (Screen-Grid) Supply Voltage ............ 330 330 volts [Grid-No.2 Voltage ... ... .. .0 ...~ .../ See curve page 300
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Grid-No.1 (Control-Grid) Voltage, Positive-bias value 0 . 0 volts 
Plate Dissipation ................. .. ... ... ... .. 2.5 3.1 watts 
Grid-No.2 Input: 

For grid-No.2 voltages up to 165 volts .......... 0.6 0.7 watt 
For grid-No.2 voltages between 165 and 330 volts See curve page 300 

CHARACTERISTICS 

Plate Supply Voltage ..............cooiiiiiiiiies 125 125 volts 
Grid No.3 .. ... e, Connected to cathode at socket 
Grid-No.2 Supply Voltage .......................... 125 125 volts 
Cathode-Bias Resistor ......................... .. 56 56 ohms 
Plate Resistance (Applox) . 0.18 0.18 megohm 
Transconductance 15000 16000 gmhos 
Plate Current 1 14 mA 
Grid-No.2 Current 3.2 3.4 mA 
Grid-No.1 Voltage (Approx.) for plate current of 
100 LA e —3 -8 volts 

MAXIMUM CIRCUIT VALUES 

Grid-No.1-Circuit Resistance: 
For fixed-bias operation ........................ 0.25 0.25 megohm 
For cathode-bias operation ..................... 1 1 megohm 

TYPE 64C6A | | 
GRID No.3 CONNECTED TO 

o | ,.CATHODE AT SOCKET. 
| i GRID ~No.2 VOLTS = |25 
[ 

Quw 
5%—40 

o= 
=IRES -No.| VOLTS Ec{=0 
23 05 | 
R 1 -05 
’;_.f._’ 20 T - 
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Z |10 \‘\ Ic2 Eglno 

-2 =I5 
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PLATE VOLTS  sacM-lig4sT 

MEDIUM-MU TRIODE— 
SHARP-CUTOFF PENTODE 6JC8 

Miniature type used as combined vhf oscillator and 
mixer tube in television receivers. Outlines section, 

6B; requires miniature 9-contact socket. Heater: volts 
(ac/dc), 6.3; amperes, 0.45; warm-up time (average), 
11 seconds; maximum heater-cathode volts, =200 peak, 
100 average. 

Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit 
Plate Voltage ........... ... . cuieieiiiennnannannnn 275 275 volts 
Grid-No.2 (Screen-Grid) Supply Voltage .. — 275 volts 
Grid-No.2 Voltage ..................... — See curve page 300 
Grid-No.1 (Control Grid) Voltage, Positiv 0 0 volts 
Plate Dissipation .........0 ..... ... ... i iiiiaen 1.7 2.3 watts 
Grid-No.2 Input: 

For grid-No.2 voltages up to 187.5 volts ........ —_ 0.45 watt 
For grid-No.2 voltages between 137.5 and 275 volts -— See curve page 300 

CHARACTERISTICS 

Plate Voltage ........... ... ..o iiiiiiiiaiiinn, 125 100 125 volts 
Grid-No.2 Voltage ............... . iiiiiiiainnnn. — 70 125 volts 
Grid-No.1l Voltage ...........0 i iiiiirnnnnnns —1 0 —1 volt 
Amplification Factor ................ .. ... .00 40 — — 
Plate Resistance (Approx.) ....................oon. 6000 — 300000 ochms 
Transconductanee . .......... ... i 6500 570 5500 pmhos 
Plate Current ............ ... ... i 12 — 9 mA 
Grid-No.2 Current ............. ... ... i — 2.2 mA
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........................................ —7 — 6.5 volts 

MAXIMUM CIRCUIT VALUES 
Grid-No.1-Circuit Resistance: 

For fixed-bias operation ........................ — 0.1 megohm 
For cathode-bias operation ..................... — 0.5 megohm 

6JD5 For replacement use type 6JH5/6JD5/6HZ5 

6JD6 SHARP-CUTOFF PENTODE 
3)D6, 4ID6 

Miniature type with frame grid used as if-amplifier 
tube in color and black-and-white television receivers 
utilizing an intermediate frequency in the order of 40 
MHz. Outlines section, 6B; requires miniature 9-contact 
socket. Types 3JD6 and 4JD6 are identical with type 
6JD6 except for heater ratings. 9PM 

3JD6 41D6 6JD6 
Heater Voltage ................................... 8.5 4.5 6.3 volts 
Heater Current ................................... 0.6 0.45 0.3 ampere 
Heater Warm-up Time (Average) ................. 11 11 — seconds 
Heater-Cathode Voltage: 

Peak value ............ ... . ... +200 max =200 max volts 
Average value ....... ... .. ... ... i e 100 max 100 max  volts 

Direct Interelectrode Capacitances: 
Grid No.l to Plate ........................................ 0.019 max pF 
Grid No.1 to Cathode, Heater, Grid No.2, Grid No.3, and 
Internal Shield .......... .. ... ... ... . . . . .. e 8.2 pF 

Plate to Cathode, Heater, Grid No.2, Grid No.3, and 
Internal Shield .......... .. ... ... .. ...... ... ... ..... 3 pF 

Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) 
Plate Voltage ........ ...ttt inie it 330 volts 
Grid-No.3 (Suppressor-Grid) Voltage, Positive value 1] volts 
Grid-No.2 (Screen-Grid) Supply Voltage ........... 330 volts 
Grid-No.2 Voltage ............................... See curve page 300 
Grid-No.1 (Control-Grid) Voltage, Positive-bias value 0 volts 
Plate Dissipation .................................. 2.5 wattls 
Grid-No.2 Input: 

For grid-No.2 voltages up to 165 volts ........... 0.6 watt 
For grid-No.2 voltages between 165 and 330 volts ............ See curve page 300 

- TYPE 6JD6 
&S GRID_ No. 3 CONNECTED TO CATHODE 
H - AT SOCKET. —1 
o GRID-No. 2 VOLTS =125 

o « [¢] et | \o, LTl 
© 30— TVOLTS Ec, = -05 3 :_" : GRID-No. { 

’—5 F 20 3 Trz 

g ] = 
W AN\ Ip_|-is 
< F —F = |25 J =2 | >4 
a =3 

[} 50 100 150 200 250 
PLATE VOLTS  gocs-iiosiT 

CHARACTERISTICS 
Plate Supply Voltage ............ ... iiiiiiiiiiiinieniainn.. 125 volts 
Grid-No.3 Voltage .......... ... iriiiiiiiiiiirimiiiiiiiinaeaann 0 volts 
Grid-No.2 Supply Voltage ............coiiiiiiiinririnreininannn. 125 volts
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Grid-No.l Supply Voltage ... ... .. ... i Q volts 
Cathode-Bias Resistor ..............c.oiiiiiiiiiiiieiiiiiineninns 56 ohms 
Plate Resistance {ADPDProX.) ........oiiniiinirmaiaineainainananns 160000 ohms 
TransconUCtANCE ... ...ttt e e 14000 pmhos 
Plate Current ... .. ... .. i e 15 mA 
Grid-No.2 Current . ....... ..ttt i e 4 mA 
Grid-No.1 Voltage (Approx.) for transconductance of 600 xmhos .. —4.5 volts 

MAXIMUM CIRCUIT VALUES 
Grid-No.1-Circuit Resistance: 

For fixed-bias operation .............. .. ... .. o0t 0.26 megohm 
For cathode-bias operation ................ ... ... oot 1 megohm 

Refer to chart at end of section. 6JE6 
For replacement use type 6MJ6/6LQ6/6JE6C. 

Refer to chart at end of section. 6JE6A 

For replacement use type 6MJ6/6LQ6/6JE6C. 

For replacement use type 6MJ6/6LQ6/6JE6C. 6JESGC 

Refer to chart at end of section. 6JES 

BEAM POWER TUBE 6JF6 
17JF6, 22JF6 

Novar type used as horizontal-deflection amplifier in 
black-and-white television receivers. Qutlines section, 
18E or 18F; requires novar 9-contact socket. Types 
17JF6 and 22JF6 are identical with type 6JF6 except 

saL for heater ratings. 

6JF6 17JF6 22JF6 
Heater Voltage (ac/de) .............. 6.3 16.8 22 volts 
Heater Current ...................... 1.6 0.6 0.45 amperes 
Heater Warm-up Time (Average) .... — 11 11 seconds 
Heater-Cathode Voltage: 

Peak value ........ . e #+200 max +200 max +200 max volts 
Average value 100 max 100 max 100 max volts 

Direct Interelectrode Capacitances (Approx.): 
Grid No.l to Plate ....... .. ... . .. . . i iiiitiieianiniinn. 1.2 pF 
Grid Neo.1 to Cathode, Heater, Grid No.2, and Grid No.3 ...... 22 pF 
Plate to Cathode, Heater, Grid No.2, and Grid No.3 ........ 9 pF 

Class A, Amplifier 
Triode= 

CHARACTERISTICS Connection Pentode Connection 
Plate Voltage ...................... 125 — 50 130 volts 
Peak Positive-Pulse Plate Voltage# .. — 6500 — — volts 
Grid No.3 (Suppressor Grid) ........ Connected to cathode at socket 
Grid-No.2 (Screen-Grid)} Voltage 125 125 126 125 volts 
Grid-No.1 {(Control-Grid) Voltage .. —20 — [} —20 volts 
Triode Amplification Factor ......... 4.1 — — — 
Plate Resistance (Approx.) .......... — — — 12000 ohms 
Transconductance ................... — —_ — 10000 umhos 
Plate Current ....................... —_ — h25% 80 mA 
Grid-No.2 Current .................. — — 32t 2.5 mA 
Grid-No.1 Voltage for plate current 

of 1 mA ... ..... ... ... ... .. — —125 — —40 volts 

Horizontal-Deflection Amplifier 
For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 
DC Plate Supply Voltage ... ... ... . . . . it 770 volts 
Peak Positive-Pulse Plate Voltage# ................... ......... 6500 volts 
Peak Negative-Pulse Plate Voltage ....... ... ..... ... ............ 1500 volts 
DC Grid-No.3 Voltage™ ... . .. i e 100 volts
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DC Grid-No.2 Voltage ... ... .. ... i, 220 volts 
Peak Negative-Pulse Grid-No.l Voltage ........................ 330 volts 
Peak Cathode Current ....... ......... . ... ... ... . 0. i ii.. 950 mA 
Average Cathode Current ..................c.coiirrunnnennii. 275 mA 
Grid-No.2 Input ... ...ttt 3.5 watts 
Plate Dissipationt ................ ... .. ... .. .. . 17 watts 
Bulb Temperature (At hottest point) .. 240 °C 

TYPE 6JF6 TYPE 6JF6 GRID-No.l VOLTS=0 
GRID No. 3 CONNECTED TO CATHODE 
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MAXIMUM CIRCUIT VALUES 
Grid-No.1-Circuit Resistance: 

For cathode-bias operation . ............. .. ... . ... ... . . .. ... 1 megohm 
For grid-leak-bias operation ................................ 10 megohms 
For fixed-bias operation ............ ... ... ... .. ... ... ... ... 0.47 megohm 

® Grid-No.2 connected to plate at socket. 
t This value can be measured by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 
# Pulse duration must not exceed 159% of a horizontal scanning cycle (10 microseconds). 
* In this service, a positive value may be applied to grid No.3 to minimize “‘snivets’’ inter- 
ference; a typical value for this voltage is 50 volts. 
¥ A bias resistor or other means is required to protect the tube in absence of excitation. 

6JG5 SHARP-CUTOFF PENTODE 
Miniature type with frame grid used as video output 
amplifier in color television receivers. Qutlines section, 

6E; requires miniatue 9-contact socket. Heater: volts, 

6.3; amperes, 0.525; maximum heater-cathode volts, 
+200 peak, 100 average. 

Class A, Amplifier 
MAXIMUM RATINGS (Design-Maximum Values) 
Plate Voltage ... ... .. ... .. . 330 volts 
Grid-No.3 (Suppressor-Grid) Voltage, Positive value ..... ... . .... 0 volts 
Grid-No.2 (Screen-Grid) Supply Voltage ........................ 330 volts 
Grid-No.2 Voltage ......... ... .. .. . . . . . . . . See curve page 300 
Grid-No.1 (Control-Grid) Voltage, Positive value 0 volts 
Plate Dissipation ........ .. .. . .. ... ... . 5 watts 
Grid-No.2 Input ............. . . . . . . S 1.1 watts 
CHARACTERISTICS 
Plate Voltage ... ... ... ... ... ... . . . ... 200 60 volts 
Grid-No.2 Supply Voltage ......................... 150 150 volts 
Grid-No.1 Voltage ................................ — [ yolts 
Cathode-Bias Resistor, Bypassed ................... 100 ) — ohms 
Plate Resistance (Approx.) ........................ 60000 — ohms 
Transconductance (Grid No.l1 to Plate) ............ 11500 — pmhos 
Plate Current ............ ......................... 25 55 mA 
Grid No.2 Curvent ................................ 5.5 18 mA 

of 100 A ... —10 — volts
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MAXIMUM CIRCUIT VALUES 
Grid-No.1-Circuit Resistance: 

For fixed-bias operation 0.25 megohm 
For cathode-bias operation . 1 megohm 

* Applied not exceeding two seconds, to avoid damage to tube. 

Refer to chart at end of section. 6JG6 

BEAM POWER TUBE 17G6A, 22IG6A 
Novar type used as horizontal-deflection amplifier in 
low-B+-, black-and-white television receivers. Outlines 

section, 31D; requires novar 9-contact socket. For 

curves of average plate characteristics, refer to type 
6JF6. Types 17TJG6A and 22JG6A are identical with 

9QU type 6JG6A except for heater ratings. 

6JG6A 17JG6A 22JG6A 
Heater Voltage (ac/de) .................... 6.3 16.8 22 volts 
Heater Current ...................cenien.nn 1.6 0.6 0.45 amperes 
Heater Warm-up Time (Average) .......... — 11 11 seconds 

Heater-Cathode Voltage: 
Peak value ................. =+200 max =200 max =200 max volts 
Average value 100 max 100 max 100 max  volts 

Direct Interelectrode Capacitances: 
Grid No.l to Plate ... ... .. oot iiieien s 0.7 pF 
Grid No.1 to Cathode, Heater, Grid No 2, and Grid No. 3 .... 22 pF 
Plate to Cathode, Heater, Grid No.2, and Grid No.3 ........ 9 pF 

Class A, Amplifier 
Trioden Pentode 

CHARACTERISTICS Connection Connection 
Plate Voltage .......... ... ... ... ........ 125 50 130 volts 
Grid-No.3 (Suppressor Grid) ................ Connected to cathode at socket 
Grid-No.2 (Screen-Grid) Voltage ........... — 125 125 volts 
Grid-No.1 (Control-Grid) Voltage .......... -—20 0 -—20 volts 
Amplification Factor ....................... 4.1 —_ — 
Plate Resistance (Approx.) ................. — — 12000 ohms 
Transconduetance ...................c0o.... — — 10000 pmhos 
Plate Current ......................... ... .. — 525e 80 mA 
Grid-No.2 Current .......................... — 32e 2.5 mA 
Grid-No.1 Voltage (Approx.), 

for plate current of 1 mA .............. — — —40 volts 

= With grid No.2 connected to plate at socket. 

¢ This value can be measured by a method involving a recurrent waveform such that the 
maximum ratings of the tube will not be exceeded. 

Horizontal-Deflection Amplifier 
For operation in a 525-line, 30-frame system 

MAXIMUM RATINGS (Design-Maximum Values) 
DC Plate Supply Voltage ............. . oo iiiiiiinieiiiinas 770 volts 
Peak Positive-Pulse Plate Voltage# ............ ..... ...t 6500 volts 
Peak Negative-Pulse Plate Voltage ............................. 1500 volts 
DC Grid-No.3 Voltage® . ... ...t iiiitiienaannnnns 75 volts 
DC Grid-No.2 Voltage ...... ... ... .. ... it 220 volts 
DC Grid-No.1 Voltage, Negative-bias value —55 volts 
Peak Negative-Pulse Grid-No.1 Voltage . 330 volts 
Peak Cathode Current .................. . .. 950 mA 
Average Cathode Current .......................... .. 275 mA 
Plate Dissipationt ........ . .. . . .. . . 17 watts 
Grid-No.2 Input ... .. ... . . . . .. 3.5 watts 
Bulb Temperature (At hottest point) .......... ... ............... 240 °C 

MAXIMUM CIRCUIT VALUE 
Grid-No.1-Circuit Resistance, for grid-No.l-resistor-bias operation - 2.2 megohms 

# Pulse duration must not exceed 159, of a horizontal scanning cycle (10 microseconds). 

* In a horizontal-deflection-amplifier service, a positive voltage (typical value, 30 volts) may 
be applied to grid No.3 to reduce ‘‘snivets” interference, which may occur in both vhf and 
uhf television receivers. 

1+ A bias resistor or other means is required to protect the tube in absence of excitation.


