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TUBE 6J7 

Description and Rating 

RADIO-FREQUENCY-AMPLIFIER PENTODE 

GENERAL DESCRIPTION 

Principal Application: The 6J7 is a heater~-cathode for capacitances the electrical ratings and char- 

type pentode amplifier tube with a sharn cut-off acteristics of the 6J7 are the same as those of 
characteristic and is designed for service as a the 6J7-G, 6J7-GT and 6C6. 

biased detector or high-gain amplifier. Except 

Cathode: . . . . . . Coated Unipotential Mounting Position: - . Any 

Heater Voltage (A C or D—C) .+« . .. B.3 Volts Direct Interelectrode Capamtances * 
Heater Current:. . . . .. .. 0.3 Ampere Triode 8 Pentode 

Envelope:. . e MTT 8 Metal Shell Grid to Plate . . . . 2.0 . . . . 0.0056 Max  uuf 

Base:. . B7—22 Small Wafer Octal 7-Pin Phenolic lnput =« v =« + o o B oo . 7 0. . upf 
Top Cap: . . . . . . . . Ci-4 Miniature with Wafer Qutput. « « « « « « « 4 . . . .. 2 . < opuf 

PHYSICAL DIMENSIONS TERMINAL CONNECTIONS BASINGC DIAGRAM 

—1gy Pin | - Shell and Internal Shield 
MAX. Pin 2 - Heater @) (5 

Pin 3 - Plate ‘ ) 
Pin 4 - Grid Number 2 (Screen) (3) 
Pin 5 - Grid Number 3 (Suppressor) 
Pin 7 - Heater 

. Pin 8 - Cathode 2 /0 
2|16:'|§ Top Cap - Grid Number | ‘ 

33 MTT8 OLIO 
MAX. KEY 

_t LIt [y 
2-32 - 

RMA !_ - ” 

U[-_LJU % BOTTON VIEW 

g 
MAX, 

RuA & MAXIMUM RATINGS 
Triode Connection & Pentode Connection 

Design Center Abso lute Design Center Absolute 

Plate Voltage - - . - e e e . 2500 .- 2790 0 o e e e . 2300 0 . . 380 - ... ... Volts 

Screen (Grid Number 2) Voltage R L R I S SR §~: s PR 140 . . Volts 
Screen Supply Voltage - - « « « « ¢ ¢ ¢ 4 ——= o o0 -e—m o0 .o .. 2300 - . . 330 - Volts 

Exterrnal Grid Bias volitage .« . -« . . . . Never Positive « - . - « . . . Never Positive D 

Plate Dissipation - - -« « . . o . o o I,7B . 1.093 ... 0.5 - - 0.83- ... ... Watts 
Screen Dissipation - . - P ¢ T 1 BT T ¢ TN I PRI 7} & 4 

D-C Heater-Cathode Voltage ch e e e e Q0 e e e e 100 s e e e e e 30 - - - . 100 - - Volts 

s With grid number 2 and grid number 3 connected to plate. 

* With shell and internal shield connected to cathode. 

GENERAL @@ ELECTRIC 
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CLASS A AMPLIFIER 

Heater Voltage . . 

Piate Voltage 

CHARACTERISTICS AND TYPICAL OPERATION 

Screen Voltage . . . . . . . . . 

Suppressor Voltage . 

Grid Bias Voltage *% 
. 

Amplification Factor 

Plate Resistance . 
Transconductance . 
Grid Bias for Cathode-Curr 

Plate Current . 
Screen Current . 

Triode Connection § 

ent Cutoff ., . 

P S S S ST S WY 

. . 6.3 . . 6.3. 
e e ... 1BO... . .2580. 
e e ... 1B L. ... 250, 

. .. 180 . . . 2% .. 

. . -5.3 . -8 . 

.. . 20. .. 20, 
.« . . 0.0010. 0.0105 . 
PN 1800 . . 1800 . 

e e e+ ..o B30, .85, 

8 With erid number 2 and grid number 3 connected to plate. 

**¥ The d-c resistance in the grid circuit showld not exceed 1.0 megohm 

O suppressor-grid connected to cathode at socket terminal. 

Pentode Connection 

. 6.3 .. 6.3 . . Volts 
100 . . 250 . . . Volts 

.40 ... 100, . L L Volts 

.. 09 . 0°9.... \Volts 
-3 -3..... Volts 

.0, >1.0 . . . . Megohm 
1185 1225 . . Micromhos 

. =7 -7 . . Volts 

. 2.0 2.0 . . Milliamperes 

.05 ... 05.. . Milliampere 

under rated maximum conditions. 

CLASS A RESISTANCE-COUPLED AMPLIFIER 

Rp |Rol [Rs Ebb = 90 Volts Ebb = 180 Volts Ebb = 300 Volts 

Meg. {Meg.|Megl Rk |Rsg iGain! Eo | Rk |Rsg [Gain| Eo | Rk [Rsg [Gain| Eo c 

0.10( * (0.10{ 1100 [.39| 40| I6 910 | .43 | 50|42 620 | .47 | 60{ 54 - 
t0] * lo.24f1100 [.43| 53|21 | 820|.47 68|60 | 560 |.51 ] 80|80 — Rsq SRP fo 

024] = Jo24|2400 [1.0] 67|23 [1200 1.1 | 91 (40 |1000]1.2]102]78 s Rs 
024| * 1051)2700 1.1 | 82}3f 1500 { 1.2 [ 11560 | 1100} 1.3] 140]i00 Rk T 

a51| * Jo.s1]4700 [2.2| 92 {28 {2400 [2.4]130 |44 | 1600 | 2.4} 157172 i 

a5t] * [1.0 |5100 [2.4 | 11629 |3000|2.7 | 160 |55 |[2000|3.0239|95 = = = = 

0.24] 10 Jo24] — 112 71|45 — |13 41220 | — | 1.3] 130] 39 || Note: coupli i . . H pling capacitors (C) should be 

Q24| 100054 — [H.31 8|10 | — [1.5]|138]36 [ - {1.5[172] 82 adjusted to give desired frequency 

051 10 |051] — [2.4 | 96 |{6.5 [ — 2.7 | 1456 |29 — |2.7]|185| 40 response. Rk and Rsg should be 
0.51] 10 |10} —— 2.7 | 122 {1i1 — 3.0 | 178 {40 —— [3.0{280 | 54 adequately by-passed. 

Notes: |. Eo is maximum RMS voltage output for five percent (5%) total harmonic distortion. 2. Gain measured at 2.0 volts 
RMS output. 3. For zero-bias data generator impedance is negligible. ™ Value of Rgl is non-critical. 
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AVERAGE PLATE CHARACTERISTICS 
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PLATE VOLTAGE IN VOLTS 

AVERAGE PLATE CHARACTERISTICS 

TRIODE CONNECTION 
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