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CHARACTERISTICS
Plate Supply Voltage 125 170
Grid-No.3 Voltage 0 0
Grid-No.2 Supply Voltage 125 170
Cathode-Bias Resistor 56 56
Plate Resistor 160000 —
Transconductance 18000 —
Plate Current 17 —
Grid-No.2 Current 4.2 —
Grid-No.l Voltage (Approx.) for transconductance

of 10 jurahos — —22

MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance:

For fixed-bias operation — 0.25

For cathode-bias operation — 1
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Miniature type used in color and black-and-white tele-

(^(r~J^~^J/Ts) vision receiver applications. The pentode unit is used
GT

^^V_^iV) as an if-amPlinel" tube, and the triode unit as a sync-

Pp separator or voltage-amplifier tube. Outlines section,

9QP 6B; requires miniature 9-contact socket.

Heater Voltage (ac/dc) 6.3 volts

Heater Current 0-6 ampere
Heater-Cathode Voltage

:

Peak value ±200 max volts

Average value 100 max volts

Direct Intereleetrode Capacitances:
Triode Unit: Unshielded Shielded
Grid to Plate 3 3 pF
Grid to Cathode, Heater, Grid No.3 of
Pentode Unit, and Internal Shield 3.2 3.2 pF

Plate to Cathode, Heater, Grid No.3 of
Peniode Unit, and Internal Shield 1.6 2.4 pF

Pentode Unit

:

Grid No.l to Plate 0.046 max 0.030 max pF
Grid No.l to Cathode, Heater, Grid No.2,
Grid No.3, and Internal Shield 7.5 7.5 pF

Plate to Cathode, Heater, Grid No.2,
Grid No.3, and Internal Shield 2.2 2.8 pF

Grid of Triode Unit to Plate of Pentode Unit ... 0.018 max 0.003 max pF
Grid No.l of Pentode Unit to Plate of Triode Unit 0.006 max 0.002 max pF

Class A, Amplifier

MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit
Plate Voltage 330 330 volts
Grid-No.2 (Screen-Grid) Supply Voltage — 330 volts
Grid-No.2 Voltage See curve page 300
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Qrid-No.l (Control-Grid) Voltage, Positive-bias value
Plate Dissipation .

Grid-No.2 Input:
For grid-No.2 voltages up to 165 volts
For grid-No.2 voltages between 165 and 330 volts

CHARACTERISTICS
Plate Voltage
Grid-No. 2 Voltage
Grid-No. 1 Voltage
Amplification Factor
Plate Resistance (Approx.)
Transconductance
Plate Current
Grid-No.2 Current
Grid-No.l Voltage (Approx.) for plate current of

20 M
MAXIMUM CIRCUIT VALUES
Grid-No. 1-Circuit Resistance:

For fixed-bias operation
For cathode-bias operation
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Refer to chart at end of section.

Refer to chart at end of section.

6KV6A
17KV6A, 22KV6A

BEAM POWER TUBE

Novar type used for high-voltage pulse- or shunt-

regulator applications in color television receivers.

Outlines section, 31D; requires novar 9-contact socket.

Types 17KV6A and 22KV6A are identical with type
6KV6A except for heater ratings.

6KV6A 17KV6A
Heater Voltage (ac/dc) 6.3 16.8

Heater Current 1.6 0.6

Heater Warm-up Time —1 11

Heater-Cathode Voltage: +200 max +200 max
Peak value —500 max —500 max
Average value 160 max 100 max

Direct Interelectrode Capacitances (Approx.) :

Grid No.l to Plate 0.1

Grid No.l to Cathode, Heater, Grid No.2,
and Grid No.3 2:

Plate to Cathode, Heater, Grid No.2,
and Grid No.3 1
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+200 max—500 max
100 max

Class A, Amplifier

CHARACTERISTICS
Plate Voltage 100
Grid-No.3 (Suppressor-Grid) Voltage 0

Grid-No.2 (Screen-Grid) Voltage 140
Grid-No.l (Control-Grid) Voltage 0

Triode Amplification Factor# —
Plate Resistance (Approx.) —
Transconductance —
Plate Current ««
Grid-No.2 Current 30"
Grid-No.l Voltage for plate current of 1 mA —

High-Voltage-Pulse Shunt Regulator

For operation in a 525-line, 30-frame system

MAXIMUM RATINGS (Design-Maximum Values)

DC Plate Supply Voltage (lb = 0 mA)
Peak Positive-Poise Plate Voltage*
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