
Technical Data 353

Heater Voltage (ac/dc) 6.3

Heater Current 0.6

Heater-Cathode Voltage:
Peak value ±200 max
Average value 100 max

Direct Interelectrode Capacitances:
Triode Unit: Unshielded Shielded

Grid to Plate 3 3

Grid to Cathode, Heater, Grid No.3 of
Pentode Unit, and Internal Shield 3.2 3.2

Plate to Cathode, Heater, Grid No.3 of
Pentode Unit, and Internal Shield 1.6 2.4

Pentode Unit

:

Grid No.l to Plate 0.046 max 0.030 max
Grid No.l to Cathode, Heater, Grid No.2,

Grid No.3, and Internal Shield 7.5 7.5

Plate to Cathode, Heater, Grid No.2,
Grid No.3, and Internal Shield 2.2 2.8

Grid of Triode Unit to Plate of Pentode Unit 0.018 max 0.003 max
Grid No.l of Pentode Unit to Plate of Triode Unit 0.006 max 0.002 max

Class A, Amplifier

MAXIMUM RATINGS (Design-Maximum Values) Triode Unit Pentode Unit
Plate Voltage 330 330
Grid-No.2 (Screen-Grid) Supply Voltage — 330
Grid-No.2 Voltage — See curve page
Grid-No. 1 (Control-Grid) Voltage, Positive-bias value 0 0
Plate Dissipation 1 2.5

Grid-No.2 Input:
For grid-No.2 voltages up to 165 volts — 0.55

For grid-No.2 voltages between 165 and 330 volts — See curve page
CHARACTERISTICS
Plate Voltage 250 125
Grid-No.2 Voltage — 125
Grid-No.l Voltage —2 —1
Amplification Factor 100 —
Plate Resistance (Approx.) 31500 150000
Transconductance 3200 10000
Plate Current 1.8 12
Grid-No.2 Current — 4.5

Grid-No.l Voltage (Approx.) for plate current of
20 nA —3.5 —7

MAXIMUM CIRCUIT VALUES
Grid-No. 1-Circuit Resistance:

For fixed-bias operation 0.5 0.5

For cathode-bias operation 1 1
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*(*£Lrs$& TWIN DIODE— 6KU8
P ^zSfZSU., SHARP-CUTOFF PENTODE iokus

M/|r iiziyK^ Neonoval type with frame-grid pentode used in tele-

(^(jr-v^yjg) vision receiver applications. Diode units are used as
P°Z

rV^S--r^
2P horizontal phase detectors and the pentode unit is

K
^ ^ used as a video amplifier. Outlines section, 10A; re-

quires neonoval 9-contact socket. Type 10KTJ8 is iden-

9LT tical with type 6KU8 except for heater ratings.

6KU8 10KU8
Heater Voltage (ac/dc) 6.3 10.2 volts

Heater Current 0.725 0.45 ampere
Heater Warm-up Time (Average) — 11 seconds
Heater-Cathode Voltage

:

Peak value ±200 max ±200 max volts

Average value 100 max 100 max volts

Direct Interelectrode Capacitances

:

Diode Units

:

Plate of Diode Unit No.l to All Other Electrodes 1.1 pF
Plate of Diode Unit No.2 to All Other Electrodes 1.1 pF
Diode Cathode to Plate of Diode Unit No.l 5.5 pF
Diode Cathode to Plate of Diode Unit No.2 5.5 pF

Pentode Unit

:

Grid No.l to Plate 0.1 max pF
Grid No.l to Pentode Cathode, Diode Cathode, Heater, Grid
No. 2, Grid No.3, and Internal Shields 12 pF
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Plate to Pentode Cathode, Diode Cathode, Heater, Grid No.2,
Grid No.3, and Internal Shields 3 pP

Pentode Grid No.l to Plate of Diode Unit No.l 0.008 max pF
Pentode Grid No.l to Plate of Diode Unit No.2 0.003 max pP
Pentode Plate to Plate of Diode Unit No.l 0.008 max pP
Pentode Plate to Plate of Diode Unit No.2 0.008 max pF

Pentode Unit as Class Ai Amplifier
MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage 830 volts
Grid-No. 2 (Screen-Grid) Supply Voltage 380 volts
Grid-No. 2 Voltage See curve page 98
Grid-No.1 (Control-Grid) Voltage, Positive-bias value 0 volts
Plate Dissipation 4 watts
Grid-No.2 Input:

For voltages up to 165 volts 1.1 watts
For voltages between 166 and SSO volts See curve page 98

CHARACTERISTICS
Plate Supply Voltage 60 200 volts
Grid-No. 2 Supply Voltage 100 100 volts
Grid-No. 1 Voltage 0 0 volts
Cathode-Bias Resistor — 82 ohms
Transconductance — 20000 /imhos
Plate Resistance (Approx.) — 60000 ohms
Plate Current 56* 17 mA
Grid-No.2 Current 18» 8.5 mA
Grid-No.l Voltage for plate current of 100 fiA .... — —5 volts

MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance:

For fixed-bias operation 0.25 megohm
For cathode-bias operation 1 megohm

* This value can be measured by a method involving a recurrent waveform such that the
maximum ratings of the tube will not be exceeded.

Diode Units (Each Unit)
CHARACTERISTICS, Instantaneous Value
Tube Voltage Drop for plate current of 2 mA 10 volts

6KV6
17KV« BEAM POWER TUBE

Novar type used for high-voltage pulse- or shunt-
regulator applications in color television receivers.

Outlines section, 31D; requires novar 9-contact socket.

Type 17KV6 is identical with type 6KV6 except for
heating ratings. 9QU

Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time
Heater-Cathode Voltage:

Peak value
Average value

Direct Interelectrode Capacitances (Approx.)

:

Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2,
and Grid No.3

Plate to Cathode, Heater, Grid No.2,
and Grid No.3

6KV6
6.3
1.6

+200 max—500 max
100 max

Class Ai Amplifier
CHARACTERISTICS
Plate Voltage
Grid-No.3 (Suppressor-Grid) Voltage
Grid-No.2 (Screen-Grid) Voltage
Grid-No. 1 (Control-Grid) Voltage
Triode Amplification Factor#
Plate Resistance (Approx.)
Transconductance
Plate Current
Grid-No.2 Current
Grid-No.l Voltage for plate current of 1 mA

1TKV6
16.8
0.6
11

+200 max—600 max
100 max

1.2

22

volts
amperes
seconds

volts
volts
volts

PF
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100 140 volts
0 0 volts

140 140 volts
0 —24.6 volts

4
6000 ohms
9600 /tmhos

680* 80 mA
24* 2.4 mA

—42 volts


