
Type 

Application 

Dimensions 

Base 

Heating 

Static data 

6L41 Size max 

0 22X70 mm 

Uf 6,3 V 

0,75 A 

Indirect heating 

© 
Ua 300 V 

Ug3 0 V 

Ug2 250 V 

ugi -6 V 

•a 50 mA 

•g2 5 mA 

s 7 mA/V 

‘‘Wgi 
16 

s/c 0,5 

•at (Ugi - - 25 V) 

<3 mA 

I 

Operational Data Maximum Ratings 

Oscillator or power amplifier - Ua 300 V 

« = 50 Mc/s wa 12 W 

ua 300 V Rgj 22 ka US2 250 V 

ug2 250 V lgi 3 mA Wg2 2,0 W 

ugi —60 V Ug^ sp 80 V 5 mA 

•a 50 mA Wgl 0,35 W 55 mA 

5 mA Pn 8 W •/c Sp 100 mA 

Frequency multiplier - Uklf 
f 

100 

175 

V 

Mc/s 
f max = 175 Mc/s 

Th 250 °c 
Doubler Trebler 

Ua 300 300 V 
Capacitances 

Uf>32 300 300 V 9,5 pF 

RS2 12,5 12,5 k Q ca 5,4 pF 

•Jgi -75 -100 V 
Cj/g! <0,45 pF 

•a 40 35 mA 

4 5 mA 

Rgi 75 100 kQ 

]gi 1 1 mA 

ugi sp 95 120 V 

wgi 0,6 0,6 W 

po 3.6 2,8 W 
Beam tetrode 

AF, RF power amplifier, 

frequency multiplier 


