
Type 

Application 

Dimensions 

Base 

Heating 

Static data 
Operational Data Maximum Ratings 

I 

6L43 Size N 4 

! o 

Power pentode for 

video and wideband 

amplifiers 

i 1 

u/ 6,3 V Wideband a mplifier output stage Uao 550 V 

'/ 
0,65 A ua 300 V S 11 mA/V u. 330 V 

Indirect heat ing Ug3 0 V R, 90 Hi W0 9 W 

• Ug2 150 V Ra 7 Hi Ug2o 550 V 
ua 300 V 

*k 80 Q Po 3,5 w U02 330 V 

u03 0 V 
^ao 30 mA k 10 % W02 (Ugi a “ 0 V) 

ug2 150 V 30,5 mA ugi .•/ s V 1,5 W 

U£T1 
-3 V 

*02 O 7 mA w02 (U01 ef max) 
30 mA 

*02 9 mA 3 w 

^2 7 mA 
'k 50 mA 

s 11 mA/V Video amplifier output stage 
Rgi 0,1 

1*92Igi 20 
Ub 300 300 V 

"kit 
100 V 

R« 90 k£ Ua 145 200 V *klt 20 k Q 
’az (ugi — - 20 V) 

U03 0 0 V 

<0,1 mA 0 25 Hi Capacitances 

U92 115 (125) V Cg\ 11 PF 

Rfr 0 57 a Co 5,5 PF 

Rgi 0,1 - M Q Ca/gi <0.1 pF 

'a 45 28 mA 

*g2 13 7 mA 

Ra 3,5 3,5 k Q 
sp/sp 135 140 V 

u0i sp/sp 4 4 V 


